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September 15, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill
Federal 9-24-9-16 Federal 13-24-9-16
Federal 10-24-9-16 Federal 14-24-9-16
Federal 11-24-9-16 Federal 15-24-9-16
Federal 12A-24-9-16 Federal 16-24-9-16

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed 13-24-9-16 and 14-
24-9-16 are Exception Locations. Our Land Department will send you the required
Exception Location Letters. If you have any questions, feel free to give either Brad
Mecham or myself a call.

Mandie Crozier
Regulatory Specialist

me
enclosures

RECEIVED
SEP2O2006

DN.0FOIL,GAS&MINING

Newfield Exploration Company Route 3 Bo× 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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Form 3160-3 FORMAPPROVED
(September 200 l) OMB No. 1004-0136

UNITED STATES
ExpiresJanuary3l.2004

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-15855

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. IfIndian, AllotteeorTribeName

N/A

la. Type of Work: Q| DRILL Ü REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. Type of Well: S Oil Well Ü Gas Well Ü Other S Single Zone Ü Multiple Zone Federal 13-24-9-16

2. Name of Operator 9. API Well No.
Newfield Production Company d a -Š 3597,

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk.and Survey or Area

At surface SWISW 684' FSL 423' FWL / • Ô/Í f Ô f
SW/SW Sec. 24, T9S R16E

At proposed prod. zone jg i

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 18.4 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 684'f/Ise, NA'fluna 1200.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1326' 5770' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approxirnate date work will start* 23. Estimated duration

5656' GL 1st Quarter 2007 Approximately seven (7) Clays from spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authorized officer.

25. S Name (Printed/Typed) |Date
Mandie Crozier | 9/15/06

Title
ry Specialist ' '

Ap r ved g . t ) Name (Printed/Typed) ',Date

BRADLEYG. HILL ',Ota-fL--D'l
Title OfilrklVIRONMENTALMANAGER

I
I

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructionsonreverse)

RECEIVED
Federal Approval ni this SEP20 2008Actionis Necessary



Form 3160-3
FORM APPROVED

(September 200 I)
OME No, [004-013(:

Exphus.lnmmy31.2004

UNITED STATES
DEPARTMENT OF THE INTERIOR 5, LeaseserialNo.

BUREAU OF LAND MANAGEMRNT
UTU-15855

APPLICATION FOR PERMIT TO DRILLOR REENTËR
6. Irtnam, AnotteeorTÄsName

N/A

a. Type of Work: DRtl.L ItEENTER
7. If Unit r CA Agreement, Naminrul No.

N/A
8. Lcase Name and Well No.

th. Type of Well: Oil well Gas Well O Other Single Zone Multiplo Zone Federal 13-24•9-16

2. Name of operator 9. AN Well No.

NewfieldProduction Company
3m, Addaga 3b. Phone No. (inchrda crea ende) 10. Fieldand Pao[, or Bapteratory

Route #3 Box 3630. Myton UT 84052 (435) 646-3721 Monument Butte

4, twentionof Well (Report location clearly and inaccordrmee with anySrazeraquirements,*) 1I. See , T., R., M,, or Blk.nndSurvey or Aron

At surface SW/SW 684' FSL 423· FWL

At popened prod. zone
SWISW Sec. 24. T9S R16E

14, Distancein rallas and direction from nearest town or post office* 12. County or Parì*b 13. State

Approximatley 18.4 miles southwest of Myton, Utah Duchesne | UT

15. Distance llom proposed" 16, No. of Acres in fense 17, SpaelngUnit dedicated to tttiswell

(aantion to nearent
propertyortense line, R.
(Also to nearest drig, unjt Mne,if any) Appmx.BB4'filse. NA'¶unl1 1200.00 40 Acres

18. Distance from proposed location+ 19, Propgeed Depth 20. BLM/EUA Bond No. en file

to nearest wcII, drillmg, enmpleted.
applied for, on this lease, fL Approx. 1326' 5770" UTBOOO192

21. Blevallans (Show whether DF, KDB, RT, GL etc.) 22. Appmalmnte date work will sinrt* 23. Estímntedduration

$696' GL 1st Quarter 2007 Anommmately m.n o mynav.«neum enentenna.

24. Attaclunents

The following, compIcted in aceerdnece with the requirements of Onsitete 011and Gas Order No.1, shan be attached to this form:

1.. Well plat certifled by a registcred surveyor. 4. Band to cover the operations un1em covered by an existing bond on file (see

2. A Dri]Iing Plan_
Item2(I above).

3. A Sufhee Use Plan (if the location is an NationalForest System Lands, the S. OperHt0CCertiÍiC8tiOR,

SUPO shall be filedwith the appropriate Forest Setvice Office). 6. Such other site specific mformation and/or plant as may he required by the
nothoriz;ed officer.

25. S Name (Prin «d/Typed) Dato
Mandie Crozier 9/15/06

Titic
RegulatorySp IIst

Approved by (Signature) Nanie(Printed/Typed) Date

Title Offico

Application approval docs not wnrumt or certify the the applicant holds Icgal or equitubte tiLle to those right.9in the subject Icase which wet.if.d entitle die appilcantto conduct

operations therman.
Cauditionsaf approval, ifany, arc nttached.

Thle LBU.5,C, section1001 ned Title 43 U.S.C. Section 1212. riske it a crime Ibr any person knOWingly and willfully 10 make to any depattmentof n[4encyaf the United
States any fnIsc. fretitiousor frandulmitstatementsnr representations as to any matter within its jurisdiction.

Ínsfructions on Per



TOS, Ri6E, S.L.B.&M. ÆWED PRODJ¢TIONŒMMY

266.136' (Measured) N8958'W - 80.06 (G.L.0.) WELLLOCATION, CASTLE PEAK
NB958'W GLO, (Bosis of BearingsÀ SB9°59'74"W

- 2629.02' (Meas.) )¿_g4_g_16, LOCATED AS SHOWN IN
90 iste ,,,,'

THE SW 1/4 SW 1/4 OF SECTION 24,
amsacom omss oap Ñ sed T95, R16E, S.L.B.&M. DUCHESNE COUNTY,

UTAH.

LONŒ.·
,

BAR SCALE
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ELEV UNGRADED GROUND = 5656.4 N
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1910' NBP'57'11'W - 2649.84' (Moos.) NB9'59'23"W -- 2636.45' (Meas.) TRISTATßLANDSURVEYING& CONSULTING
Brass op NB9°51'W

- 80.10 (G.L.O.) 180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

|
CAS7LE REAK1J-24-9-16 DATESURVEYED

=- SECTION CORNERS LOCATED
.

(Surface Lacation) NAD BJ 5-12-06
· SURVEYED BY: D.P.

LAT/1UDE = 40' 00' 39.71" DATE DRAWN: DRAWNBY: F.T.M.
BASIS OF ELEV; LOVGl7UDE =

1/0° 04' J2.4g" 06-19-06

U.S.G.S. 7-1/2 min QUAD (MYTON SE) SCALE: 1" -
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Castle Peak 13-24-9-16
SEC. 24, T98, Ri6E, S.L.B.&M. ·



T9S, Ri6 E, S.L.B.&M. NENZD PRONCTIONCOMPMY
2663.56' (Measured) N89°58'W

- 80.06 (G.L.O.) WELL LOCATION, CASTLE PEAK
NB958'W G.L.O. (Bosis of Beorings) S89°59'14"W

- 2629.02' (Meas.) \ 13-24-9-16, LOCATED AS SHOWN IN

s Cap
1910 Porportioned

' THE SW 1/4 SW 1/4 OF SECTION 24,
Brass Cap (Not Set) T9S, R16E, S.L.B.&M. DUCHESNE COUNTY,

i o UTAH.

o - o
o O oo O - o

L LOCAUŒ.• 3^R SCALE

CAS11E PEAK 13-24-9-16
ELEV UNGRADED GROUND = 5656.4' o N

A r
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Cap 24
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PREPARED FROM FlELD F RVEYSrop e Dr///ing MADE BY ME OR UN THAT

See / R/L
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At Right W/NDOW MY KNOWLEDGEAN I .No.189377 d

423' Deta'il TCYW.
No Scale REGlS D LA

REGIS A N o.
oo STATE Fco 1910 1910

Brass Cap Brass Cap

1910
NB9°57'11"W

- 2649.84' (Meas.) N89'59'2J"W - 2636.45' (Meas.) TRI STATELANDSURVEYING& CONSULTINGBrass 'ap N89°51'W
- 80.10 (G.L.O.) 180 NORTH VERNAL AVE. - VERNAL, UTAH 84078

(435) 781-2501

|
CAS11E PEAK 13-24-9-16 DATE SURVEYED

= SECTION CORNERS LOCATED (Surface Location) NAD BJ 5-12-06 SURVEYED BY: D.P.
LAT/TUDE =

40° 00' 39.71" DATE DRAWN:
DRAWN BY: F.T.MBASIS OF ELEV; LONG/TUDE =

110° 04' J2.49" 06-19-06 '

U.S.G.S. 7-1/2 min QUAD (MYTON SE) REVISED: SCALE: 1" =
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NEWFIELD PRODUCTION COMPANY
FEDERAL #13-24-9-16

SW/SW SECTION 24, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. I

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORK4 TION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2080'
Green River 2080'
Wasatch 5770'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2080' - 5770' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #13-24-9-16
SW/SW SECTION 24, T9S, RI6E
DUCHESNECOUNTY,UTAH

ONSHORE ORDER NO. I

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #13-24-9-16 located in the SW
1/4 SW 1/4 Section 24, T9S, Rl6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southeasterly along Hwy 53 - 11.7miles ± to it's
junctionwith an existing road to the southwest; proceed southwesterly - 4.8 miles ± to it's
junctionwith the beginning of the proposed access road; proceed southeasterly along the
proposed access road - 1,680'± to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATERSUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTIONMATERTALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.

9. WELL SITE LAYOUT

See attached Location Layout
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10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP- Bureau Of Land Management (Proposed location and access roads
leading to).

12. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #05-270, 9/7/05. Paleontological Resource Survey prepared by, Wade
E. Miller, 9/28/05. See attached report cover pages, Exhibit "D".

Newfield Production Company requests 1,680' of disturbed area be granted in Lease UTU-15855
to allow for construction of the planned access road. Refer to Topographic Map "B". For the
planned access road a width of 60' will be needed for construction purposes with a permanent
width of 30' and a running surface of 18'. The construction phase of the planned access road
will last approximately (5) days. The planned access road will be an 18' crown road (9' either
side of the centerline) with drainage ditches along either side of the proposed road whether it is
deemed necessary in order to handle any run-off from normal meteorological conditions that are
prevalent to this area. The maximum grade will be less than 8%. There will be no culverts
required along this access road. There will be barrow ditches and turnouts as needed along this
road. There are no fences encountered along this proposed road. There will be no new gates or
cattle guards required. All construction material for this access road will be borrowed material
accumulated during construction of the access road.

Newfield Production Company requests 1,680' of disturbed area be granted in Lease UTU-15855
to allow for construction of the proposed gas lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel
gas line and 30' wide upon completion of the proposed gas lines. Both lines will tie in to the
existing pipeline infrastructure. Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests 1,680' of disturbed area be granted in Lease UTU-15855
to allow for construction of the proposed water lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a buried 3" steel water injection line and a
buried 3" poly water return line and 30' wide upon completion of the proposed water lines.
Refer to Topographic Map "C." For a ROW plan of development, please refer to the
Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S Rl9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None for the proposed Federal 13-24-9-16.

Reselve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field
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Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Western Wheatgrass Pascopyrum Smithii 6 lbs/acre
Galletta Grass Hilaria Jamesii 6 Ibs/acre

Details of the On-Site Inspection
The proposed Federal #13-24-9-16 was on-sited on 3/22/06. The following were present; Shon
Mckinnon (Newfeild Production), Nate West (Bureau of Land Management), and Brandon
McDonald (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Shon Mckinnon
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-372 I

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #13-24-9-16 SW/SW Section 24, Township 9S, Range 16E: Lease UTU-15855
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by US Specialty
Insurance #B001832.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

9/15/06
Date Mandie Crozier

Regulatory Specialist
Newfield Production



NEWÊLD PRODUCTION PANY
CASTLE PEAK 13-24-9-16

Section 24, T9S, RiBE, S.L.B.&M.

PROPOSED A CCESS /

ROAD (Max. 6% Grade) Toe of
. . f Ei// Slop e

E/1 J. 4

STA. 2+90 . Existing
Droinage

ROUND CORNER TO
Avoto Excess nu : P/ T TOPSO/

ROUND CORRER TO STOCl VLE
?? AVO/O EXCE::S RU

/1.5
STA. 2+22

, GRADE

2' Berrn Around Fi//
Portion of Location

STA. 1+60

WELLHEAD: Note: \
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ss frorn well head
MATER/AL
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C/0. 7
cut siope REFERENCE POINTS

210' SOUTHWEST = 5668.3'
260' SOUTHWEST = 5671.9

\ 170' NORTHWEST = 5646.5'
220' NORTHWEST = 5644.8'

SURVEYED BK O.P. SCALE 1" = 50' 'r·1 Sta,te 636>'"'-26

La,nd Surveying, Inc.
DRA WN BK F TM. DATE: 06-19-06

\ 180 NORTH VERNALAVE. VERNAL, UTAH



NÊFIELD PRODUCTIOËCOMPANY
CROSS SECTIONS

CASTLE PEAK 13-24 - 9-16

1" = 50' SM. 2+90

1" = 50' SM. 2+22

EX/ST/NG
GRADE \

F/N/SHED GRADE \

so' SM. 1+60

so' SM. 0+00 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

1TEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 4,110 4,100 Topsoil is 10
UNLESS OTHERWISE NOTED not included

PIT 640 0 in Pad Cut 640
ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 4,750 4,100 1,050 650

SURVEYED BP D.P. SCALE: 1" = 50' e State t'36""'¯26°'
La,nd Surveying, Inc.

DRA WN BK E EM. DATE: 06-19-06
180 NORTH VERNALAVE. VERNAL,UTAH
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Newfield Production Company
Proposed Site Facility Diagram

Federal 13-24-9-16

SWISW Sec. 24, T9S, R16E

Duchesne County, Utah
UTU-15855

Well Head 55 Gallons

.........................

Methonol

Pumping Unit Legend

165 Gallons Emulsion Line -

: Chemical Drums
.!

LoadRack ¯----------

WaterLine -·-·-·---·

55 Gallons
MotorOil Heater Gas Sales - ·-··--··-··

Treater Oil Line

Gas Sales Meter.

I
I
IWater Tank 6 -- -

200 bbi i Production Phase:
I 1) Valves 1, 3, and 4 sealed closed
I

2) Valves 2, 5, and 6 sealed open

I
2 --

Sales Phase:
4 Production Tank 3 - - 4 - - - - - - - - - _ _

Load Rack

1) Valves 1, 2, 4, 5, and 6 sealed closed
400 bbi 1 -

2) Valve 3 open

I
5 | i

Draining Phase:

2 1) Valves 1 and 6 open

Production Tank
4

400 bbl
3 - - U
1 -- -'

Diked
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|-SM - Existing Road
SemeydsyŸ« Proposed Access

\ (435) 781-2501
100 Nor Vemd M. Mimni.Ulah84076

Castle Peak 13-24-9-16 - .. ... - - - - - -

SEC. 24, TSS, R16E, S.L.B.&M. •
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Proposed Location
Cande Peak 13-24

Legend auss--

Existing Road

Proposed Access
(435) 781 2501

yr 100 Nor4 Vemal Ave Vamel, Utah84078

Castle Peak 13-24-9-16 •-•

SEC. 24, T9S, R16E, S.L.B.&M. "
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Tie in at Existing Tle in at Existing

Gas Pipeline
i Waterline
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s 390

x 240

Proposed Location
Castle Peak 13-24

11 01
180 Nortti Vemal Ave saml, Ud 24078

Castle Peak 13-24-9-16 - .
i.

SEC. 24, T9S, R16E, S.L.B.&M.
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CULTURALRESOURCE INVENTORYOF
NEWFIELDEXPLORATION'S BLOCKPARCEL

INTÓWNSHIP9S, RAhlGE16E, SECTION23 and 24,
DUCHESNE COUNTY, UTAH

By:

Andre' Jendresen
and

Keith Montgomery

Prepared For:

Bureau of Land Management Vernal Field Office

Prepared Under Contract With:

NewfieldExplorationCompany
Rt. 3 Box 3630

Myton,UT84052

Submitted By:

Keith R. Montgomery
MontgomeryArchaeological Consultants, Inc.

P.O. Box 147
Moab, Utah 84532

MOAC Report No. 05-270

September 7, 2005 -

United States Department of Interior (FLPMA)
Permit No. 05-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.



\
NEWFIELD PRODUCTION COMPANY

I
I

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE.COUNTY, UTAH

SW 1/4, SE 1/4, and SW 1/4, Section 9 [9,11,12,13 & 14-9-9-16]; Entire Section 22
(excludingNE 1/4, NE 1/4 & NW 1/4,NW 1/4) [2,3,5 throughl6-9-9-16]; EntireSection 23 (excluding SE 1/4,NW 1/4, SW.1/4, NE 1/4, NE 1/4 & NW 1/4, SE 1/4)[1 through 5, 8,11 through 16-9-916]; Entire Section 24 (excluding SW 1/4, NW 1/4)[1 through 4, 6 through 16-9-9-16] all in Township9 South, Range 16 East

REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by: -

Wade E. Miller
ConsultingPaleontologist

September 28,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/20/2006 API NO. ASSIGNED: 43-013-33342

WELL NAME: FEDERAL 13-24-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSW 24 090S 160E .Tech Review Initials Date
SURFACE: 0684 FSL 0423 FWL
BOTTOM: 0684 FSL 0423 FWL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.01111 LONGITUDE: -110.0751

UTM SURF EASTINGS:578941 NORTHINGS: 4429189 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-15855 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit:

(No. UTBOOOl92 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit s/ R649-3-3. Exception

(No. MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) .R649-3-11. Directional Drill

COMMENTS:
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14-13-g!6 FEDLR41 y i:) y

16 i4 9 t6 FEDER 41
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13-13-9-16
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T9S R16E TSS R17E

FEDERAI FEDERAL
F ERAL

1-23-9-16 FEDERAL
2-24 9-16

FEbERAI.
I-23 FEDERAL

3-24-9-I6

I
FEDERAL

FEDERAL 7-24 9 16
8 23 9-16

CAril.EPEAR C tsILI PK FEDERAL
FED8-23 I FD 12 24 6-24 9 16 FEDER 41

ITTD FED
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FEDERAL
10-24-9-16 FEDERAL

EDERAL 9-24-9-16
9 22 . 24 2 FEDERAI.

FED AL
11-24 ' B A

12A-24-9-16 FEDERAL
11-24-9-16

MONUMENT BUTTE FIELD

FEDERAL FEDERAL FEDERAL
16-23 9-16 13-24-9-16 FEDERAL 15-24 9 16 FEDERAL

14-24 -16 16-24 9-16

ITDERAL
21-25Y •

FEDERAL
I-26 +

OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 24 T.9S R. 16E

FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE

SPACING:R649-3-3/EXCEFFIONLOCATION
WellsS

Of Utah 00 Gas and Maag
x LOCATION ABANDONED
e NEW LOCATION NField Status Unit Status 4 PLUGGED & ABANDONED

ABANDONED EXPLORATORY y PRODUCING GAS
GAS STORAGE e PRODUCING OILAcrIVE NF PP OIL

-g- SHUT-IN GASCOMBINED NF SECONDARY
. SHUT-IN OIL W E

INACTIVE F DING
)s( TEMP. ABANDONED

PROPOSED
PP GAS o TEST WELL

RARINAETED
PP GEOTHERML A WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA WHITNEY
SECONDARY g WATER DISPOSAL DATE: 21-SEFTEMBER-2006
TERMINATED .



RECavé0

UNITED STATES
DEPARTMENT OF THE INTERIOR 5. I ease Serial No.

13UREAUOF LAND MANAGEMENT UTU-15855

APPLICATION FOR PERMIT TO DRILL OR REENTER ti. If Jndi:m. Allottee or Tribe Name

N/A

ve of Work REENTElt
7. If Unit or CA Agreement. Name and No.

N/A
8. Lease Name and Well No,

Ib. Type of Well: Oil Well Ü Gas Well Other Single Zone Ü Multiple Zone Federal 13-24-9-16

2. Name of Operator 9. API Well No.
Newfield Production Company S eg(g e
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Reµort location clear/v and in accordance with any State requirements.*) I L Sec.. T.. R.. M., or Blk. and Survey or Area

At surface SWlSW 684' FSL 423' FWL

At proposed prod. zone
SW/SW Sec. 24, T9S R16E

14. Distmice in miles and direction from nearest town or post office* I 2. County or Parish 13. State

Approximatley 18.4 miles southwest of Myton, LJtah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, ifmly) Approx. 684'f/Ise, NA flunit 1200.00 40 Acres

18. Distance from proposed location* 19. Proposed Deptli 20. BLM/BlA 13ondNo. on file
to nearest well. drilling. completed,
applied for, on this lease, ft. Approx. 1326' 5770' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5656' GL 1st Quarter 2007 worownamivseven crews e,m snoon na raios .
24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.l, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations amless covered by an existing hond on life (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Phin (if the location is on National Forest Svstem Lands. the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Offie ). 6. Such other site specific information :mdier phms as may be required b ti e

N e (Pn /

d oiTicer.

/15/06

Regulatory Specialist
Approved I y Si namrt Name (Rrinted 7\yx ) Date

Tità $$At Ogidgggg Ollee VERNALRELDOFFICE
knÖS &IAiropi ROSOUfCOS

Application npproval does not warrant or certify the the apphe mt holds legal or equituhle title to those rights in the subject lease which would entitle the appliennt to conduct
operation, thereon.
Conditions of approvat if any. are attnehed.

Title 18 I S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agene) of the Umted
States any false, fictitions or Fraudalent statements or representations as 10 any matter n ithin its jurisdiction
*(Instruelians au rever.w)

Accepted by the
Utah Division of MAyi g

Oil, Gas and Mining

07?POG m rf FORRECORD 'DFO!L,GAS
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UNITED STATES DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
VERNAL FIELD OFFICE

170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SWSW, Sec 24, T9S, R16E
Well No: Federal 13-24-9-16 Lease No: UTU-15855
API No: 43-013-33342 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker 435-781-4490 435-828-4470
Petroleum Engineer: Michael Lee 435-781-4432 435-828-7875
Petroleum Engineer: James Ashley 435-781-4470 435-828-7874
Petroleum Engineer: Ryan Angus 435-781-4430 435-828-7368
Supervisory Petroleum Technician: Jamie Sparger 435-781-4502 435-828-3913
NRS/Enviro Scientist: Paul Buhler 435-781-4475 435-828-4029
NRS/Enviro Scientist: Karl Wright 435-781-4484
NRS/Enviro Scientist: Holly Villa 435-781-4404
NRS/Enviro Scientist: Melissa Hawk 435-781-4476 435-828-7381
NRS/Enviro Scientist: Chuck MacDonald 435-781-4441
NRS/Enviro Scientist: Jannice Cutler 435-781-3400
NRS/Enviro Scientist: Michael Cutler 435-781-3401
NRS/Enviro Scientist: Anna Figueroa 435-781-3407
NRS/Enviro Scientist: Verlyn Pindell 435-781-3402
NRS/Enviro Scientist: Darren Williams 435-781-4447
NRS/Enviro Scientist: Nathan Packer 435-781-3405

Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Ï ocailon ÒonsiructÍcm ortyäÏgÏTt(45 ÏÏoursprior to consiruction oÏÏocationanii
(Notify NRS/Enyko Scieritist) _ _ access roads.
Location Completion - Prior to moving on the drilling rig.
(Notify NRS/Enviro Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleurn Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supervisory Petroleum Technician) cementing all casing strings
BOP & Related Equipment Tests - Twenty-Four (24) hours pnor to initiating pressure tests
(Notify Supervisory Petroleum Technician)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for i

rnore than ninety (90)
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5/4/2007

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Surface COAs

• If there is an active Gilsonite miningoperationwithin2 miles ofthe well location, operatorshall
notifythe Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction,the operator is to immediately stop
work and contact the Authorized Officer(AO). A determination willbe made by the AO as to what
mitigationmay be necessary for the discovered paleontologic material before construction can
continue.

Specific Surface COAs

• Adhere to Executive Order 5327 of April 15, 1930, stipulations for lands in oil shale withdrawal.

• Lands in this lease have been identified as containingGolden Eagle and Ferruginous Hawk
habitats. Modifications to the Surface Use Plan of Operations may be required in orderto protect
Golden Eagle and Ferruginous Hawk habitats from surface disturbing activities in accordancewith
Section 6 ofthe lease term, Endangered Species Act, and 43 CFR 3101.1-2.

• Timing Limitations: None as per previous field examinationsand existing data.

• This well is being approved in accordance with Washington Instruction Memorandum 2005-247
and Section 390 (Category 3) ofthe Energy Policy Act which establishes statutory categorical
exclusions (CX) under the National Environmental Policy Act (NEPA). Category 3 states that an
oilor gas well can be drilledwithina developed field for which an approved land use plan or any
environmentaldocument prepared pursuant to NEPA analyzed drillingas a reasonably
foreseeable activity,so long as such plan or document was approvedwithin five (5) years prior to
the date of spudding the well. This well is covered under the Final Environmental Impact
Statement and Record of Decision Castle Peak and Eightmile Flat Oiland Gas Exploration Project
Newfíeld Rocky Mountains Inc., signed August 24, 2005. Ifthe well has not been spudded by
August 24, 2010, a new environmental document will have to be prepared prior to the approval of
the APD.

• Allapplicable local, state, and/or federal laws, regulations, and/or statutes will be complied with.

• Right ofway (ROW) will not be required

• Alltrafficrelated to this actionwillbe restricted to approved routes. Cross-country vehicle travel
will not be allowed.

• No vehicle travel, construction or routine maintenance activities shall be performed during periods
when the soil is too wet to adequately support vehicles and/or construction equipment. If such
equipment creates ruts in excess of three inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

• The access road will be crowned and ditched. Flat-bladed roads are not
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• If additionalerosionoccurs during the life ofthis project, more culverts,Iow water crossings,
berms, wing ditches or etc. willbe needed to control the erosion.

• Low-water crossings willbe appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines willbe buried at all major drainage crossings.

• Prevent filland stock piles from entering drainages.

• The reserve pit willbe lined with a 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal site.

• When the reserve pit containsfluids or toxicsubstances, the operatormust ensure animals do not
ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operatorshall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer(AO)within 48 hours. A determination will be made by the AO as to necessary
mitigationfor the discovered paleontologic/culturalmaterial.

• If Uinta Basin hookless cactus or otherspecial status plants are found, construction willcease and
the AO willbe notified to determine the appropriate mitigation.

• The following seed mix (PLS formula) will be used for interim reclamation:

Western Wheatgrass Pascopyrum smithii) 6 Ibs/acre
Galleta Grass Hilaria jamesii) 6 lbs/acre

Rates are set for drillseeding; double the rate if broadcasting.
Reseeding may be required if initial seeding is not successful.

• The operator willbe responsible for treatmentand controlof invasive and noxious weeds.

• The topsoilfrom the reserve pit shallbe stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoilrespread, and the area shall be
seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology,topsoil
shall be respread, and the entire location shall be seeded witha seed mix recommended by the
AO (preferably of native origin). Seed applicationwill follow all guidelines in the interim seed mix
bullet statement above. If reclamation seeding shall take place using the broadcast method, the
seed at a minimumwillbe walked into the soil with a dozer immediately after the seeding is
completed.

• The authorized officermay prohibitsurface disturbing activities during severe winter conditions to
minimizewatershed damage. This limitation does not applyto operationand maintenance of
producing
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• The authorizedofficermay prohibitsurface disturbing activities during wet or muddy conditionsto
minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA willbe painted Olive Black.

• All boulders with a length or diameter greater than 3 feet, that are found showing at the surface,will
be stockpiledfor use during final reclamation.

• Notify the Authorized Officer48 hours prior to surface disturbing
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DOWNHOLE CONDITIONSOF APPROVAL

SITE SPECIFIC DOWNHOLE CONDITIONSOF APPROVAL

• Production casing cement shallbe brought up and into the surface.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETION/PRODUCINGOPERATINGSTANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Officewithin 24 hours of
spudding.

• Notify Vernal Field OfficeSupervisory Petroleum Enqineerinq Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use untilthe well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE componentsshall be inspected daily and those inspections shallbe recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil&
Gas Order No. 2 to insure good mechanical workingorder. AIIBOPE pressure tests shall be
performed by a test pump with a chart recorder and .NOT_by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfreshhard-banded drillpipe shall be used withincasing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copyofthe analyses submittedto the BLM
Vernal Field Office.

• The operator must report encounters ofallnon oil&gas mineral resources (such as Gilsonite,
tar sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within5 workingdays of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name ofthe person
making the report (along witha telephonenumber) should the BLM need to obtain additional
information.

• A completeset of angular deviation and directional surveys of a directional well willbe
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the
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• Chronologic drillingprogress reports shallbe filed directly with the BLM, Vernal Field Officeon a
weekly basis in sundry, letter format or e-mail to the Petroleum Engineers untilthe well is
completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilizedto determine the bond qualityfor the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shallbe no deviation from the proposed drilling, completion, and/orworkover program as
approved. Safe drillingand operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATINGREQUIREMENT REMINDERS:

• Allwells, whether drilling,producing, suspended, or abandoned, shall be identified in accordance
with 43 CFR 3162.6. There shall be a sign or markerwith the name of the operator, lease serial
number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "MonthlyReport of
Operations"(Oiland Gas Operations Report ((OGOR)) startingwith the month in which operations
commence and continueeach monthuntilthe well is physically plugged and abandoned. This report
shall be filed in duplicate, directly with the Minerals Management Service, P.O. Box 17110, Denver,
Colorado 80217-0110, or call 1-800-525-7922 (303) 231-3650 for reportinginformation.

• Should the well be successfullycompleted for production, the BLMVernal Field officemust be
notified when it is placed in a producing status. Such notification willbe by written communication
and must be received in this office by not later than the fifthbusiness day following the date on which
the well is placed on production. The notification shall provide, as a minimum, the following
informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royaltywillbe
paid).

o The nature of the well's production, (i.e., crude oil,or crude oiland casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and numberon which the well is located; otherwisethe
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, ifapplicable.

o Communitization agreement number, ifapplicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approvalfrom the BLMVernal Field Office.

• Allundesirable events (fires, accidents, blowouts, spills,discharges) as specified in NTL3A willbe
reported to the BLM,Vernal Field Office. Major events, as defined in NTL3A,shall be reported
verbally within 24 hours, followed by a written reportwithin 15 days. "Other than Major Events" will
be reported in writingwithin 15 days. "Minor Events" willbe reported on the Monthly Report of
Operations and Production.

• Whether the well is completedas a dry hole or as a producer, "WellCompletion and Recompletion
Report and Log" (BLM Form 3160-4) shall be submittednot later than 30 days after completionof
the well or after completionof operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and allother surveys or data obtained and compiled
during the drilling,workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completionreport a geologic report including, at a minimum, formation tops, and
a summaryand conclusions. Also include deviation surveys, sample descriptions, strip logs,
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data, drillstem test data, and results of production tests if performed. Samples (cuttings,fluid,
and/or gas) shallbe submittedonlywhen requested by the BLM,Vernal Field Office.

• Alloff-leasestorage, off-lease measurement, or comminglingon-lease or off-lease,shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers willbe provided with a date and time for the initialmeter calibrationand all
future meter proving schedules. A copy of the meter calibrationreports shall be submitted to the
BLMVernal Field Office. Allmeasurement facilities willconformto the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. AIImeasurement points shall
be identified as the point of sale or allocationfor royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submittedto
the BLMVernal Field Office within 30 days of installation or first production, whichever occurs first.
Allsite securityregulationsas specified in Onshore Oil &Gas Order No. 3 shall be adhered to. AII
product lines enteringand leaving hydrocarbon storage tanks willbe effectivelysealed in
accordance with Onshore Oil &Gas Order No. 3.

• Any additionalconstruction,reconstruction,or alterationsof facilities, including roads, gathering
lines, batteries, etc., which willresult in the disturbance of new ground, shallrequirethe filingof a
suitable plan and need prior approvalof the BLMVernal Field Office. Emergency approval may be
obtained orally,but such approvaldoes not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drillingor workover
equipment shall be removedfrom a well to be placed in a suspended status without prior approvalof
the BLM Vernal Field Office. If operations are to be suspended for more than 30 days, prior
approvalof the BLMVernal Field Office shall be obtained and notification given before resumption of
operations.

• Pursuant to Onshore Oil&Gas Order No. 7, this is authorizationfor pit disposal of water produced
from this well for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this officeand in operation prior to the end of this 90-day period. In
order to meet this deadline, an applicationfor the proposed permanent disposal method shall be
submittedalong with any necessary water arialyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized90-day period willbe considered as an incident of Noncompliance and willbe
grounds for issuing a shut-inorder untilan acceptable manner for disposing of said water is provided
and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval,the Field Office
Petroleum Engineers must be notifiedat least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately until they are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of the
well bore, showing location of plugs, amount ofcement in each, and amount of casing left in hole,
and the current status of the surface
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NEWFIELD

ROCKY MOUNTAINS
June 5, 2007

Ms. Diana Mason
State of Utah, Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Exception Locations: Federal 13-24-9-16 &
Federal 14-24-9-16
Duchesne County, Utah
Lease UTU-15855

Dear Ms. Mason:

Pursuant to Rule R649-3-3 of the Oil & Gas Rules and Regulations of the State of Utah, Newfield
Production Company, Inc. hereby requests exception locations for the drilling of the captioned
wells. Rule R649-3-2 requires a well to be located in the center of a forty (40) acre quarter-
quarter section, or a substantially equivalent lot or tract, with a tolerance of two hundred (200)
feet in any direction from the center.

1) Fed 13-24-9-16; (SWSW Sec 24-T9S-Rl6E, UTU-15855). This location is found 39' west of
the drilling window tolerance. The attached plat depicts the proposed drillsite location and the
deviation from the drilling window, in accordance with Rule R649-3-2. The exception location is
requested due to terrain.

2) Fed 14-24-9-16; (SESW Sec 24-T9S-RI6E, UTU-15855). This location is found 97'east of
the drilling window tolerance. The attached plat depicts the proposed drillsite location and the
deviation from the drilling window, in accordance with Rule R649-3-2. The exception location is
requested due to the terrain.

Please note these locations are completely within Federal lease UTU-15855. Location one has
the same interest in the adjacent land, the SESE Sec 23 T9S-Rl6E lease UTU-15855, which falls
within a four hundred sixty foot (460') radius of the proposed location. Lands for the Federal 13-
24-9-16 are owned by Newfield Production Company, Beehive Oil LLC and El Paso E&P
Company, LP. Lands for the Federal 14-24-9-16 are owned by Newfield Production Company,
El Paso E&P Company, LP, Rust to Gold LLC and Journey Properties LLC. We have contacted
these owners and their consent to these locations is attached.

If you have any questions or need additional information please contact me at (303)-382-4449.
Thank you for your assistance in this matter.

Sincerely, RECEIVED
NEWFIELD PRODUCTION COMPANY JUN08 2007

DIV.0FOIL,GAS&MINING
Marie Liley
Land Associate

Newfield Exploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fa× (303)
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Fax to: 303-893-0103
NewfieldProduction Company

Attn: MarieLiley

Exception Location:
Federal 13-24-9-16
UTU-15855, Duchesne County, Utah

Please be advised that Ñ€ €4 // does not havean
objection to the proposed locationof the aforementioned well

Print Name and
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Fax to: 303-893-0103
Newfield Production Company

Attn: Marie Liley

Exception Location:
Federal 13-24-9-16
UTU-15855, Duchesne County, Utah

Please be advised that O ÊMO L.Ý· doesnot havean
objection to theproposed location of the aforementioned w

By: Date:

Print Name and



stateRUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

Division of Oil Gas and Mining
JON M. HUNTSMAN, JR.

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

June 12, 2007

Newfield Production Company
Route 3 Box 3630
Myton, UT 84052

Re: Federal 13-24-9-16 Well, 684' FSL, 423' FWL, SW SW, Sec. 24, T. 9 South, R. 16 East,
Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-33342.

Sincerely,

Gil Hunt
Associate Director

er
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



Operator: Newfield Production Company
Well Name & Number Federal 13-24-9-16

API Number: 43-013-33342
Lease: UTU-15855

Location: SW SW Sec._24_ T. 9 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the division within 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spating pattems) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the ¿peratoris
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
wellis located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: FEDERAL 13-24-9-16

Api No: 43-013-33342 Lease Type: FEDERAL

Section 24 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 11/06/07

Time 3:00 PM

How DRY

Drilling wi/I Commence:

Reported by DELL RAY

Telephone # (435) 828-6110

Date 11/07/07 Signed



STATEOF lirAH
OPERATOR NEWFIELD PRODUCTIONCOMPANY OP€RATORACCT. NO N2698

DMSIOnoFort.. GASANDMNING
ADDREss: RT. 3 BOX3835ENTITYACTIONFORM-FORM6

MYTON,UT 84052

Acr10si cu-HENT NEW APINUMBER WEULamNIE
WELLLOCAImm & 421 EFFECTNE

B -9 4301333600 JONAH N-8-9-17 N W 8 9 17E DU

EySNE

11/1/2007 /WELL9 CmalENit:

M:TioK cantRENT NEW API IEMBER WELLI#41E MELLLOCAlloN Spuu EFFECil

as /k 5' 4301332962 FEDERAL6-24-9-18 SE 24 98 16E DUC SNE| 11I2/ 007

Cul¥tElar E APINilMBER MiiLL-tiE
WEU.LOCABON SPUD EFFECTTum

E

9 4301333341 FEDERAL12A-24-9-16 N SW 2 9S 16E DU SNE

11/6I2e007

// / 7

A 4301 2 FEDERA 3-24-9-16 SMW 4 DUC SNE 11 007 |
--

RME ELT. ON
EFF

WELL3CohOUNFR

ACTioN cmRENT NEW APINUMBER WELLYMME
WELLLOCATKMI BPUD

COŒ ENiifYND ENIETYRO
CO SC W BC CotagTY ERIE inTE

MELL 5 COmimf3

ACTE3N CElŒS (Geo fastacMass en be:k ef nmþ
A eneweldylire-weal(sioismianis)
a- .as.essans enter(am.,erwe..s)

Jenirl Park
-·•-···-•··-·--- ··- RECElVED -

D- well fl00Boni 0Ns$ig HERyli & GOW -dig
E - seerinspiminm cometestasecliang

Production Clerk 11N8t07NOVO8 2007
-

101E usacomiENT socion is aspige miry emte Adders Cmin mee aslected.

DN.0FOIL,GAS&



T
FORM 3160-5 UNITED STATES FORM APPROVED
September2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

Expiæs January 31,2004
BUREAUOF LAND MANAGEMENT 5. Lease Seriil No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-15855
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. Ìf Indian, Alláttee or Tribe Name.

7. If Unit or CA/Agreement,Name and/or

1. T pe of Well
Oil Well Gas Well Other 8 Well Name and No

2. Name of Operator FEDERAL 13-24-9-16
NEWFIELD PRODUCTIONCOMPANY 92PI 11&

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333342
Myton,UT 84052 435646 37¶ 10 FieÌÏanrÎPool or Exploratorv Area

4. LocationofWell (Footage, Sec., T.,R.,M, orSurveyDescription) MONUMENTBUTTE
684 FSL423 FWL l1. Courityor Parish, State

SWSW Section24 T9S R16E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATENATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13. DescribeProposed or CompletedOperation(clearly state all pertinent details, includingestimated startingdate of any proposedwork and approximateduration thereof. Ifthe
proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and tme verticaldepths ofall pertinent markers and zones. Attach the
Bondunder which the work will be performedor provide the Bond No. on file with BLM/BIA. Requiredsubsequentreports shall be filed within 30 days followingcompletion
of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval,a Form3160-4 shall be filed once testing has been completed.
Final AbandonmentNoticesshall be filed only after all requirements, including reclamation, have been completed, and the operatorhas determinedthat the site is ready for final
inspection.)

On 11/6/07 MIRU NDSI NS #1.Spud well @3:00 pm. Drill310' of 12 1/4" hole withairmist.TIH WI7 Jt's 8 5/8" J-55 24 #csgn.
Set @314.58' KB On 11/8/07 cement with160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17
cf/ sk yeild. Retumed 6 bbis cement to pit. WOC.

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

0011Onslian Drilling Foreman
Sign Dal

/09/2007

Anoroved bv. .. . ... .. . . Title Date
Conditions of approval,if any, are attached. Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitle the aÿÿlicant to conduct operationsthereon.
Tide 18U.S.C.Section 1001and Title 43 U.S.C.Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency of the United
Stat08GDYfalse,fictitiousand fraudulentstatementsor renresentationsas to anv matterwithin its iurisdiction - - o

(Instructions on reverse)

NOVi 4



NEWFIELD PRODOCTION UOMPAÑWEASING & CEMENTREPORT '

8 5/8 CASINGSET AT 314.58

LAST CASING 8 5/8" SET AT 314.58' OPERATOR NewField Production Company
DATUM 12' KB WELL Federal 13-24-9-16
DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEADFLANGE CONTRACTOR& RIG# NDSI NS#1
TD DRILLER 310' LOGGER
HOLE SIZE 12 1/4

LOG OF CASINGSTRING:
PIECES OD ITEM- MAKE- DESCRIPTION WT I FT GRD THREAD CONDT LENGTH

Shoe Joint 40.50'
WHI-92csghead 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8M A 302.73
GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 304.58
TOTALLENGTHOF STRING 304.58 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12
PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 314.58

TOTAL 302.73 7
TOTALCSG. DEL.(WlOTHRDS) 302.73 7 COMPARE
TIMING 1ST STAGE
BEGIN RUN CSG. Spud 11/6/2007 3:00 PM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 11/7/2007 2:00 PM Bbis CMT CIRC TO SURFACE 6
BEGIN CIRC 11/8/2007 11:29 PM RECIPROCATEDPIPE FOR THRU FT STROKE
BEGIN PUMP CMT 11/8/2007 11:42 PM N/A
BEGIN DSPL CMT 11/8/2007 11:54 PM BUMPEDPLUGTO 120 PSI
PLUG DOWN 11/8/2007 12:02 PM
CEMENT USED CEMENTCOMPANY- 8. A.
STAGE # SX CEMENTTYPE &ADDITIVES

1 160 Class "G"w/2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CEN LIZER&SCRATCHER PLACEMENT SHOW MAKE&SPACING
Centralizers - Middle first, topsecond & thirdfor 3

COMPANY REPRESENTATIVE Don Bastian DATE



I)160-5 UNITED STATES FORM APPROVED
(September 2001) DEPARTMENT OF THE INTERIOR Ep as u

4310,0504

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTu-Isss5

6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2. Nameof Operator FEDERAL 13-24-9-16
ËWFÌEL6PROÙUCTION COMPANY 9. API V7:ll

3ä A dÏeši RŠŠîe 3 Box 3630 3b. Phone (include are code) 4301333342
Mytån, UT 84052 435 646 3721 10 Field and Pool or Fxnloratorv Area

4 Lo t I (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

SW egtidû4 T9S Rl6E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE )F SUBMISSION TYPE OF ACTION

O Acidize O Deepen Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Recomplete O Other
Change Plans O Plug & Abandon Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

3. Describe Proposed or Completed Operation(clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe
piopoûal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under whicþ the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
ofthe involved opprations. If the operation results in a multiple completion or recompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been completed.

inal AbandonmenpNotices, shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

Formationgater is produced to a steel storage tank. Ifthe production water meets quality guidelines, it is transported to the
hl fiument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the

r vy ty is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

r¾iófrnèetin quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
9ëd'surfãce disposal facilities.

Accepted by the
U a Division of

a em and Mining

iCORDONLY

I hetéby detti'fÿthátthe foregoing is true and Title
ré $îtèd/ ed)
Mqwliffinz RegulatorySpecialist

ign Date
02/07/2008

Anoroveriby Title Date
dÏtoñs oËapproval,if any, are attached. Approval ofthis notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which wouÍdentitle the applicant to conduct operations thereon.

TitÍe18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false fictitiousand fraudulent statements or representations as to anv matter within its jurisdiction

. .

(Instructions on reveme) RECENEU

FEBi i 2008

D1V.0F01L,GAS&



STATE OF UTAH
- DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTu-is855

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME;

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drillhorizontal laterals. Use APPLICATION FOR PERMITTO DRILL form for such proposals,

1. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFlELD PRODUCTION COMPANY 4301333342
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zrP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL;

FOOTAGESAT SURFACE: 684 FSL 423 FWL COUNTY: DUCHESNE

OTRIOTR.SECTION.TOWNSHIP. RANGE.MERIDIAN: SWSW, 24, T9S, Rl6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASING REPAIR NEWCONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING O PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

02/06/2008 Q CONVERTWELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above mentioned well went on production 2/6/08. See attached daily activity report

NAME (PLEASEPRI Tammi Lee TITLE Production Clerk

SIGNATURE DATE 02/14/2003

(This space for State use only)

ECEIVED
Ed 1 5 2008

M OFOIL,GAS&



Summary Rig Activity Page 1 of 2

Daily Activity Report

. Format For Sundry

FEDERAL 13-24-9-16
12/1/2007To4/29/2008

1/23/2008 Day: 1 Completion

Rigless on 1/22/2008 - Install 5m frac head. NU 6" 5K Cameron BOP. RU H/O truck & pressure
test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU Perforators LLC WLT w/
mast & run CBL under pressure. WLTD @ 5401' & cement top @ 92'. Perforate stage #1, LODC sds
@ 4912-4922' w/ 3-1/8" Slick Guns (19 gram, .49"EH. 120°) w/ 4 spf for total of 40 shots. 110
BWTR. SWIFN.

1/31/2008 Day: 2 Completion

Rigless on 1/30/2008 - RU BJ Services "Ram Head" frac flange. RU BJ & frac LODC sds, stage #1
down casing w/ 19518#'s of 20/40 sand in 315 bbis of Lightning 17 frac fluid. Open well w/ 0 psi
on casing. Perfs broke down @ 3037 psi. Pump 30 gals of Techna Hib chemical. Treated @ ave
pressure of 3001 w/ ave rate of 23.2 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15°/o HCL acid in
flush for next stage. ISIP was 3269. 425 bbis EWTR. RU Lone Wolf WLT, crane & Iubricator. RIH w/
Weatherford 5-1/2" 6K composite flow through frac plug & 18' perf gun. Set plug @ 4850'.
Perforate A1 sds w/ 3-1/8" Slick Guns (23 gram, .43"HE, 90°) w/ 4 spf for total of 72 shots. RU BJ
& frac stage #2 w/ 102,122#'s of 20/40 sand in 772 bbis of Lightning 17 frac fluid. Open well w/
2528 psi on casing. Perfs broke down @ 4108 psi. Pump 30 gals of Techna Hib chemical. Treated @
ave pressure of 2124 w/ ave rate of 23.3 bpm w/ 8 ppg of sand. ISIP was 3269. 1197 bbis EWTR.
RD BJ & WLT. Flow well back. Well flowed for 4 hours & died w/ 280 bbis rec'd. SIFN.

2/1/2008 Day: 3 Completion

Western #4 on 1/31/2008 - Thaw well out. MIRUSU. Open well w/ 150 psi on casing. Bled well
down. RD Cameron BOP's & 5K frac head. Instal 3K production tbg head & Schaefer BOP's. RU 4-
3/4' Chomp bit & bit sub. Tally & pickup off trailer used string of 2-7/8", 6.5#, SEUE, J-55 tbg. 150
jts in tag sand @ 4815'. RU pump, tanks & swivel. Circulate down to plug @ 4850'. Drig out plug.
TIH w/ tbg to tag sand @ 5473'. C/O sand to PBTD @ 5635'. LD 2 jts tbg. SIFN.

2/2/2008 Day: 4 Completion

Western #4 on 2/1/2008 - Thaw well out. Open well w/ vacuum on casing. RU swab & made 17
runs to recover 110 bbis of fluid. IFL was 100'. Last run showed trace of oil w/ no sand. FFL was
1900'. RD swab equip. TIH w/ tbg to tag no new sand. Circulate well clean @ BPTD @ 5635'. TOOH
w/ tbig. LD bit & bit sub. TIH Iost NC, 2 jts SN, 1jt down hole, had to make a trip w/ tbg to retrieve
lost tbg. TIH w/ NC, 2 jts tbg, SN, 1 jt tbg, TA CDI new 45,000# shear, 59 jts tbg. SIFN.

2/5/2008 Day: 5 Completion

Western #4 on 2/4/2008 - Open well w/ vacuum on casing. Continue TIH w/ NC, 2 jts tbg, SN, 1 jt
tbg, TA CDI new 45,000# shear, jts tbg. RD BOP's. Set TA @ 4890' w/ 16,000#'s tension w/ SN @
4924' & EOT @ 4989'. Flush tbg w/ 60 bbis water. Pickup & prime pump. TIH w/ used rods string
("B" grade), 2-1/2" x 1-1/2" x 16' x 19.5' RHAC CDI new pump, 6- 1-1/2" weight rods, 20- 3/4"
guided rods (4 per), 70- 3/4" slick rods, 100- 3/4" guided (4 per) rods, 2', 4' x 3/4" pony rods, 1-
1/2" x 26' polish rod. Space pump. Test tbg to 800 psi w/ hot oiler. Left unit down due to surface
equipiment. RDMOSU.

2/7/2008 Day: 6 Completion

Western #4 on 2/6/2008 - Repair surface equipment. PWOP @ 3:00 pm w/ 102" SL & 5 SPM. Final
report.

http://www.inewfield.com/Denver/SumActRpt.asp?RC=600159872&API=430133334200S01&MinDate=1/...
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Pertinent Files: Go to File List

http://www.inewfield.com/Denver/SumActRpt.asp?RC=600159872&API=430133334200S01&MinDate=l/...



FOiM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
Çcly 1992) (See other in- OMB NO. 1004-0137

UNITED STATES "'"°*'°"'°0 Expires: February28,1995

O reverse side)
DEPARTMENT OF THE INTERIOR 5 LEASEDESIGNATIONANDSERIALNO

BUREAU OF LAND MANAGEMENT U-15855
6 IF INDIAN, ALLOTTEE OR TRlBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG*

NA
la. TYPE OF WORK 7 UNIT AGREEMENT NAME

w
LLL

L DRY Other CASTLE PEAK
lb. TYPE OF WELL

8 FARM OR LEASE NAME WELLNO
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other FEDERAL 13-24-9-16
2. NAME OF OPERATOR 9 WELL NO

Newfield Exploration Company 43-013-33342
3. ADDRESS AND TELEPHONE NO. 10 FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 MONUMERT BUTTE
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements *) 11 SEC , T , R , M ,

OR BLOCK AND SURVEY
At Surface 684' FSL & 423' FWL (SWSW) OR AREA

At top prod. Interval reported below SEC.24. T9S, R16E

At total depth 14,API NO DATE 1SSUED 12 COUNTY OR PAR1SH 13 STATE
43-013-33342 6/12/07 DUCHESNE |UT

15. DATE SPUDDED 16 DATE TD REACHED 17 DATE COMPL (Ready to prod ) 18 ELEVATIONS (DF, RKB, RT GR, ETC )• 19 ELEV CASINGHEAD

11/6/07 11/27/07 2/5/08 5656' GL 5668' KB
20. TOTAL DEPTH, MD & TVD l PLUG BACK TD , MD & TVD 22 IF MULTIPLE COMPL , 23 [NTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY' DRILLED BY

5700' 5635' . --> | X
24 PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM. NAME (MD AND TVD)* 25 WAS DIRECTIONAL

GREEN RIVER4780'-4922' SURVEY MADE

NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 21 WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in I ell)

CASING SIZE/GRADE WEIGHT, LB /FT DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-b/8 - J-bb 24# 314.68 12 1/4, To surface w 160sx of class "G" cement
b-1/2 J-bb ib.b# bb/4.2 / ' ) /18 300sx of Premilte & 400sx of 50/50 por

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-//8" EU \ (a) IA (a)
4989.97

.
4890.2I

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SgUEEZE, ETC.
INTERVAL M SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

LODC SDS 4912'-4922' .49" 4/40 4912'-4922' Frac w/ 19518#'s of 20/40 sand in 315 bbis of fluir
A1 sds 4780'-4798' .49" 4/72 4780'-4798' rac w/ 102122 #'s Pf 20/40 sand in 772 bbis of flui

33.* PRODUCTION
DATE PIRST PRODUCT10N PRODUCTION METHOD (Flowmg, gas lift, pumpmg--size and type of pump) WELL STATUS(Producingor sliut-in)

| 2/5/08 2 1/2' x 1 1/2") 16' 19.5' RHACpumpw/ SM plunger PRODUCING
DATEOFTEST HOURSTESTED CHOKESIZE PRODTI FOR OIL--BBLS GAS.-MCF WATER--BBL GAS-OILRATIO

TEST PERIOD

10 day ave -> 378 47 386 270
FLOW. TUBING PRESS CASING PRESSURE CALCULATED OIL-BBL GAS--MCF WATER--BBL OIL GRAVITY-API (CORR )

24-HOUR RATE

--->

ppegNED
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

Used for Fuel gg 2 6 7
35. LIST OF ATTACHMENTS

36. I hereby certi th . e foregoing and a ac d inform ion is complete and correct as determined from all available ocords

SIGNED / TITLE Pf0duction Technician DATE 2/21/2008
Tammi Lee TL

*(See Instructions and Spaces for Additional Data on Reverse Side)
Title 15 U.S.C Section 1001,makes it a crime for any person knowingly and willfully to make to any depaitment or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its
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JNEWFIELD

Well Name: Federal 13-24-9-16 Spud Date: 11-8-07

LOCATN3N:S24,T9S,R16E TD:5700'
COUNTYlSTATE: Duchesne CSG: 11-28-07
API: 43-013-33242 POP: 2-4-08

Oil Water Recovered Gas Casing
DATE HRS (bbis) (bbis) Water (bbis) (mcf) Pressure (psi) SPM Comments

2/4/2008 1116 Waiting for final report
2/5/2008 1116
2/6/2008 14 0 22 1094 0 0 53/4
2/7/2008 24 0 94 1000 0 0 61/4
2/8/2008 24 0 1000 0 0 6 1/4 Water was hauled no ticket left
2/9/2008 24 125 0 1000 0 0 61/4

2/10/2008 24 68 0 1000 1 0 6 1/4
2/11/2008 24 25 67 933 4 50 6 144
1412/2008 24 7 43 890 5 55 61/4
2/13/2008 24 33 0 890 0 50 53/4
2/14/2008 24 80 70 820 5 50 53/4
2/15/2008 24 10 60 760 11 50 5 3/4
2/16/2008 24 30 20 740 10 50 6 164
2/17/2008 24 20 10 730 11 35 61/4
IU16/2008 24 0 71 659 11 60 5364
2/19/2008 24 60 3 656 9 30 5 3/4
2/20/2008 656
2/101/2008 656
2/25U2008 656
2/23/2008 656
2/24/2008 656
2/25/2008 656
QU26/2008 656
2/27/2008 656
2/INV2008 656
2/29/2008 656
3/1/2008 656
3/992008 656
3/3/2008 656
3/4/2008 656
3/5/2008 656
3/6/2008 656

458 460 67
249



RECEIVED: May. 25, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-15855 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-24-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0684 FSL 0423 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 05/09/2012. On 05/10/2012 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 1300 psig during the

test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /25 /2012

June 04, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 05/09/2012. On 05/10/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 05/15/2012 the casing was pressured up to 1030 Date: June 04, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 1300 psig during the sy: e

test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/25/2012

RECEIVED: May. 25,



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date i gig// Time am

Test Conducted by: 07.¡ NA rv
Others Present:

Well: -- Field: ty),, GL

WellLocation:\3-gg- ¡£ APINo:930\3311AÊ

Ti_me_ Casing Pressure

0 min ig'JO psig

5 )pg psig

10 \p () psig

15 () g psig

20 (3() psig

25 \pg psig

30 min ÌÔ3Ó Psi9

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: jyp psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000
Summary Rig Activity Page 1 of 4

Daily Activity Report

Format For Sundry

FEDERAL 13-24-9-16
3/1/2012 To 7/30/2012

5/3/2012 Day: 1 Conversion

NC #2 on 5/3/2012 - MIRUSU, L/D Rods On Float, R/D Wellhead, R/U BOPS, Tag Fill, POOH
W/- Tbg, Breaking & Dopeing Collars - Move From The Pomco Federal 1-18-9-17 To Th Lone
Tree Federal 13-24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit,
Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To
3,000 Psi, H/Oiler Pmp 35 Bbis Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D
1- 2' x 3/4" Pony Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony
Sub, 2- 8' x 3/4" Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40-

3/4" Guided Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bb\s
Wtr On TOH, Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp
Screen Was covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS,
Release TA, P/U & TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts
Tbg, POOH W/- 40- Jts Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30
To 9:00 PM C/Trvl. - Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-
24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Pmp, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler
Pmp 35 Bbls Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony
Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4"
Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided
Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbls Wtr On TOH,
Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was
covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U &
TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts
Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. -

Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-24-9-16, MIRUSU, R/U
H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40
Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler Pmp 35 Bbls Wtr, Tbg
Vol Is Only 29 Bbis, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony Sub (On Top Of
Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4" Pony Subs, 98-

3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided Rods, 6- 1 1/2" x
25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis Wtr On TOH, Bttm 20 Rods &
Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was covered In Scale, X
- Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U & TIH W/- 20- Jts Tbg,
Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts Tbg, Breaking &
Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $8,731

5/4/2012 Day: 2 Conversion

NC #2 on 5/4/2012 - Finish Breaking & Dopeing, Perf Zones, P/U N-80 Tbg W/- Pkr & Pig -

5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing Collars,
R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @ 4509' -

4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Pig & Pkr, 145- Jts Tbg (N-80), Set
Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing
Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @
4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-

http://www.inewfld.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDa...



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000
Summary Rig Activity Page 2 of 4

80), Set Pig @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30
PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking &
Dopeing Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C-
Sands @ 4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145-
Jts Tbg (N-80), Set Pig @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM,
8:00 To 8:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $18,366

5/7/2012 Day: 3 Conversion

NC #2 on 5/7/2012 - Frac Well, Flow Back, L/D N-80 Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM
OWU, Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24
Min, Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH
W/- 23- Jts Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes,
Frac GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg
Clean, Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty,
R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole,
SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU,
Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min,
Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/-
23- Jts Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac
GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean,
Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI,
CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, Set
Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min, Release
Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/- 23- Jts
Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac GB-2
Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean, Latch
Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U H/Oiler
To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI, CSDFN
@ 7:00 PM, 7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $59,425

5/8/2012 Day: 4 Conversion

NC #2 on 5/8/2012 - TIH W/- Tbg & Pkr, Pressure Test Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00
AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN, 118- Jts Tbg
(J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For A Pad, Drop Stnd Vlve, Try To Pressure Up,
No Test, R/U Sandline, RIH Try To Seat Stnd Vive, Re-try To Pressure Up On Tbg, No Test,
R/U Sandline, Fish Stnd VIve, Drop Another Stnd Vlve, Try To Pressure Up Again, No Test, RIH
W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure Up Again, No Test,
POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was Not In The SN, Replace SN, Start To TIH W/-
Tbg, Found Stnd Vlve Stuck In The 4th Jt Above SN, Jt Was Crimped, L/D Jt, P/U Another Jt
Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg, No Test, RIH W/-
Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vlve Again, Pressure Up To 3,000 Psi,
Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM
C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN,
118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbls Wtr For A Pad, Drop Stnd VIve, Try To
Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On
Tbg, No Test, R/U Sandline, Fish Stnd Vive, Drop Another Stnd Vlve, Try To Pressure Up
Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure
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Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vive Was Not In The SN, Replace
SN, Start To TIH W/- Tbg, Found Stnd VIve Stuck In The 4th Jt Above SN, Jt Was Crimped,
L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg,
No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vlve Again,
Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/-
Weatherford Arrowset Pkr, SN, 118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbls Wtr For
A Pad, Drop Stnd Vlve, Try To Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve,
Re-try To Pressure Up On Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vlve,
Try To Pressure Up Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/-
Sandline, Try To Pressure Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was
Not In The SN, Replace SN, Start To TIH W/- Tbg, Found Stnd Vlve Stuck In The 4th Jt Above
SN, Jt Was Crimped, L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To
Pressure Up On Tbg, No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On
Stnd Vlve Again, Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM,
7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $68,409

5/9/2012 Day: 5 Conversion

NC #2 on 5/9/2012 - Get Final Test On Tbg, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U H/Oiler To Tbg, Pressure
Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish Stnd Vive, R/D Sandline,
R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr
Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500
Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled
Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready
For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U
H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish
Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp
70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To
Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold
For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test,
R/D NC #2, Well Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off
200 Psi Over Night, R/U H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good
Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree,
R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U
Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off
150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold
Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready For MIT.
Daily Cost: $0
Cumulative Cost: $161,154

5/23/2012 Day: 6 Conversion

Rigless on 5/23/2012 - Conduct initial MIT - On 05/10/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 05/15/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 1300 psig during the test.
There was not a State representative available to witness the test. - On 05/10/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 05/15/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
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was 1300 psig during the test. There was not a State representative available to witness the
test. - On 05/10/2012 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1300 psig during the test. There was not a State representative
available to witness the test. Finalizeci
Daily Cost: $0
Cumulative Cost: $192,974

Pertinent Files: Go to File List
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RECEIVED: May. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-15855 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-24-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0684 FSL 0423 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  New Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had new perforations added during a
conversion. Attached are the schematic and Daily Activity report. The

following perforations were added in the Green River Formation: C
4509-4512' 3 JSPF 9 holes GB2 3808-3811' 3 JSPF 9 holes

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /6 /2013

May 20, 2013

Sundry Number: 37624 API Well Number: 43013333420000Sundry Number: 37624 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: NewPerforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had new perforations added during a Accepted by the
conversion. Attached are the schematic and Daily Activity report. The utah Division of

following perforations were added in the Green River Formation: C Oil, Gas and Mining
4509-4512' 3 JSPF 9 holes GB2 3808-3811' 3 JSPF 9 holes Date: May 20, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/6/2013

RECEIVED: May. 06,
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Sundry Number: 37624 API Well Number: 43013333420000Sundry Number: 37624 API Well Number: 43013333420000

Spud Date: 11/6/07 FEDERAL 13-24-9-16
Put on Production: 2/5/08

GL: 5656' KB: 5668' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/30/08 4912-4922' Frac LODC sands as follows
GRADE: J-55 Cement Top@ 922

. . Frac with l9518# 20/40 sand in 315bb1s
Lightning 17fluid. Treatat300\psi@

WEIGHT:24# 23.2 BPM. ISIP 3269 psi.
LENGTH: 7 jts (302.73') Casing Shoe @315' 1/30/08 4780-4798' Frac AI sands as follows:

Frac with 102122# 20/40 sand in 772bb1sDEPTH LANDED: 314.58
Lightning 17 fluid. Treat at 2124 psi @

HOLE SIZE: 12-1/4" 23.3 BPM. ISIP 3269psi
CEMENT DATA: 160 sxs Class "G" emt 8/12/09 Pump Change. Updated rod & tubing

details.

2/6/10 Tubing leak. Updated rod and tubing
detail.

05/07/12 4509-4512' Frac C sands as follows: Frac with

PRODUCTION CASING L1769#20/40sandin L54bbisLightning
17 fluid

CSG SIZE: 5-1/2"
05/07/12 3808-3811' Frac GB2 sands as follows:

GRADE: J-55
Frac with 19313#20/40 sand in 262 bbis

WEIGHT: 15.5# Lightning 17 fluid

LENGTH: 132 jts. (5661.02') 05/09/L2 Convert to Injection Well

HOLE SIZE: 7-7/8= 05/15/12 Conversion MIT Finalized - updatetbg
detail

DEPTH LANDED: 5674.27'

CEMENT DATA: 300 sk Prem. Lite II mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 92'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 118 jts (3727')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 3739' KB

PACKER @:3743 4'

TOTAL STRING LENGTH: EOT @3746.45'

Packer @3743'
EOT@3746'

T. L 3808-3811'

I i 9 i 4509-4512'

J i i i 4780-4798'
PERFORATION RECORD

4780-4798' 4 JSPF 72 holes
1 i i 2 4912-4922'

4912-4922' 4 JSPF 40 holes
05/04/12 4509-4512' 3 JSPF 9 holes
05/04/12 3808-3811' 3]SPF 9 holes

NEWFIELD PBTD@5635'

Federal13-24-9-16 / \
684' FSL & 423' FWL

SWSW Section24-T9S-Rl6E
Duchesne Co, Utah

APl #43-013-33342; Lease #UTU-15855
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Daily Activity Report

Format For Sundry

FEDERAL 13-24-9-16
3/1/2012 To 7/30/2012

5/3/2012 Day: 1 Conversion

NC #2 on 5/3/2012 - MIRUSU, L/D Rods On Float, R/D Wellhead, R/U BOPS, Tag Fill, POOH
W/- Tbg, Breaking & Dopeing Collars - Move From The Pomco Federal 1-18-9-17 To Th Lone
Tree Federal 13-24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit,
Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To
3,000 Psi, H/Oiler Pmp 35 Bbls Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D
1- 2' x 3/4" Pony Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony
Sub, 2- 8' x 3/4" Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40-
3/4" Guided Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbls
Wtr On TOH, Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp
Screen Was covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS,
Release TA, P/U & TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts
Tbg, POOH W/- 40- Jts Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30
To 9:00 PM C/Trvl. - Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-
24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Pmp, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler
Pmp 35 Bbls Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony
Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4"
Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided
Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbls Wtr On TOH,
Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was
covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U &
TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts
Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN © 8:30 PM, 8:30 To 9:00 PM C/Trvl. -

Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-24-9-16, MIRUSU, R/U
H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40
Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler Pmp 35 Bbls Wtr, Tbg
Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony Sub (On Top Of
Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4" Pony Subs, 98-
3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided Rods, 6- 1 1/2" x
25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbls Wtr On TOH, Bttm 20 Rods &
Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was covered In Scale, X
- Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U & TIH W/- 20- Jts Tbg,
Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts Tbg, Breaking &
Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $8,731

5/4/2012 Day: 2 Conversion

NC #2 on 5/4/2012 - Finish Breaking & Dopeing, Perf Zones, P/U N-80 Tbg W/- Pkr & Plg -

5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing Collars,
R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @ 4509' -

4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-80), Set
Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing
Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @
4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-
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80), Set Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30
PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking &
Dopeing Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C-
Sands @ 4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145-
Jts Tbg (N-80), Set Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM,
8:00 To 8:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $18,366

5/7/2012 Day: 3 Conversion

NC #2 on 5/7/2012 - Frac Well, Flow Back, L/D N-80 Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM
OWU, Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24
Min, Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Pig Clean, Latch Onto & Release Plg, POOH
W/- 23- Jts Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes,
Frac GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg
Clean, Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty,
R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole,
SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU,
Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min,
Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/-
23- Jts Tbg, Set Pig @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac
GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean,
Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI,
CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, Set
Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min, Release
Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/- 23- Jts
Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac GB-2
Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean, Latch
Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U H/Oiler
To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI, CSDFN
@ 7:00 PM, 7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $59,425

5/8/2012 Day: 4 Conversion

NC #2 on 5/8/2012 - TIH W/- Tbg & Pkr, Pressure Test Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00
AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN, 118- Jts Tbg
(J-55), R/U H/Oiler To Tbg, Pmp 10 Bbls Wtr For A Pad, Drop Stnd Vlve, Try To Pressure Up,
No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On Tbg, No Test,
R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vive, Try To Pressure Up Again, No Test, RIH
W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure Up Again, No Test,
POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was Not In The SN, Replace SN, Start To TIH W/-
Tbg, Found Stnd Vlve Stuck In The 4th Jt Above SN, Jt Was Crimped, L/D Jt, P/U Another Jt
Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg, No Test, RIH W/-
Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vlve Again, Pressure Up To 3,000 Psi,
Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM
C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN,
118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbls Wtr For A Pad, Drop Stnd Vlve, Try To
Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On
Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vive, Try To Pressure Up
Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure

http://www.inewf1d.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDate...
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Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was Not In The SN, Replace
SN, Start To TIH W/- Tbg, Found Stnd VIve Stuck In The 4th Jt Above SN, Jt Was Crimped,
L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd VIve, Try To Pressure Up On Tbg,
No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd VIve Again,
Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/-
Weatherford Arrowset Pkr, SN, 118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For
A Pad, Drop Stnd Vlve, Try To Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve,
Re-try To Pressure Up On Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vive,
Try To Pressure Up Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/-
Sandline, Try To Pressure Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd VIve Was
Not In The SN, Replace SN, Start To TIH W/- Tbg, Found Stnd Vlve Stuck In The 4th Jt Above
SN, Jt Was Crimped, L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To
Pressure Up On Tbg, No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On
Stnd Vlve Again, Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM,
7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $68,409

5/9/2012 Day: 5 Conversion

NC #2 on 5/9/2012 - Get Final Test On Tbg, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U H/Oiler To Tbg, Pressure
Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline,
R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr
Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500
Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled
Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready
For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U
H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish
Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp
70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To
Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold
For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test,
R/D NC #2, Well Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off
200 Psi Over Night, R/U H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good
Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree,
R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U
Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off
150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold
Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready For MIT.
Daily Cost: $0
Cumulative Cost: $161,154

5/23/2012 Day: 6 Conversion

Rigless on 5/23/2012 - Conduct initial MIT - On 05/10/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 05/15/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 1300 psig during the test.
There was not a State representative available to witness the test. - On 05/10/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 05/15/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure

http://www.inewfld.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDate...
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was 1300 psig during the test. There was not a State representative available to witness the
test. - On 05/10/2012 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1300 psig during the test. There was not a State representative
available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $192,974

Pertinent Files: Go to File List

http.//www.inewfld.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDate...



RECEIVED: May. 08, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-15855 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-24-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0684 FSL 0423 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /8 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 3:30 PM on
05/08/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /8 /2013

May 23, 2013

Sundry Number: 37736 API Well Number: 43013333420000Sundry Number: 37736 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5 / 8 / 2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
05/08/20 13. utah Division of

Oil, Gas and Mining

Date: May 23, 2013

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/8/2013

RECEIVED: May. 08,



Sundry Number: 37736 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:

DIVISIONOF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.uNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Water Injection Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

/ CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5 /8 / 2 0 13 O OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMAfiON SlDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENTOR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
05/08/201 3. Utah Division of

Oil, Gas and Mining

Date: May 23, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/8/2013

RECEIVED: May. 08,



Spud Date: 11/6/07 FEDERAL 13-24-9-16
Put on Production:2/5/08

GL: 5656' KB: 5668' Injection Wellbore
Diagram

SURFACE CASING FPAC .iOR

CSG SIZE: 8-SÆ" II30MB 4912-4922' Fnie LODC sands as feHows

GRADE J-55 ComentTop@92' . Frac with 19518#20/40sand m 3 ISbbis
Lightning 17fluid Treat at 300lpsi @

WEIGHT:24# 23 2 BPM ISIP 3269 psi

LENGTH 7Jts(302 73') Casing Shoe@315 1/30MB 4780-4798' 1¾ac Al sands as follows:

DEPTH LANDED:314 58, - - Frac with 102122#20/40 sand in 772bbis
Lighinmg 17fluid Treat at 2124 psi @

HOLE SIZE: 12-l/4" 23 3 BPM ISIP 3269psi

CEMENTDATA 160 sxs Class "G" cmt 8/12/09 Pump Change Updated rod & tubing
details

2/6/10 Tubing leak Updatedrod and tubing

detail
05/07/12 45094512' Frac C sands as follows: Frac with

PRODUCTION CASING I1769#20/40 sand in 154 bbis Lightning

CSG SIZE: 5-1/2"
17 fluid

05/07/12 3808-3811' Frac GB2 sands as follows:
GRADE:1-55 Frac with 19313#20/40 sand in 262 bbis

WEIGHT 155# Lighinmg 17fluid

LENGTH: 132jts (5661 02')
05/09/12 Convert to Injection Well

HOLE SIZE 7-7/8" 05/15/12 Conversion MIT Finalized-update Ibg

DEFTH LANDED:5674 27,
detail

CEMENTDATA: 300 sk Prem Lite II mixed& 400 sxs 50/50POZ

CEMENTTOP AT:92'

TUBING
SIZEIGRADE/WT 2-7/8" /1-55 / 6 5#

NO OFJOlNTS I18;Is (372T)

SEATINGNIPPLE;2-7/8" (I 10')

SN LANDEDAT: 3739' KB

PACKER@:3743 4'

TOTAL STRINGLENGTH: EOT @374645'

- 4509-4512'

4780-4798' PERFORATION REÇORD
4780-4798' 4 JSPF 72 holes

4912-4922' 4912-4922' 4 JSPF 40 holes
05/04/12 4509-4512' 3JSPF 9holes
05/04/12 3808-3811' 3]SPF 9holes

NEWFIELD PBTD @5635'

Federal 13-24-9-16 / \
684' FSL & 423' FWL

SWSW Section 24-T9S-R16E TD @5700

Duchesne Co, Utah
API #43-0 I3-33342; Lease #UTU-15855

LCN



ist 3 State of Utah
DEPARTMENT OF NATURAL RESOURCES

.-/ MICHAEL R. STYLER

GARY R.HERBERT
ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-387

Operator: Newfield Production Company

Well: Federal 13-24-9-16

Location: Section 24, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33342

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on March 20, 2012.

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,732' - 5,635')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval

Approved by:

th ument Butte Unit

Ao
c a i tor

Date

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UTAH

Duchesne Coun" DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



Sundry Number: 26047 API Well Number: 43013333420000

FORM 9

STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

5.LEASE DESIGNATIONAND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UTu-15855

sunSRY NOTICES ÄÑ REÑORTS OÑWEL.L.S NDINN E ORRiÃ$

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:

Oil Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELDPRODUCTIONCOMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:

Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O AClD1ZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012 O OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR O VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF S1TA STATUS EXTENSION APD EXTENSION

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 05/09/2012. On 05/10/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 05/15/2012 the casing was pressured up to 1030 Date: June 04, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 1300 psig during the sy:

test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/25/2012

RECEIVED: May. 25,



Sundry Number: 26047 API Well Number: 43013333420000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date£i gig/A Time Ê:. am

Test Conducted by: My MA rv
Others Present:

Well: WF----- Field: 17),, 24 13,

Well Location: \3¾-¶ll, API No:430\333MA

11me. Casinq Pressure

0 min f()]() psig

5 10% PSIS

10 p () psig

15 \() psig

20 \Ô3() psig

25 gg psig

30 min gg psig

35 psig

40 psig

45 PSIS

50 psig

55 psig

60 min psig

Tubing pressure: O(þ Psi9

Result: g Fail

Signature of Witness:

Signature of Person Conducting
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Sundry Number: 26047 API Well Number: 43013333420000



Sundry Number: 26047 API Well Number: 43013333420000
Summary Rig Activity Page 1 of 4

Daily Activity Report

Format For Sundry

FEDERAL 13-24-9-16
3/1/2012 To 7/30/2012

5/3/2012 Day: 1 Conversion

NC #2 on 5/3/2012 - MIRUSU, L/D Rods On Float, R/D Wellhead, R/U BOPS, Tag Fill, POOH
W/- Tbg, Breaking & Dopeing Collars - Move From The Pomco Federal 1-18-9-17 To Th Lone
Tree Federal 13-24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit,

Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To
3,000 Psi, H/Oiler Pmp 35 Bb\s Wtr, Tbg Vol Is Only 29 Bbis, Suspected Hole In The Tbg, L/D
1- 2' x 3/4" Pony Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony

Sub, 2- 8' x 3/4" Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40-

3/4" Guided Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis
Wtr On TOH, Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp
Screen Was covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS,
Release TA, P/U & TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts
Tbg, POOH W/- 40- Jts Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30
To 9:00 PM C/Trvl. - Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-

24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbis Wtr, R/D Prnp Unit, Unseat Pmp, R/U
H/Oiler To Tbg, Prnp 40 Bb\s Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler
Pmp 35 Bbts Wtr, Tbg Vol Is Only 29 Bbis, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony

Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4"

Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided
Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis Wtr On TOH,
Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Penctl Thin & Pmp Screen Was
covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U &
TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts
Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/TrvL
Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13 24 9 16, MIRUSU, R/U
H/Oiler To Csg, Pmp 60 Bb\s Wtr, R/D Pmp Unit, Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40

Bbis Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler Pmp 35 Bbis Wtr, Tbg

Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony Sub (On Top Of
Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' × 3/4" Pony Sub, 2- 8' x 3/4" Pony Subs, 98-

3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40 - 3/4" Guided Rods, 6- 1 1/2" x
25' Wt Bars (3 Are E Grade), Rod Prnp, Flush Rods W/- 30 Bbis Wtr On TOH, Bttrn 20 Rods &

Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin St Pmp Screen Was covered In Scale, X
- Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U & TIH W/- 20 - Jts Tbg,
Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts Tbg, Breaking &
Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $8,731

5/4/2012 Day: 2 Conversion

NC #2 on 5/4/2012 - Finish Breaking & Dopeing, Perf Zones, P/U N-80 Tbg W/- Pkr & Plg -

5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing Collars,
R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @ 4509' -

4512', GB 2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Pig & Pkr, 145- Jts Tbg (N-80), Set
Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing

Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @
4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-
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80), Set Pig @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30
PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking &
Dopeing Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C-

Sands @ 4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- PIg & Pkr, 145-

Jts Tbg (N-80), Set Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM,
8:00 To 8:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $18,366

5/7/2012 Day: 3 Conversion

NC #2 on 5/7/2012 - Frac Well, Flow Back, L/D N 80 Tbg - 5:30 Tp 6:00 AM C/Trvi, 6:00 AM
OWU, Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx, 24
Min, Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Pig Clean, Latch Onto & Release Pig, POOH
W/- 23- Jts Tbg, Set Pig @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes,
Frac GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ, Pig
Clean, Latch Onto Pig, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty,
R/U H/Oiler To Tbg, Pmp 40 Bbis Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole,
SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU,
Set Pkr, R/U f3aker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min,
Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/-
23- Jts Tbg, Set Pig @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac
GB-2 Zone, Flow Back For Approx, 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean,
Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Corne Dirty, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hale, SWI,
CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, Set
Pkr, R/U Baker Hughes, Frac C Sands Zone, Flow Bac Flow Back For Appro×. 24 Min, Release
Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Pig Clean, Latch Onto & Release Plg, POOH W/- 23- Jts
Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3T76', R/U Baker Hughes, Frac GB-2

Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Pig Clean, Latch
Onto Pig, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U H/Oiler
To Tbg, Pmp 40 Bbis Wtr, Proceed To l./D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI, CSDFN

@ 7:00 PM, 7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $59,425

5/8/2012 Day: 4 Conversion

NC #2 on 5/8/2012 TIH W/ - Tbg & Pkr, Pressure Test Tbg - 5:30 Tp 6:00 AM C/Trvi, 6:00
AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN, 118- Jts Tbg
(1-55), R/U H/Oiler To Tbg, Prnp 10 Bbis Wtr For A Pad, Drop Stnd Vive, Try To Pressure Up,
No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On Tbg, No Test,
R/U Sandline, Fish Stnd Vive, Drop Another Stnd Vive, Try To Pressure Up Again, No Test, RIH
W/- Sandline, Try To Seat Stnd Vive, POOH W/ Sandline, Try To Pressure Up Again, No Test,
POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vive Was Not In The SN, Replace SN, Start To TIH W/-

Tbg, Found Stnd Vlve Stuck In The 4th Jt Above SN, Jt Was Crimped, L/D Jt, P/U Another Jt
Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg, No Test, RIH W/
Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vive Again, Pressure Up To 3,000 Psi,
Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM
C/Trvl, 6:00 AM OWU, L/D 34 Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN,
118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For A Pad, Drop Stnd Vlve, Try To
Pressure Up, No Test, R/U Sandline, RTHTry To Seat Stnd Vlve, Re-try To Pressure Up On
Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vive, Try To Pressure Up
Again, No Test, RTH W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure
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Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vive Was Not In The SN, Replace
SN, Start To TIH W/- Tbg, Found Stnd Vive Stuck In The 4th Jt Above SN, Jt Was Crimped,
L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg,
No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vive Again,
Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/-
Weatherford Arrowset Pkr, SN, 118- Jts Tbg (3-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For
A Pad, Drop Stnd Vlve, Try To Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vive,
Re-try To Pressure Up On Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vive,
Try To Pressure Up Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vive, POOH W/-

Sandline, Try To Pressure Up Again, No Test, POOH W/ 118- Jts Tbg, SN, Pkr, Stnd Vive Was
Not In The SN, Replace SN, Start To TIH W/- Tbg, Found Stnd Vlve Stuck In The 4th Jt Above
SN, Jt Was Crirnped, L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To
Pressure Up On Tbg, No Test, RIH W/- Sandline To Seat Stnd VIve, Try To Pressure Up On
Stnd Vlve Again, Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM,
7:00 To 7:30 PM C/TrvL
Daily Cost: $0
Cumulative Cost: $68,409

5/9/2012 Day: 5 Conversion

NC #2 on 5/9/2012 - Get Final Test On Tbg, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWlJ, Pressure Bled Off 200 Psi Over Night, R/U H/Oiler To Tby, Pressure
Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish Stnd Vive, R/D Sandline,
R/D Wetaherford BOPS, R/U Injection Tree, R/U l1/Oiler To Csg Pmp 70 Bbis Fresh Wtr & Pkr
Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1, 500
Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled
Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready
For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U
H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish
Stnd Vive, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp
70 Bbis Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To
Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold
For 30 Min, Pressure Bled Off 75 Psi, Sump Back Up, Hold Pressure For 1 Hr Solid, Good Test,
R/D NC #2, Well Ready For MÏT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off
200 Psi Over Night, R/U H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good
Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Ïnjection Tree,
R/U H/Oiler To Csg Pmp 70 Bbis Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U
Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off

150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold
Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready For MIT,
Daily Cost: $0
Cumulative Cost: $161,154

5/23/2012 Day: 6 Conversion

Rigless on 5/23/2012 - Conduct initial MIT - On 05/10/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 05/15/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test, The tubing pressure was 1300 psig during the test,
There was not a State representative available to witness the test. On 05/10/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 05/15/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure

http://www.inewfld.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDa...



Sundry Number: 26047 API Well Number: 43013333420000
Summary Rig Activity Page 4 of 4

was 1300 psig during the test. There was not a State representative available to witness the
test. - On 05/10/2012 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1300 psig during the test. There was not a State representative
available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $192,974

Pertinent Files: Go to File List
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

March 20, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 13-24-9-16, Section 24, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah, API Well #43-013-33342

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 3,732 feet in the
Federal 13-24-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

J n Rogers
Associate Director

JR/MLIUjs
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County uTAN
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Does\ChronFile\UIC

1594West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 . facsimile (801) 359-3940• TTY (801) 538-7458 •
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 13-24-9-16

Location: 24/9S/16E API: 43-013-33342

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 315 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,674 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 2,634 feet. A 2 7/8
inch tubing with a packer will be set at 4,730 feet. Higher perforations will be opened at a later
date. A mechanical integrity test will be run on the well prior to injection. There are 8 producing
wells, 2 P/A wells, and 2 shut-in wells (one of which is the proposed injection well) in the AOR.
Most of the wells have evidence of adequate casing and cement for the proposed injection
interval. However, the Federal 9-23-9-16 well (API# 43-013-30654), appears to have inadequate
cement for the proposed injection interval. Its CBL (4/1/1983) indicates a cement top at about
3,676 feet. To protect this wellbore Newfield will not perforate the Federal 13-24-9-16 well
above 3,732 feet (see Ground Water Protection).

Revision (8/10/2012): Injection approval for the Federal 13-24-9-16 well was issued on 6/5/2012
with a permitted injection interval of 3,732-5,635 feet. The Federal 21-25Y-9-16 well (API# 43-
013-31394), located in the AOR approximately 0.4 mile southeast of the Federal 13-24 well,
exhibits a good cement top at about 4,415 feet. There appear to be several hundred feet of "lite"
cement above that depth. At the time of this revision (8/10/2012), the Federal 21-25Y well is
being evaluated for conversion to an injection well. In order to confirm the integrity of "lite"
cement in this well, a Radioactive Tracer Survey (RATS) will be required as a condition of
conversion for the Federal 21-25Y well.

Ground Water Protection: As interpreted from Technical Publication No. 92, the base of
moderately saline water is at a depth of approximately 1900 feet. The requested injection interval
is between 3,657 feet and 5,635 feet in the Green River Formation. However, as described in the
previous paragraph, the top of good cement bond is at about 3,676 feet in the Federal
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well, located in the AOR, approximately 1/3 mile north-northwest of Federal 13-24-9-16 well.
This cement top correlates to a depth of approximately 3,632 feet in the Federal 13-24-9-16 well.
For this reason, it is recommended that the top of the injection interval be permitted no higher
than a depth of 3,732 feet in the Federal 13-24-9-16 well. Information submitted by Newfield
indicates that the fracture gradient for the 13-24-9-16 well is 0.95 psilft., which was the lowest
reported fracture gradient for the injection zone. The resulting minimum fracture pressure for the
proposed injection interval is 2,459 psig. The requested maximum pressure is 2,459 psig. We
intend to permit this well at a maximum pressure of 2,000 psig. The anticipated average
injection pressure is 1100 psig. Injection at this pressure should not initiate any new fractures or
propagate existing fractures in the adjacent confining intervals. Any ground water present should
be adequately protected.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date 2/24/2012 (revised
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-387

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 16, 18, 20, 22,
AND 24, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells located in Duchesne County, Utah, for conversion to
Class II injection wells:

Greater Monument Butte Unit:
Castle Peak State 43-16 well located in NE/4 SE/4, Section 16, Township 9 South, Range 16East
API 43-013-30594

West Point Federal 4A-18-9-16 well located in NW/4 NW/4, Section 18, Township 9 South, Range 16 East
API 43-013-33463

Federal 13-18-9-16 well located in SW/4 SW/4, Section 18, Township 9 South, Range 16 East
API 43-013-32999

Federal 7-20-9-16 well located in SW/4 NE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33106

Federal 11-20-9-16 well located in NE/4 SW/4, Section 20, Township 9 South, Range 16 East
API 43-013-32598

Federal 15-20-9-16 well located in SW/4 SE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33105

Federal 15-22-9-16 well located in SWl4 SE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33167

Federal 9-24-9-16 well located in NE/4 SE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33338

Federal 13-24-9-16 well located in SW/4 SW/4, Section 24, Township 9 South, Range 16 East
API



The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 21st day of February, 2012.

STATE OF UTAH
IL, GAS & MINING

Brad Hill
Permitting



Newfield Production Company

CASTLE PEAK STATE 43-16, WEST POINT FEDERAL 4A-18-9-16,
FEDERAL 13-18-9-16, FEDERAL 7-20-9-16, FEDERAL 11-20-9-16,

FEDERAL 15-20-9-16, FEDERAL 15-22-9-16,
FEDERAL 9-24-9-16, FEDERAL 13-24-9-16

Cause No. UIC-387

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning
1001 17th Street, Suite 2000 PO Box 317
Denver, CO 80202 Duchesne, UT 84021-0317

Uintah Basin Standard Bruce Suchomel
268 South 200 East US EPA Region 8
Roosevelt, UT 84066 MS 8P-W-GW
via e-mail legals@ubstandard.com 1595 Wynkoop Street

Denver, CO 80202-1129
Salt Lake Tribune
PO Box 45838 SITLA
Salt Lake City, UT 84145 675 E 500 S Ste 500
via e-mail naclegal@mediaoneutah.com Salt Lake City, UT 84102-2818

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

February 21, 2012

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action -- Newfield Production Company Cause No. UIC-387

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov on, GAS &



From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: <jsweet@utah.gov>

Date: 2/23/2012 12:02 PM
Subject: Legal Notice

it willbe published Feb. 28, 2012.
Thank you.



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

February 21, 2012

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-387

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov OIL, GAS &



From: "Stowe, Ken" <kstowe@mediaoneutah.com>

To: <jsweet@utah.gov>

Date: 2/23/2012 12:36 PM
Subject: Proof for Public Notice
Attachments: OrderConf.pdf

AD#770992
Run SL Trib &Des News 2/27/12
Cost $250.28
Please advise of any changes or reply with OK to publish
Thank You





NEWFIELD

ROCKY MOUNTAINS

FEBI 7 2012
DEOFOIL,GAS&My

February 9, 2012

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Federal #13-24-9-16
Monument Butte Field, Lease #UTU-15855
Section 24-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #13-24-9-16 from
a producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sin

Eric Sundberg
Regulatory Lead

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #13-24-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-15855

FEBRUARY 9,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Federal #13-24-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-15855

Well Location: QQ SWSW section 24 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33342

Proposed injection interval: from 3657 to 5635
Proposed maximum injection: rate 500 bpd pressure 2459 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date C /L

Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



FEDERAL 13-24-9-16
Spud Date: 11/6/07
Put on Production: 2/5/08
GL: 5656' KB: 5668' Proposed Inje tion

Wellbore Dia Jam
SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" 1/30/08 4912-4922' Frac LODC sands as foHows
GRADE: 1-55 Cement Top@ 92' - - Frac with 19518#20/40 sand in 315bb1s

Lightning 17 fluid Treat at 3001psi @
WEIGHT: 24# 23 2 BPM ISIP 3269 psi
LENGTH: 7 jts (302 73') Casing Shoe @315 1/30/08 4180-4798' Frac Al sands as follows:
DEPTH LANDED: 314 58, - Frac with 102122#20/40 sand in TI2bbis

Lightning 17 fluid Treat at 2124 psi @
HOLE SIZE: 12-1/4" 23 3 BPM ISIP 3269psi
CEMENT DATA: 160 sxs Class "G" cmt 8/12/09 Pump Change Updated rod & tubing

details

2/6/10 Tubing leak Updated rod and tubin8

detail

PRODUCTIONCASING
CSG SIZE: 5-1/2"

GRADE: 1-55

WEIGHT: 15 5#

LENGTH: 132jts (5661 02')
HOLE SIZE: 7-7/8"

DEPTH LANDED: 5674 27'

CBMENT DATA: 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 92'

TUB|NG
SIZEIGRADE/WT : 2-7/8" / J-55 I 6 5#

NO OF JOINTS: 154jts (4867 6')
TUBING ANCHOR: 4879 6'

NO OF JOINTS 1jts (30 3')
SEATING NIPPLE: 2-7/8" (1 10')
SN LANDED AT: 4912 T KB

NO OF JOINTS: 2 jts (63 9')
TOTALSTRINGLENGTH: EOT@4978'

PERFORATION RECORD
4780-4798' 4 JSPF 72 holes

12-4922 4912-4922' 4JSPF 40holes

NEWFIELD

Federal 13-24-9-16
TD @5700'

684' FSL & 423' FWL
SWSW Section 24-ISS-R16E

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855

JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Federal #13-24-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Federal #13-24-9-16 well, the
proposed injection zone is from Garden Gulch to Basal Carbonate (3657' - 5635'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3339' and the TD is at 5700'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Federal #13-24-9-16 is on file with the Utah Division of Oil,
Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-15855) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 315' KB, and 5-1/2", 15.5#
casing run from surface to 5674' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2459 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Federal #13-24-9-16, for existing perforations
(4780' - 4912') calculates at 0.95 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
2459 psig. We may add additional perforations between 3339' and 5700'. See
Attachments G and G-l.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Federal #13-24-9-16, the proposed injection zone (3657' - 5635') is in the Garden
Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-9.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T95-R16E SLM USA Newfield Production Company USA
Section 23: E2, NW, E2SW, NWSW UTU-15855 Newfield RMI LLC
Section 24: N2, SW, N2SE, SWSE HBP Bee Hive Oil LLC

Journey Properties LLC
KingOil &Gas of Texas LTD
Six Gold Oil LLC
Stone Energy Corp

2 T9S-R16E SLM USA Newfield Production Company USA
Section 25: N2, NESW, SE UTU-64380 Newfield RMI LLC
Section 26: NWNE, SENE,SWSW HBP Yates Petroleum Corp

3 T9S-R16E SLM USA Newfield Production Company USA
Section 21: S2 UTU-74392 Newfield RMI LLC
Section 22: NENE,S2 HBP ABO Petroleum Corp
Section 23: SWSW MYCOIndustries Inc
Section 24: SESE OXYY-1 Company
Section 26: NENE Yates Petroleum Corp
Section 27: AII
Section 28: AII

Federal 13-24 Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Federal #13-24-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:

Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of abo , 2012.

Notary Public in and for the State of Colorado:

MyCommissionExpires

My Commission Expires:



ATTACHMENTE
FEDERAL 13-24-9-16

Spud Date: 11/6/07
Put on Production: 2/5/08
GL: 5656' KB: 5668' Wellbore Diagrarn

SURFACE ÇASINO FRAC JOB
CSG SIZE: 8-5/8" I/30&8 4912-4922' Frac LODC sands as follows
GRADE: J-55 Cement Top@ 92·

- - Frac with 195I8#20/40 sand in 315bbls
Lightning 17 fluid Treat at 3001psi @WEIGHT: 24# 23 2 BPM ISIP 3269 psi

LENGTH: 7 jts. (302 73') Casing Shoe @315' I/30M8 4780-4798' Frac Al sands as foHows:
DEPTH LANDED: 314 58, Frac with 102122# 20/40 sand in 772bbis

Lightning 17 fluid Treat at 2124 psi @HOLE SIZE: 12-1/4" 23 3 BPM. ISIP 3269psi.
CEMENT DATA: 160 sxs Class "G" cmt 8/12/09 Pump Change Updated rod & tubing

details

2/6/10 Tubing leak Updated rod and tubing

detail

PRODUCTIONÇASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 132jts (5661 02')
HOLE SIZE: 7-7/8"

DEPTH LANDED: 5674 27'

CBMENT DATA: 300 sk Prem Lite Il mixed & 400 sus 50/50 POZ

CEMENT TOP AT: 92'

TUBING
SlZE/GRADE/WT : 2-7/8" /1-55 I 6 5#

NO OF JOINTS: 154jts (4867 6')
TUBING ANCHOR: 4879 6'

NO OF JOINTS: 1jts (30 3')
SEATING NIPPLE 2-7/8"(1 10')
SN LANDED AT: 4912 T KB

NO OF JOINTS: 2 jts (63 9')
TOTAL STRING LENGTH: EOT @4978'

SUCKER RODS
POLISHED ROD 1-1/2" x 22' polished rod

SUCKER RODS: 1- 2' x ¾" pony rods, 2- 16' x ¾" pony rods, 98- ¾" scrapered
rods, 50- ¾" plain rods, 41- ¾" scrapered rods, 6- 1 ½" weight bars

PUMP SIZE: 2-1/2" x 1-1/2" x16'X 20' RHAC

LENGTH: 102"

PUMP SPEED, SPM: 5
i i | i 2 4780-4798'

.
PERFORATION RECORD> 2 .

Anchor @4880'
4780-4798' 4 JSPF 72 holes

SN @4913' i 2 4912-4922' 4912-4922' 4 JSPF 40 holes

EOT@4978'

NEWFIELI) PBTD @5635'

Federa113-24-9-16
TD @5700'

684' FSL & 423' FWL
SWSW Section 24-TSS-Rl6E

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855

ML



ATTACHMENTE-I
FEDERAL 15-23-9-16

Spud Date: I 1/26/07 Initial ProdLiction: BOPD,
Put on Ploduction: 3/14/08 Wellbore Diagram MCFD. BWPD
GL: 5784' KB: 5796

SURFACE CASING FRACJOB

CSG SIZE 8-5/8" 01/07/08 5345-5368 Frne CP2 sands as follows:

GRADE 1-55 73000#20/40 sand in 603 bbis Lightning 17

WEIGHT 24#
frac fluid Treated @avg press of 1939 psi
w/avg rate of23 2 BPM ISlP 2177 psi

LENGTH 7ys (310 15') -
- 03/I1/08 5006-5014 Frac LODC sands as follows:

DEPTH LANDED 32200 KB
40I49#20/40sandin417bblLightning 17
frac fluid Tiealed @avg press of 2660 psi

HOLE SlZE 12-1/4 w/avg rate of26 2 BPM ISlP 3080 psi
03/11/08 4597-4606 Frac C sands as follows:

CEMENT DATA I- 160 sxs Class G cml esi 5 bbis cmt to swf 15394# 20/40 sand in 262 bbis Lightning 17

/ \
frac fluid Treated @avg press of2078 psi
wlavgrateof233BPM ISIP2078 psi

- - 03/11/08 3956-3969 Frac GB6 sands as follows:
79237#20/40 sand in 602 bbls Lightning 17
frac fluid Treated @avg press of 1468 psi
w/argrateof262BPM ISlP1460 psi

PRODUCTION CASING
03/I I/08 3867-3906' Fine GB4 & GB2 sands as follows:

25572#20/40 sand in 325 bbis Lightning 17

CSG SIZE: 5-1/2' frac fluid Treated @avg press of 1710 psi

GRADE 3-55 w/avg rale of25 9 BPM ISIP 1585 psi

WElGHT: 15 5#

LENGTH 136jts (5779 63')
12/30/08 Parted rods Updated r & I details

DEPTH LANDED 5792 88 KB
02/03/1 I Tubing Leak Updated R & T details

HOLE SIZE 7-7/8 '
CEMENT DA lA 300 sxs Prem I ile 11mixed & 400 sas 50'50 POZ

CEMENT TOP 156

TUBING
SIZEIGRADE/WT 2-7/8 / J-55 / 6 5#

NO OF JOINTS 158 jts (4964 4 )
TUBING ANCHOR 4976 4 KB

NO OF JOINTS I jts (31 4 ) -i

SEATING NIPPLE 2-7/8 (I 10 )
SN LANDED AT 5010 6 KB

NO OF JOINTS 2 jts (62 7 )
TOTAL STRING LENGTH EOT@ 5075 KB

SUCKER RODS
PERFORATION RECORD

POLISHED ROD: 1-1/2" x 26' SM polished rods : - 4597-4606 9 o es

SUCKER RODS 1 - 3/4" = 2' pony rods 194 - 3/4 4850 guided lods 6 4597-4606 4 JSPF 36 holes
1 = 150 wcmht lods 3956-3969 .I JSPF 52 holes
PUMPSIZE CDI2-l/2 xI-!2 \14>18 RIlA( 3897-3906 4JSPF 36holes

STROKE LENGTH 102 Anchol @4988'
3867-3873 4 JSPF 24 holes

PUMP SPEED, 5 SPM

5006-5014

EOT @5087

PBTD @5300

1 = CIBP @5300'

5345-5368'

SHOE @5793'

FEDERAL 15-23-9-16 | \ TD @S800'

603' FSL & 2162' FEL

SWISE Section 23-T9S-R16E

Duchesne Co, Utah

API #43-013-33182. Lease # UTU-15855

VC 3/24/1



Federal 16-23-9-16 ATTACHMENTE-
Spud Date: I 1-13-07 Wellboæ Diagram
Put on Production: 2-06-08
GL:5699' KB:57II'

SURFACECASING FRACJOB

CSG SIZE 8-5/8" 2mlm8 4665'-4673' Frac B2 sands as follows:

GRADE J-55 Frac with 14023 #20/40 sand in 307bbis
Lightning 17fluid Treat at an ave

WEIGHT 24# pressure of 2365 psi @23 i BPM ISIP

LENGTH 7 jts (312 75')
Cemen! Iop@ 132 - . 2100 psi

DEPTH LANDED 324 6 2l01M8 4582-4588' Frac B.5 sands as follows:
Frac with 17722# 20/40 sand in 349

HOLE SIZE 12-1/4' bbis Lightning 17 fluid Treat al 2413 psi

CEMENT DATA 160 sxs Class "G cmt Û 23 3 BPM ISIP 2271 psi

\ 241M8 4516'-4525' Frac C sands as follows:
Frac with 53502# 20/40 sand in 479bbis

- - Lightning 17fluid Treat at an ave
pressure 2599psi @23 3 BPM ISlP
2120 psi

210148 3889'-3928' Frac GB6 & GB4 sand as follows:
Frac with 75504# 20/40 sand in 632

PRODUCTION CASING bbis Lightning 17 fluid Treat at an ave
CSG SIZE 5-1/2., pressure of 1555 psi @23 4 BPM ISIP

1625psi
GRADE J-55

2MINS 3831'-3841' Frae GB2 sands as follows:
WEIGHT IS 5# Frac with 24213# 20/40 saixl in 248
LENGTH: 132jls (5686 17') bbis Lightning 17 iluid Treal al an ave

HOLE SIZE: 7-7/8, pressure of 1840 psi @23 2 BPM IS1P
1760psi

DEPTH LANDED 5699 42' 8-12-08 Pump Change Updated rod & Iubing

CEMENT DA1 A 300 slaPiem Lite 11mixed & 400 sxs 50/50 POZ details
CEMENT TOP AT 132 10/8/09 Pump Change Updated rod & Lubing

details

I 1/23/2010 Pump change Updated rod and lubing
deiail

TUBING
SIZEIGRADE/WT 2-7/8"/J-55

NO OF JOINTS 148 jis (4643 0 ) 3889 -3898'

TUBING ANCHOR 4643 0

NO OF JOINTS I jts (31 4')
SEATINGNIPPLE 2-7/8 (I 10') 3920-3928

SN LANDED AT 4677 2 KB

NO OF JOINTS 2 jts (62 8 )
10TAL STRING LENGTII EOT @4741 wll2 KB 4516'4525'

I 4582'-4588
SUCKER RODS

POLlSHED ROD I-l/2" x 26

SUCKER RODS 102- ¾' guided rods 54- ¾ guided lods rods. 20- ¾' guided
rods, 6- I ½ weighi rods

PUMP SIZE 2-1/2 \ I-li2 \ 16 x 20 RIIA( pump w/ SM plungel
Anchol @4643

Sl ROKE LENGTII 86 4665'-4673

PUMP SPEED, SPM 4
SN (284677

EOT @4741· PERFORATIONRECORD
3831'-384] 4JSPF 40holes
3889'-3898 4 JSPF 36 holes
3920'-3928' 4 JSPF 32 holes
4516'-4525' 4 JSPF 36 holes
4582'-4588' 4 JSPF 24 holes
4665'-4673' 4 JSPF 32 holes

NEWFIELD PBTD@S637'

TD @5699'

Federal 16-23-9-16
693' FSL & 857' FEL

SESE Section23-T9S-RI6E
Duchesne Co, Utah

API #43-013-33183: Lease #UTU-15855
ML



Federal 11-24-9-16
Spud Date: 1/28/08
Put on Production: 03/27/08
GL: 5524' KB: 5536' Wellbore Diagram

SURFACECASING FRACJOB

CSG SIZE: 8-5/8" 3-17-08 5502-5513' Frac CP.5 sands as foHows:

GRADE: J-55 Frac with 19765#20/40 sandin 317bbis

WEIGHT: 24g Cement Top@ 98. Lightning 17 fluid Treat with ave
pressure of2298 psi @25 0 BPM

LENGTH: 7 jts (324 53')
ISIP 1934 psi

HOLE SIZE: 12-1/4. 3-17-08 4803-4860' Frac A3 & AI sands as follows:
Frac with 44956# 20/40 sandin 505 bbis

CEMENT DATA: 160 sxs Class "G" cmt Lighining 17 fluid Treat with ave
pmssure of2193psi @24 5 BPM ISIP
2242psi

3-17-08 39054916' Frac GB6 sands as follows:
-

- Frac with 35394#20/40 sandin 401
bbis Lightning 17 fluid Treat with ave
pressure of 1791psi@24 8 BPM ISIP
1896 psi

PRODUCTION CASING
1/11/10 Parted rods Updated rod and tubing

CSG SIZE: 5-1/2" detail
GRADE: J-55

WEIGHT: 15 5#

LENGTH: 134jts. (5713')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 5683 90 '
CEMENT DATA: 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 98'

TIIßlNG
SIZE/GRADE/WT : 2-7/8" / J-55 I 6 5#

-
3905-3916'

NO OF JOINTS: 167jts (5260 7')

TUBINGANCHOR: 5272 T

NO OF JOINTS: I jts (31 7')

SEATING NIPPLE: 2-7/8" (1 10')

SN LANDED AT: 5307 l' KB

NO OF JOINTS 2 jts (63 0')

PBGA: 3 @S 20' (5371 2')
ISO3-4H I7

NO OF JOINTS: 3 (94 4')

TOTAL STRTNGLENGTH: EOT @5471 O'

SUCKER RODS : 6 = 4gge_4,4g,

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 1-2'x ¾" pony rods, 1-4'x ¾" pony rods,l-6' x ¾" pony rods
1-8' x ¾" pony rod, 98- ¾" guided rods, 87- ¾" guided rods, 20- ¾" guided rods,
6- 1 ½" weightbars
PUMPSIZE:2-Il2"x 1-1/2"x12'xlS' RHAC

STROKE LENGTH: 86"

PUMP SPEED. SPM:5 2 2 Anchor @5273'

PERFORATION RECORD
3905-3916' 4 JSPF 44 holes

SN g 530T 4803-4817' 4 JSPF 56 holes
4850-4860' 4 JSPF 40 holes

EOT@ S471, 5502-5513' 4 JSPF 44 holes

- 5502-5513'

NEWFIELD PBTD @5575'

SHOE @5683 90'

Federal 11-24-9-16
TD @5700'

1852' FSL & 2094' FWL
NESW Section 24-T9S-R16E

Duchesne Co, Utah
API #43-013-33340; Lease UTU-15855

ML



ATTACHMENTE-4
FEDERAL 12A-24-9-16

Spud Date: I1/05/07 Initial Production: BOPD.
Put on Production: 01/26/08 Wellbore Diagram MCFD, BWPD
GL: 5640' KB: 5652'

SUFFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 01/22/2008 4806-4820' Frac Al sands as follows:

GRADE J-55 70235#20/40 sand in 570 bbis Lightning 17
frac fluid Treated@ avg press of 1932psi

WEIGHT 24# Cement Top@ I 12' -
- w/avg rate of23 3 BPM ISIP 2247 psi

LENGTH 7 jis (306 37') 01/22/2008 3897-3938' Frac GB6 sands as follows:
64050#20/40 send in 507 bbi Lightning 17

DEPTH LANDED 318 22 KB frac fluid Treated@ avg press of 1813psi

HOLESIZE I2-l/4. wlavgrateof233BPM ISIPI701 psi

CEMENT DATA I- 160, sxs Class 'G cmt, esi0 bbis em! Io surE

PRODUCTION CASING
CSG SIZE 5-1/2"

GRADE J-55

WEIGHT 15 5#

LENGTH: 147jts (5692 63')
DEPTH LANDED 5705 88' KB

HOLE SIZE: 7-7/8"

CEMENT DAl A 300 sxs Prem Lite 11mixed & 400 sus 50/50 POZ

CEMENTlOP 112

TUBING
SIZE/GRADE/WT 2-7/8"/ J-55 / 6 5#

NO OF JOINTS 152 jis (4778 87')

TUBING ANCHOR 4790 87' KB

NO OF JOINTS I jts (31 42')

SEATING NIPPLE 2-7/8"(! 10')

SN LANDED AT 4825 09' KB

NO OF JOINTS 2 jts (62 86')

TOTAL STRING LENGTH EOT@ 4889 50' KB

PERFORATION RECORD
SUCKER RODS

4806-4820' 4 JSPF 56 holes
POLISHED ROD: 1-1/2" x 22' SM polished rods 3931-3938' 4 JSPF 28 holes

SUCKER ROD5 1-2'. 4'. 8'x 3/4 "pony rods, 99-3/4"guided rods. 67-3/4" 3897-3905' 4 JSPF 32 holes
plain lods 20-3CI guided lods 6-1 ': weight lods 3931-3938
PUMP SIZE CDI 2-1/2 x I-li2 x 14 RIIAC

STROKE LENGTH 86" y y Anchor @4791

PUMP SPEED. 5 SPM

- : 4806-4820'

SN 4825'

EOT @4890'

Igg guime PBTD@S641'

"""'""""""""SHOE @5706'

FEDERAL 12A-24-9-16 y
'

\ TD@5725'

195I' FSL & 482' FWL

NWISW Section 24-T95-RI6E

Duchesne Co, Utah

API #43-013-33341: Lease #UTU-15855

TW



Federal 14-24-9-16
Spud Date: 1/18/08
Put onProduction: 3/25/08
GL: 5704' KB: 5716' Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE:8 5/8" 3-15-08 5547-5567 Frac CPS Sands as follows:

GRADE: J-55 90,237#2&40 sand in 711 bbis of Lightning 17 frac fluid Treated@

WEIGHT: 24# Cement Top @144'
_

ave pressure of 1817w/ averate of23 4 bpm w/ 8 ppg ofsand ISIP
was 2069 Actual Flush: 5082 gal

LENGTH: 323' 3-15-08 5353-5361' Frac stage #2 as follows:
HOLE SIZE: 12 ¼" 14,734# 2&40 sandin 284 bbisofLightning 17 fmc fluid Treated@
CEMENT DATA: To surface with 160sx Class "G" cmt avepressure of2l50 w/ ave rate of23 4 bpm w/ 6 5 ppg ofsand ISIP

was 1989 Actual Flush: 4872 gal
3-15-08 5226·5233' Frae stage #3as foHews:

15,212#2W40 sand in 283 bbis ofLightning 17 frac fluid Treated @
ave pressure of2379w/ ave rate of23 4 bpm w/ 6 5 ppg ofsand ISIP
was 2268 Actual Flush: 4746 gal

3-15-08 4837-4846' Frat stage #4 as follows:

No breakdown or Frac
PRODUCTIONCASING 3-15-08 4576-4591' Frae stage #5 as follows:
CSG SIZE: 5-1/2"

70,586#20/40 sandin 574 bbis ofLightning 17 frac Auid Treated @
GRADE: J-55 avepressure of 2299 w/ ave rateof23 3 bpm w/ 8 ppg ofsand ISlP

WEIGHT:l5 5# was 2299 Actual Flush: 4074 gal

LENGTH: 134jts (5689 43')
3-15-08 3900-3998' Fue stage #6 as follows:

HOLE SIZE: 7-7/8" 121,107# 20/40 sand in 849 bbis of Lightning 17frac fluid Treated @
TOTAL DEFTH: 5745, ave pressure of2299 wl averate of26 bpm w/ 8 ppg ofsand ISIP was

1794 Actual Flush: 3780 gal

CEMENT DATA: 300 su Premlite Il and 400 sx 50/50 Poz 11/10/08 Tubing Leak Updated rod &tubing
CEMENT TOP AT: 144' details

7/27/2010 Pump change Updated rod and tubing
detail

3900-3915'

TUBING
SIZEIGRADE/WT : 2-7/8" / J-55 / 6 5# C 3988-3998'

NO OF JOINTS: 175jts (5495')
: 4576-4591'

TUBING ANCHOR: 5495'

NO OF JOINTS: 1jts (31 4') : 4837-4846' No Breakdown or Frac
SEATING NIPPLE: 2-7/8" (l 10')

SN LANDED AT: 5529 l' KB

NO OF JOINTS: I jt (31 4')

TOTAL STRING LENGTH EOT @5562· T 5226-5233'

SI ICKER ROPS : 5353-5361'

POLISHED ROD: I-l/2" x 26'

SUCKER RODS: 2- 8' x ¾" pony rods, I- 6' x ¾" pony rod, I- 8' x ¾" pony
rod, 99- ¾" guided rods, 80- ¾" sucker rods, 35- ¾" guided rods, 6 - 1 ½"
weight bars

PUMP SIZE: 2-1/2" x I-l/2"x 16' x 20' RHAC pump -- CDI pump w/sm
plunger

STROKE LENGTH: 86" Anchor @5495'

PUMP SPEED, SPM: 5

5547-5567, PERFORATION RECORD

3/15/08 3900-3915' 4 JSPF 60 holes

SN @5529' 3/15108 3957-3970' 4 JSPF 52 holes
3/15108 3988-3998' 4 JSPF 40 holes

EOT @5562' 3/15/08 4576-4591' 4 JSPF 60 holes
3/15/08 4837-4846' 4 JSPF 36 holes (No frac)
3/15/08 5226-5233' 4 JSPF 28 holes
3/15108 5353-5361' 4 JSPF 32 holes

NEWFIELD PBTD@S701. 3/15/08 5547-556T 4JSPF 80holes

TD @5742'
Federa114-24-9-16

617' FSL & 2285' FWL
SE/SW Section 24 -T9S-R16E

Duchesne Co, Utah
API #43-013-33343; Lease UTU-15855 ML



Federal 4-25-9-16
Spud Date: 11/5/2008
Put on Pioduction: 1/9/2009 Wellbore Diagram
GL: 5765' KB: 5777'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/5/09 4967-4974' Frac LODC sds as follows:

GRADE J-55
w/24,518#'s of20/40 sandin 362 bbls of Lightning 17 fluid Broke@
3312 psi Treated w/ ave pressure of2480 psi w/ averate of23 0 BPM

WElGHT 24# - ISIP 2829 psi Actual flush: 4452 gals

LENGTH: ? jts (303 58') 1/5/09 4685-4692' Frac B2 sds as follows:

DEPTH LANDED: 313 58' KB
w/ 40,581#'s of20/40 sand in 410 bbis of Lightning 17fluid Broke @
4072 psi Treated wl ave pressure of2150 psi w/ ave rate of22 9 BPM

HOLE SIZE: 12-1/4" ]SIP 2213 psi Actual flush: 4087 gals

CEMENT DATA: 160 sx class 's 1/2/09 3856-3864' Frac GB2 sds as follows:
w/ 42,l07#'s of20/40 sandin 388 bbis ofLightning 17 fluid Broke @
1770 psi Treated wl ave pressure of 1900 psi w/ ave rate of23 0 BPM

- ISIP 1733psi Actual ilush: 3767 gals

02/12/2011 Tubing Leak Rod & tubing updated

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE J-55

WEIGHT 15 5#

LENGTH: 8 jts(600 I 18')

DEPTH LANDED: 5699 87'

HOLE SIZE: 7-7/8"

CEMENT DATA 300 sx primlite and 400 sx 50/50 poz

CEMENT TOP AT: 120'

TUBING
SIZEIGRADE/WT:2-7/8"/1-55

NO OF JOINTS 159jts (4951')

TUBING ANCHOR 4963' KB

NO OF JOINTS: ljl (31 4')
SEATINGNIPPLE:2-7/8"(I 10')

SN LANDED AT 4997' KB

NO OF JOINTS: 2 jts (62 B')

TOTAL STRING LENGTH: EOT @5062'

SUCKER RODS
PERFORATION RECORD
1/5/09 3856-3864' 4 JSPF 32 holes

POLISHED ROD l ½" x 26' 1/5/09 4685-4692' 4 JSPF 28 holes

SUCKER RODS: 98-3/4"guided lods, 74-3/4" guided lods, 20-3/4" guided 1/5/09 4967-4974' 4 JSPF 28 holes

rods, 6-1 ½" sinker bars i 3856-3864'

PUMP SIZE CDI 2 ½" xl ½" x 16' x 20' RHAC lod pump

STROKE LENGTH 178" loss-4m2

PUMP SPEED, SPM 9

I

EOT @5062'

NEWFTELD PBTD @5659'

Federal 4-25-9-16
TD @5740'

554' FNL & 733' FWL

NWINW Section 25-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33555; Lease # UTU-64380
TW 07/05/201



Castle Peak Federal #9-23

Wellbore Diagram

Well History:
3-15-83 Spud Well

4-2-83 Perf: 4,808'-4,821'

4-5-83 Frac A-I zone as follows: Casing Shoe @270'
Totals 26,500 gal, 88,000# 20/40 sd -

Max TP 2,830 @30 BPM
Avg TP 2.500 @30 BPM

GL: 5,663' ISIP 2,080, after 5 min I,990

SURFACECASING

CSG SlZE: 8-5/8 '
WElGHT: 24#

LENGTH: (271 06')

DEPTH LANDED: 270'GL

HOLE SIZE: 13"

CEMENT DATA 210 sxs Class "G" with 2% CaCI and ¼# per se
celloflake

PRODUCTION CASING

CSG SIZE 5-1/2'

GRADE: J-55

WEIGHT: 179

LENGTH 133jts
DEPTH LANDED 5405

HOLE SIZE: 7-7/8"

CEMENT DATA 200 sxs Hifill 275 sxs Thixoliopic

CEMENT TOP AT: 3314

Cement Top @3314

TUBING

SIZE/GRADE/WT : 2-7/8 / 6 5# / J-55

NO OF JOINTS 151jts (4778 19)
TUBING ANCHOR: 4802 19'

NO OF JOINTS: I jts (31 63')

SEATING NIPPLE 2-7/8 (I 10 )
SN LANDED AT 4836 62

NO OF JOINTS I jts (31 62 ) Tubing Anchor @4802

TOTAL STRING LENGTH EOT@ 4860 So Perf's: 4,808'-21'(A-1)

SUCKER RODS SN @4,837'

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 1- 2' x ¾ pony rods, 101- ¾" guided rods, 60- ¾" slick iods, 27-
¾" guided rods, 4- I ½" weight bars J L EOT @4870'
PUMP SIZE RIH w/ 2-1/2" x I-lI4" x 16' RHAC CDl pump

PBTD @5,362'

BWFIEID TD@5,413'

Castle Peak Federal #9-23
2080 FSL 659 FEL
NESE Section 23-T9S-Rl6E
Duchesne Co, Utah
API #43-013-30654; Lease



ATTACHMENTft
Castle Peak Federal #12-24-9-16

Wellbore Diagram

Well History:
9-21-81 Spud Well

GL: 5,663'
10-24-81 Perf: 5,736'-5,835'

Surface Hole Size: 12 1/4"
10-30-82 Frac BGR zone as follows:

Totals 3,000 gal, 2,000# sd
Avg TP 2,300 Hole Size: 7 7/8"
ISIP 1,580, after 5 min 1 450

11-3-81 Perf: 5,324'-5,340', 5,314'-5,319' / \
\ Rods: 207-3/4"

Frac CP-1 zone as follows:
Totals 26,500 gal, 40,000#20/40 sd

9-29-82 Perf: 4,607'-4,609', 4,612'-4,618'

9-30-82 Frac C-SD zone as follows:
8-5/8" Surface CSG @294'

Totals 35,500 gal, 85,000# 20/40 sd

10-5-82 Perf: 3,923'-3,931', 3,941 -UMS'

10-6-82 Frac GB-6 zone as follows: Cement Top @2.870'
Totals 35.500 gal. 85,000# 20/40 sd - -

Recompletion 5-1/2"J-55 CSG (¿h6,019
05/I 1/09 5314-5340 Frac CP 1sands as follows:

80105#20/40 sand in 740 bbis Lightning 17
frac fluid = ISIP 2198

05/11/09 4880-4929' Frac A sands as follows:
2-7/8" 6 5 J-55 TBG@ 5,372'

50237#20/40 sand in 488 bbis Lightning 17
frac fluid 6 bbis of 15% HCL Acid on A sands,
ISIP = 1946

05/11/09 4736-4740' Frne B 1 sands as follows:
16144#20/40 sand in 208 bbis Lightning 17
frac fluid ISIP = 2014

I1/30/1 I Tubing Leak Rods & tubing updaled I ubing Anchor @5295'

TUBING SN @5361'

SlZEIGRADE/WT 2-7/8"IJ-55/6ss PerPs:3,923'-31',3,94l'-48'(GB-6)

NO OF JOINTS 173 jts (5283 ')
TUBING ANCHOR 5295' KB PerPs: 4,607'-09', 4,612'-18'(C-SD)

NO OF JOINTS 2 jts (63 44') Perfs: 4880-4886', 4917-4921, 4925-
SEATINGNIPPLE.2-7/8"(I 10') 4929'(A3 & Al,sands & B1 sands)@
SN LANDED Al 5361 KB 4736-4740

NO OFJOINIS I its (317) Perfs:5,314'-lW,5,324'-40'(CP-I)

TOTAL STRING LENGTH EOT@ 5395 KB
EOT @5395

- CIBP @5,600'

SUCKER RODS PerPs: 5,736'-5,835'(BGR)
POLISHED ROD: I-l/2" x 26' SM polished rods
SUCKER RODS: 1-2', 4' x ¾ pony rods, 104-3/4" guided rods, 94-3/4"
sucker rods, 19-3/4" guided rods 6-1 ½" sinker rods.
PUMP SIZE: CDl 2-l/2" x 1-l/4"x l2x 16"RHAC
STROKE LENGTH: 54"
PUMP SPEED, 4 SPM: PBTD @5,977'

TD @6,257

Castle Peak Fedend #12-24-9-16
794 FWL 2057 FNL
SWNW Section 24-T9S-R16E
Duchesne Co, Utah TW 01/04/2012
API #43-013-30588; Lease



SpudDate.9/7/1993
88ÌCTOn Federal #21-25Y-9-16

Put on Production: 10/28/1993 initial Production: 20 BOPD,

GL: 5692· KB: 5705- Wellbore Diagram 300 MCFD, 45 BWPD

SURFACE CASING
_

FRACJOB

CSG SIZE: 8-5/8" 10/11/93 4632'-4790' Frac zone as follows:

GRADE: K-55 35,000# 16/30 sand in 398 bbis gelled

WEIGHT: 24#
KCL frac fluid Treated@ avg press of
2800 psi wlavg niteof2 5 BPM ISIP

LENGTH: 6 jis (27 I') 2400 psi

HOLE SIZE 12-1/4 10/15/01 4367 -4371 Frac zone as follows:

CEMENT DATA I50 sxs Class G cmt es! 5 bbis cmt to surf 11,340# 16/30 sand in 106 bbis gelled
KCL flac fluid Treated@ avg press of
2600 psi wlavg rateof 154 BPM ISIP
2500 psi

8/18/95 3690 -3929' Frac zone ns follows:
Cemeni Top@ 1800 .-

117,300# 16/30sand in 708 bbis gelled
KCL frac fluid

5/31/98 Shui in Hole in tubing

PRODUCTION CASING 5/25/04 Tubing leak Update rod and tubing

CSG SIZE 5-1/2" details

GRADE K-55

WEIGHT 15 5#

LENGTH 130jts (5622 94')

DEPTH LANDED: 563694'

HOLE SIZE 7-7/8'

CEMENT DATA 215 sxs Thriûy Lile & 294 sxs 50/50 POZ Anchol (ië 3658
CEMENT TOP AT 1800 pei CBL

3690 -3704'

TUBING
SIZE/GRADE/WT 2-7/If / 3-55 / 6 5# 3884'-3895

NO OF JOINTS: 155jts

TUBING ANCHOR 475992'

NO OF JOINTS I jis (32 50 ) 3897 -3903'

SEATING NIPPLE 2-7/8'(I 10')

SN LANDED AT 4795 22'

NO OF JOINTS I jt (28 98') 3919 -3929

TOTAL STRING LENGTH EOT @4825 75'

- 436T-437I'

SUCKER RODS

POLISHED ROD I-l/4" x 16'

SUCKER RODS 1-4' x3/4' pony rod I-1'x 2' pony rod, 1-1 1/2' weight . · 4654'-4658'

bais, 6-1 sciapel tods 21-3/4 sciapel lods 60-3/4 pInin lods. 100-3/4

guided lods

PUMP 5lZE:2-l/2' x I-l/2" x 12 x 15 RHAC

SfROKELENGTH 62

PUMP SPEED, SPM S SPM PERFORATIONREÇQ@
LOGS DLL/ Spectral Density Dual Spaced Neutron, GR, CBL

10/08/93 4790 -4794' I JSPF 8 holes
10/08/93

4654°-4658' I JSPF 4 holes
10/08/93 4632'-4640' I JSPF 6 holes
10/08/93 436T-437l' IJSPF 9holes
08/18/95 3919'-3929' I JSPF 3 holes
08/18/95 3897'-3903' I JSPF 2 holes
08/18/95 3884'-3895' I JSPF 2 holes
08/18/95 3690'-3704' I JSPF 7 holes

SN @4795'

EOT @ 4826'

NEWFlE LO PBTD @5592'
TD @5650'

Balcron Federal #21-25Y-9-16
500' FNL & 1980' FWL
NENW Section 25-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31394; Lease #0-64380

JW
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CASTLE PEAK #'l-28
NEINESECTION 26, T98, Ri6E

DUCHESNECOUNTY,UTAH
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Spud Date: 10/19/1984 Castle Peak 10-23-9-16
Date Completed: 12/1/1984 Initial Production: P&A
P&A: 12/1/1984 Wellbore Diagram
GL: 5704' KB: 5716'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 3658'-4888' Frac C-sd, Al and A3 sands as fonows:

GRADE: J-55
98,000#20/40 sand in 668 bbls KCL fluid

emem Plug R I
WEIGHT: 24#

LENGTH: 7 jts (285')

DEFTH LANDED: 304 55' KB

HOLE SIZE:13"

CEMENT DATA 210 sxsClass "G" cmt

Cement Pluß #3
Between 8 5/8" and 5 ½" casing
65 sxs

PRÇDUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 17#

LENGTH:

DEPTH LANDED: 5427' KB

HOLE SIZE 7-7/8"

CEMENT DATA: 100 sxsLodense & 300 sxs Gypseal

CEMENT TOP AT: ? per CBL

TUBINÇ

Cement Plug #2
3550'-3750'
25 sxs

cementPlug #1 aso sa PERFORATION RECORD
SUCKERRODS 4450'-4650'

25 sxs 3658'-3685' l JSPF 36 holes
4562'-4568' I JSPF 06 holes
4578'-4584' l ISPF 06 holes
4835'-4840' I JSPF 05 holes
4848'-4850' 1 JSPF 02 holes
4883'-4888' I JSPF 05 holes

NEWFIELD PBTD @5380'

TD @5430'

Castle Peak Federal 10-23-9-16
1914' FSL & 184T FEL
NWSE Section 23-T9S-Rl6E
Duchesne Co, Utah
API #43-013-30875; Lease #U-15855

BDH



Multi-ChemAnalyticals. ATTACHMENTF -

1553EastHighway40
Ulti-Cherrt

Vemal,UT84078 A HALLIBUlllUN SERVICE

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Danen Betis
Well Name: FEDERAL13· 1-9-16 Lab Tech: Gary Peterson
Sample Point: Treater
Sample Date: 12/19/2011 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WM130 Brine Chemistry Consortium (Rice University)

9t??T.I•.Tee soooo i (Na 1120A hlo I I): 200
t???.BT!!".T.1 sig sooooo. pasig o yifat 9
???.I•.Tet??. ?! ..7.

.

geesig 52.20 icarbon te (H 214
???.gressure2 (psig: 14.70 Calcium(Ca) 1228.00 Carbonate (CO3) 0.00

991.cgi_aged(nip/L) 88 Irgn ( e) 2 ytangicAcig 93H ) .Ð
???.in?.as(y) oo gin n 0 I ggg Acid( H ) H ) .Ð
Bl."°i"?dCO2(mg/ 0 00 (P 0 lugggg (I¯)

.00

l*f I.".??? I? ...................

00 Arnnion H 0 00 roming ( .¾

H2S in Water (mg/L): 0.00 Manganese (Mn): 26.20 Silica (SiO2): 0.00

Notes:
P=

.06 nign
(PTB = Pounds per Thousand Barrels)

Calclum Berium Sulfate Iron Iron Gypsum Celestite Hallte 2|nc
Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

MI-----------------
70 14 2.82 457.42 0.97 5.17 0.00 0.00 3.57 69.90 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 2.84 455.32 0.73 4.54 0.00 0.00 3.69 69.91 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 2.91 470.68 0.54 3.82 0.00 0.00 3.83 69.92 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 2.99 487.38 0.40 3.10 0.00 0.00 3.96 69.94 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 3.09 504.52 0.29 2.44 0.00 0.00 4.09 69.94 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 3.20 521.34 0.21 1.90 0.00 0.00 4.22 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 3.33 537.25 0.16 1.48 0.00 0.00 4.34 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 3.46 551.81 0.13 1.19 0.00 0.00 4.45 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 3.61 564.73 0.10 1.00 0.00 0.00 4.54 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 3.75 575.88 0.09 0.88 0.00 0.00 4.63 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemthydrate Anhydrate Calcium Zine Lead Mg Ca Mg Fe
CaSO4~0.5H2 CeSO4 Fluoride Carbonate Sulfide Silicate Silicate Silicate

EE -----------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Carbonate

Multi-Chem- A HalliburtonService Wednesday, January 04, 2012
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-.. .- ATTACHMENTF multi-cherrt
Vernal, UT84078 A HALLIBURTON SERVICE

These scales have positive scaling potential under final temperatureand pressure: Calcium Carbonate BariumSulfate IronCarbonate

Calcium Carbonate Barium Sulfate

0.8

= c0.6
o2

200
0.4 2

0 . .0 0 . . .0

20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300

Temperature Temperature

Iron Carbonate

o 40
2

20 31

0 0
20 60 100 140 180 220 260 300

Temperature

Multi-Chem - A Halliburton Service Wednesday. January 04, 2012
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MultidhemAnalyticalLaboratmy ATTACHMENTF multi-chenT
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betts
Well Name: BELUGAINJECTION Lab Tech: John Keel
Sample Point: Comingled
Sample Date: 1/16/2012 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-205556 Brine Chemistry Consortium (Rice University)

Test Date: 1/1602012 Cadans ngVL Anims nyf.

99199I?!•.d L) 825 18 Iron ( e_): 0 50 utag ic cig gaHyggg)
???.il9.as(y o00 gip n) 0 Isobutyric Acid ((Cl-Ig)29HCOO) 0.00

?s°i"?qco2 ng/l.) 0 00 I.gad ( p): 0 lugrigg (g)
I-izq in 999(y onjg NH ronligg(gr):
H2S in Water (mg/L): 55.00 Manganese (Mn): 0.20 Silica (SiO2):

Notes:
P=2.8

(PTB = Pounds per Thousand Barrels)

alcium Barium Sulfate iron iron Gypsum Celestite Halite Zinc
Cerbonale Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

-E-----------------
70 14 0.79 15.32 1.73 1.29 3.48 0.28 0.81 0.31 0.00 0.00 0.00 0.00 0.00 0.00 11.70 0.21

95 157 0.82 15.56 1.50 1.27 3.26 0.28 0.94 0.32 0.00 0.00 0.00 0.00 0.00 0.00 11.18 0.21
121 300 0.89 16.81 1.32 1.25 3.14 0.28 1.09 0.33 0.00 0.00 0.00 0.00 0.00 0.00 10.77 0.21

146 443 0.99 18.22 1.19 1.22 3.08 0.28 1.24 0.34 0.00 0.00 0.00 0.00 0.00 0.00 10.44 0.21
172 585 1.10 19.64 1.09 1.21 3.08 0.28 1.39 0.35 0.00 0.00 0.00 0.00 0.00 0.00 10.16 0.21

197 728 1.23 20.92 1.03 1.19 3.11 0.28 1.53 0.35 0.00 0.00 0.00 0.00 0.00 0.00 9.94 0.21
223 871 1.36 21.98 1.00 1.18 3.17 0.28 1.65 0.35 0.00 0.00 0.00 0.00 0.00 0.00 9.76 0.21

248 1014 1.50 22.79 0.99 1.18 3.26 0.28 1.77 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.21
274 1157 1.65 23.37 1.00 1.18 3.36 0.28 1.87 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.47 0.21
300 1300 1.79 23.76 1.02 1.18 3.47 0.28 1.96 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.36 0.21

Hemihydrate Anhydrate Calcium Zinc Leed Mg Ca Mg Fe
CaSOOD.SH2 CaSO4 Fluonde Carbonate Sulfide Silicate Silicate Silicate

------------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.98 0.12 0.00 0.00 0.00 0.00 0.00 0.00
95 157 0.00 0.00 0.00 0.00 0.00 0.00 0.33 0.14 13.13 0.12 0.00 0.00 0.00 0.00 0.00 0.00

121 300 0.00 0.00 0.00 0.00 0.00 0.00 0.67 0.21 12.45 0.12 0.00 0.00 0.00 0.00 0.00 0.00

146 443 0.00 0.00 0.00 0.00 0.00 0.00 0.98 0.24 11.87 0.12 0.00 0.00 0.00 0.00 0.00 0.00
172 585 0.00 0.00 0.00 0.00 0.00 0.00 1.25 0.25 11.38 0.12 0.00 0.00 0.00 0.00 0.00 0.00
197 728 0.00 0.00 0.00 0.00 0.00 0.00 1.49 0.26 10.96 0.12 0.00 0.00 0.00 0.00 0.00 0.00
223 871 0.00 0.00 0.00 0.00 0.00 0.00 1.70 0.26 10.61 0.12 0.00 0.00 0.00 0.00 0.00 0.00
248 1014 0.00 0.00 0.00 0.00 0.00 0.00 1.87 0.27 10.30 0.12 0.00 0.00 0.00 0.00 0.00 0.00
274 1157 0.00 0.00 0.00 0.00 0.00 0.00 2.00 0.27 10.04 0.12 0.00 0.00 0.00 0.00 0.00 0.00

300 1300 0.00 0.00 0.00 0.00 0.00 0.00 2.11 0.27 9.80 0.12 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulflde

Multi-Chem- AHalliburtonService Friday,January 20, 2012
shics Commitment Page 1 of 3 Excellence



Multi-ChemAnalyticalamt- ATTACHMENTY multi-chenT
1553 East Highway40
Vernal,UT84078 A HALLIBURTON SERVICE

These scales have positive scaling potential under final temperatureand pressure: CalclumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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Multi-Chem- A HalliburtonService Friday, January 20, 2012
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Attachment "G"

Federal #15-22-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4912 4922 4917 3269 1.10 3237
4780 4798 4789 2490 0.95 2459

Minimum 2459

Calculation of Maximum Surface injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



NEWFIELD ATTACHMENTé |
DAILY COMPLETION REPORT

WELL NAME: Federal 13-24-9-16 Report Date: 1/23/2008 Day: 1

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFl#shots Z.one Perfs SPFl#shots

LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/22/2008 SITP: SICP: 0

Install 5m frac head. NU 6" 5K Cameron BOP. RU HIO truck& pressure test casing, blind rams, frac head, csg 8
casing valves to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @5401' & cement to
@92'. Perforate stage #1, LODC sds @4912-4922' w/ 3-1/8" Slick Guns (19 gram, .49"EH. 120 ) w/ 4 spf for total o
40 shots. 110 BWTR. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 110 Starting oil rec to date:
Fluid log/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 110 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $540
Company: NPC NU crew $300
Procedure or Equipment detail: NDSI trucking $800

Perforators LLC $5,613
Drillingcost $305,620

Zubiate Hot Oil $528
Location preparation $300

NPC wellhead $1,500
Benco - anchors $1,200

Admin. Overhead $3,000
NPC Supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $319,701

Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 1/31/2008 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFI#shots Z_one Perfs SPFI#shots

LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/30/2008 SITP: SICP: 0

Day2a.
RU BJ Services "Ram Head" frac flange. RU BJ & frac LODC sds, stage #1 down casing w/ 19518#'s of 20/40 sanc

in 315 bbis of Lightning 17 frac fluid. Open well w/ 0 psi on casing. Perfs broke down @ 3037 psi. Pump 30 gals o
Techna Hib chemical. Treated @ ave pressure of 3001 wl ave rate of 23.2 bpm w/ 6.5 ppg of sand. Spot 12 bbls o
15% HCL acid in flush for next stage. ISIP was 3269. 425 bbis EWTR. See day2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 110 Starting oil rec to date:
Fluid los_t/recovered today: 315 Oil lost/recovered today:
Ending fluid to be recovered: 425 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand Frac
Company: BJ Services

Procedure or Equipment detail: LODC sds down casing Weatherford Services $1,000
1722 gals w/ Techna Hib & to cross link C-D trkg frac water $300

1974 gals of pad NPC fuel gas $500
1511 gals w/ 1-4 ppg of 20/40 sand BJ Services LODC sds $18,970
1067 gals w/ 4-6.5 ppg of 20/40 sand NPC Supervisor $300
504 gals of 15% HCL acid
Flush w/ 4452 gals of slick water

**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 3317 Max Rate: 23.4 Total fluid pmpd: 315 bbis
Avg TP: 3001 Avg Rate: 23.2 bpm Total Prop pmpd: 19,518#'s

ISIP: 3269 5 min: 10 min: FG: 1.1 DAILY COST: $21,070
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 1/31/2008 Day: 2b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4850'

PERFORATION RECORD
Zone Perfs SPF/#shots Z_one Perfs SPFI#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/30/2008 SITP: SICP: 2528

Day2b.
RU Lone Wolf WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 18' per

gun. Set plug @ 4850'. Perforate A1 sds w/ 3-1/8" Slick Guns (23 gram, .43"HE, 90 ) w/ 4 spf for total of 72 shots
RU BJ & frac stage #2 w/ 102,122#'s of 20/40 sand in 772 bbls of Lightning 17 frac fluid. Open well wl 2528 psi or
casing. Perfs broke down @4108 psi. Pump 30 gals of Techna Hib chemical. Treated @ ave pressure of 2124 w
ave rate of 23.3 bpm w/ 8 ppg of sand. ISIP was 3269. 1197 bbis EWTR. RD BJ & WLT. Flow well back. Wel
flowed for hours & died w/ bbls rec'd. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac
Company: BJ Services

Procedure or Equipment detail: A1 sds down casing Weatherford Services

1721596 gals w/ Techna Hib & to cross link C-D trkgfrac water $1,700
7879 gals of pad NPC fuel gas $500

5319 gals wl 1-5 ppg of 20/40 sand BJ Services A1 sds $25,268

10622 gals w/ 5-8 ppg of 20/40 sand Lone Wolf A1 sds $6,310
2329 gals wl 8 ppg of 20/40 sand

Flush wl 4662 gals of slickwater

Max TP: 2421 Max Rate: 23.4 Total fluid pmpd: 772 bbis
Avg TP: 2124 Avg Rate: 23.2 bpm Total Prop pmpd: 102,122#'s

ISIP: 2490 5 min: 10 min: FG: .95 DAILY COST: $35,978
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-l

DAILY COMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/1/2008 Day: 3

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 5550' BPISand PBTD: 5635'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/31/2008 SITP: SICP: 150

Thaw well out. MIRUSU. Open well w/ 150 psi on casing. Bled well down. RD Cameron BOP's & 5K frac head.
Instal 3K production tbg head & Schaefer BOP's. RU 4-3/4' Chomp bit & bit sub. Tally & pickup off trailer used
string of 2-7/8", 6.5#, 8EUE, J-55 tbg. 150 jts in tag sand @ 4815'. RU pump, tanks & swivel. Circulate down to
plug @ 4850'. Drlg out plug. TlH w/ tbg to tag sand @5473'. C/O sand to PBTD @5635'. LD 2 jts tbg. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1197 Starting oil rec to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Western rig $4,271

KB 12.00' 1 1/2" X 22' polished rod Weatherford BOP's $255
180 2 7/8 J-55 tbg (5635') X 3/4" ponies B&L - new J-55 tbg $17,315

TA (2.80' @ KB) 3/4" scrapered rods NDSI wtr trk $500
2 7/8 J-55 tbg (') 3/4" plain rods Unichem Chemical $400
SN (1.10' @ ' KB) 3/4" scrapered rods Zubiate Hot Oil $546
2 7/8 J-55 tbg (') 1 1/2" weight rods Monks pit reclaim $1,800
2 7/8 NC (.45') CDI 2 1/2' X 1 1/2" X 15' NPC sfc equipment $130,000

EOT W/ 12' KB RHAC pump W/ SM plunger MechamLabor/welding $19,500
NDSI wtr disposal $3,000

Nabors power swivel $750
Mtn West Sanitation $400

NPC Supervisor $300
DAILY COST: $179,037

Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILY COMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/2/2008 Day: 4

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5635'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BP/Sand PBTD: 5635'

PERFORATION RECORD
Zone Perfs SPF/#shots Z_one Perfs SPFl#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/1/2008 SITP: SICP: 0

Thaw well out. Open well wl vacuum on casing. RU swab & made 17 runs to recover 110 bbis of fluid. IFL was
100'. Last run showed trace of oil wl no sand. FFL was 1900'. RD swab equip. TlH w/ tbg to tag no new sand.
Circulate well clean @ BPTD @5635'. TOOH w/ tbg. LD bit & bit sub. TlH lost NC, 2 jts SN, 1jt down hole, had to
make a tripw/ tbg to retrieve lost tbg. TlH w/ NC, 2 jts tbg, SN, 1 jt tbg, TA CDI new 45,000# shear, 59 jts tbg.
SlFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: 81 Oil lost/recovered today:
Ending fluid to be recovered: 1116 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL COSTS
Western rig $4,469

KB 12.00' i 1/2" X 22' polished rod Weatherford BOP's $255

180 2 7/8 J-55 tbg (5635') X 3/4" ponies CDI SN & TA $600
TA (2.80' @ KB) 3/4" scrapered rodS NPC trkg choke, toilet,swvl $900
2 7/8 J-55 tbg (') 3/4" plain rods $400
SN (1.10' @ ' KB) 3/4" scrapered rods Zubiate Hot Oil $508
2 7/8 J-55 tbg (') 1 1/2" weight rods NPC location cleanup $400
2 7/8 NC (.45') CDI 2 1/2'X 1 1/2"X 15' NPC Supervisor $300

EOT W/ 12' KB RHAC pump W/ SM plunger

DAILY COST: $7,832
Completion Supervisor: Ron Shuck TOTAL WELL COST:





NEWFIELD ATTACHMENTG-l

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/7/2008 Day: 6

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5635'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 4989' BP/Sand PBTD: 5635'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/5/2008 SITP: SICP: 0

Repair surface equipment. PWOP @3:00 pm w/ 102" SL & 5 SPM. Final report.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1 Starting oil rec to date:
Fluid lostIrecovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 1101 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS

KB 12.00' 1 1/2" X 22' polished rod new

154 2 7/8 J-55 tbg 4878.21' 2', 4' X 3/4" ponies used

TA (2.80' @ KB) 4890.21' 100- 3/4" scrapered rodsused

1 2 7/8 J-55 tbg (31.50') 70- 3/4" plain rods used

SN (1.10') 4924.51' 20- 3/4" scrapered rods used

2 2 7/8 J-55 tbg (63.91') 6- 1 1/2" weight rods used

2 7/8 NC (.45') 2 1/2' X 1 1/2" X 16' X 19.5' NPC Supervisor $300
EOT WI 12' KB 4989.97' RHAC pump Wl SM plunger

CDI pump w/ 176" SL

DAILYCOST: $300
Completion Supervisor: Ron Shuck TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4730'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 171' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 43 sx Class "G" cement down 5 ½" casing to 365'

The approximate cost to plug and abandon this well is $42,000.

Federal



ATTACHMENT\
FEDERAL 13-24-9-16

Spud Date: 11/6/07
Put on Production: 2/5/08
GL: 5656' KB: 5668• 3roposed P.LA

Mellbore Dia yam
SURFACECASING
CSG SIZE: 8-5/8"

GRADE: J-55 Coment Top@ 92' - -

Pump 43 sx Class "G" Cement down 5-1/2" casing to365'
GHT 274j

s (302 73') Casing Shoe @315'
DEPTH LANDED: 314.58'

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 exs Class "G" cmt

PRODUCTIONCASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 132jts (5661 02')
120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

HOLE SIZE: 7-7/8" (1202'-1322')

DEPTH LANDED: 5674.27'

CHMENT DATA: 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ

CBMENT TOP AT: 92'

- 171' balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2525'-2696')

100' (12 sx) Class G Cement plu8 on top of CIBP

CIBP @4730'
I i | 2 4780-4798'

I = = 1 4912-4922'

NEWFIELD PBTD @5635'

Federal 13-24-9-16
TD @5700'

684' FSL & 423' FWL
SWSW Section 24-T98-R16E

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855

JL



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR o o 00 o

BUREAU OF LAND MANAGEMENT 5. Lease Seria!No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-IS855

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPU
1. Type of Well

Oil Well O Gas Well Ü Other 8. Well Name and No.

2. Name of Operator FEDERAL 13-24-9-16

NEWFIELD PRODUCTION COMPANY DAPI Mll a
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333342

Myton, UT 84052 435 646 3721 10. Field and Pool, or Exploratory Area

4. LocationofWell (Footage, Sec., T., R., M, or Survey Description) GREATER MB UNIT
684 FSL 423 FWL \ l. County or Parish, State

SWSW Section 24 T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production (Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to Injector O Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones. Attach the

Bond under which the work wiH be performed or provide the Bond No, on file with BLM/BlA. Required subsequent reports shall be filed within 30 days following completion

ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

Newfield Production proposes to convert the above mentioned well from producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

IS SPACE FOR FED

STechnicianOFFICE

USE

Approved bv Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false, fictitious and fraudulent statements or reoresentations a,s tp yv matter within its jurisdiction

(Instructions on page
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NEWFIELD

September 15, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill
Federal 9-24-9-16 Federal 13-24-9-16
Federal 10-24-9-16 Federal 14-24-9-16
Federal 11-24-9-16 Federal 15-24-9-16
Federal 12A-24-9-16 Federal 16-24-9-16

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed 13-24-9-16 and 14-
24-9-16 are Exception Locations. Our Land Department will send you the required
Exception Location Letters. If you have any questions, feel free to give either Brad
Mecham or myself a call.

Mandie Crozier
Regulatory Specialist

me
enclosures

RECEIVED
SEP2O2006

DN.0FOIL,GAS&MINING

Newfield Exploration Company Route 3 Bo× 3630 Myton, UT84052 (435) 646-3721 Fax (435)
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Form 3160-3 FORMAPPROVED
(September 200 l) OMB No. 1004-0136

UNITED STATES
ExpiresJanuary3l.2004

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-15855

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. IfIndian, AllotteeorTribeName

N/A

la. Type of Work: Q| DRILL Ü REENTER
7. If Unit or CA Agreement, Name and No.

N/A
8. Lease Name and Well No.

Ib. Type of Well: S Oil Well Ü Gas Well Ü Other S Single Zone Ü Multiple Zone Federal 13-24-9-16

2. Name of Operator 9. API Well No.
Newfield Production Company d a -Š 3597,

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk.and Survey or Area

At surface SWISW 684' FSL 423' FWL / • Ô/Í f Ô f
SW/SW Sec. 24, T9S R16E

At proposed prod. zone jg i

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 18.4 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 684'f/Ise, NA'fluna 1200.00 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1326' 5770' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approxirnate date work will start* 23. Estimated duration

5656' GL 1st Quarter 2007 Approximately seven (7) Clays from spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authorized officer.

25. S Name (Printed/Typed) |Date
Mandie Crozier | 9/15/06

Title
ry Specialist ' '

Ap r ved g . t ) Name (Printed/Typed) ',Date

BRADLEYG. HILL ',Ota-fL--D'l
Title OfilrklVIRONMENTALMANAGER

I
I

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructionsonreverse)

RECEIVED
Federal Approval ni this SEP20 2008Actionis Necessary
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NEWFIELD PRODUCTION COMPANY
FEDERAL #13-24-9-16

SW/SW SECTION 24, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. I

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORK4 TION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 2080'
Green River 2080'
Wasatch 5770'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2080' - 5770' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

FEDERAL #13-24-9-16
SW/SW SECTION 24, T9S, RI6E
DUCHESNECOUNTY,UTAH

ONSHORE ORDER NO. I

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Federal #13-24-9-16 located in the SW
1/4 SW 1/4 Section 24, T9S, Rl6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southeasterly along Hwy 53 - 11.7miles ± to it's
junctionwith an existing road to the southwest; proceed southwesterly - 4.8 miles ± to it's
junctionwith the beginning of the proposed access road; proceed southeasterly along the
proposed access road - 1,680'± to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATERSUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTIONMATERTALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.

9. WELL SITE LAYOUT

See attached Location Layout
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10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP- Bureau Of Land Management (Proposed location and access roads
leading to).

12. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOAC Report #05-270, 9/7/05. Paleontological Resource Survey prepared by, Wade
E. Miller, 9/28/05. See attached report cover pages, Exhibit "D".

Newfield Production Company requests 1,680' of disturbed area be granted in Lease UTU-15855
to allow for construction of the planned access road. Refer to Topographic Map "B". For the
planned access road a width of 60' will be needed for construction purposes with a permanent
width of 30' and a running surface of 18'. The construction phase of the planned access road
will last approximately (5) days. The planned access road will be an 18' crown road (9' either
side of the centerline) with drainage ditches along either side of the proposed road whether it is
deemed necessary in order to handle any run-off from normal meteorological conditions that are
prevalent to this area. The maximum grade will be less than 8%. There will be no culverts
required along this access road. There will be barrow ditches and turnouts as needed along this
road. There are no fences encountered along this proposed road. There will be no new gates or
cattle guards required. All construction material for this access road will be borrowed material
accumulated during construction of the access road.

Newfield Production Company requests 1,680' of disturbed area be granted in Lease UTU-15855
to allow for construction of the proposed gas lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel
gas line and 30' wide upon completion of the proposed gas lines. Both lines will tie in to the
existing pipeline infrastructure. Refer to Topographic Map "C." For a ROW plan of
development, please refer to the Monument Butte Field SOP.

Newfield Production Company requests 1,680' of disturbed area be granted in Lease UTU-15855
to allow for construction of the proposed water lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a buried 3" steel water injection line and a
buried 3" poly water return line and 30' wide upon completion of the proposed water lines.
Refer to Topographic Map "C." For a ROW plan of development, please refer to the
Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S Rl9E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
None for the proposed Federal 13-24-9-16.

Reselve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field
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Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Western Wheatgrass Pascopyrum Smithii 6 lbs/acre
Galletta Grass Hilaria Jamesii 6 Ibs/acre

Details of the On-Site Inspection
The proposed Federal #13-24-9-16 was on-sited on 3/22/06. The following were present; Shon
Mckinnon (Newfeild Production), Nate West (Bureau of Land Management), and Brandon
McDonald (Bureau of Landmanagement). Weather conditions were clear and ground cover was
100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Shon Mckinnon
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-372 I

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #13-24-9-16 SW/SW Section 24, Township 9S, Range 16E: Lease UTU-15855
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by US Specialty
Insurance #B001832.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
true and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

9/15/06
Date Mandie Crozier

Regulatory Specialist
Newfield Production



NEWÊLD PRODUCTION PANY
CASTLE PEAK 13-24-9-16

Section 24, T9S, RiBE, S.L.B.&M.

PROPOSED A CCESS /

ROAD (Max. 6% Grade) Toe of
. . f Ei// Slop e

E/1 J. 4

STA. 2+90 . Existing
Droinage

ROUND CORNER TO
Avoto Excess nu : P/ T TOPSO/

ROUND CORRER TO STOCl VLE
?? AVO/O EXCE::S RU

/1.5
STA. 2+22

, GRADE

2' Berrn Around Fi//
Portion of Location

STA. 1+60

WELLHEAD: Note: \
UNGRADED = 5656.4' E/ore p/t is to be
E/N. GRADE = 5653. J' /ocated at /eost 80

ss frorn well head
MATER/AL

Existing
Droinage ROUND CORNER TO

,STA.

0+0Avolo cEss r

C/0. 7
cut siope REFERENCE POINTS

210' SOUTHWEST = 5668.3'
260' SOUTHWEST = 5671.9

\ 170' NORTHWEST = 5646.5'
220' NORTHWEST = 5644.8'

SURVEYED BK O.P. SCALE 1" = 50' 'r·1 Sta,te 636>'"'-26

La,nd Surveying, Inc.
DRA WN BK F TM. DATE: 06-19-06

\ 180 NORTH VERNALAVE. VERNAL, UTAH



NÊFIELD PRODUCTIOËCOMPANY
CROSS SECTIONS

CASTLE PEAK 13-24 - 9-16

1" = 50' SM. 2+90

1" = 50' SM. 2+22

EX/ST/NG
GRADE \

F/N/SHED GRADE \

so' SM. 1+60

so' SM. 0+00 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

1TEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 4,110 4,100 Topsoil is 10
UNLESS OTHERWISE NOTED not included

PIT 640 0 in Pad Cut 640
ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 4,750 4,100 1,050 650

SURVEYED BP D.P. SCALE: 1" = 50' e State t'36""'¯26°'
La,nd Surveying, Inc.

DRA WN BK E EM. DATE: 06-19-06
180 NORTH VERNALAVE. VERNAL,UTAH
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Newfield Production Company
Proposed Site Facility Diagram

Federal 13-24-9-16

SWISW Sec. 24, T9S, R16E

Duchesne County, Utah
UTU-15855

Well Head 55 Gallons

.........................

Methonol

Pumping Unit Legend

165 Gallons Emulsion Line -

: Chemical Drums
.!

LoadRack ¯----------

WaterLine -·-·-·---·

55 Gallons
MotorOil Heater Gas Sales - ·-··--··-··

Treater Oil Line

Gas Sales Meter.

I
I
IWater Tank 6 -- -

200 bbi i Production Phase:
I 1) Valves 1, 3, and 4 sealed closed
I

2) Valves 2, 5, and 6 sealed open

I
2 --

Sales Phase:
4 Production Tank 3 - - 4 - - - - - - - - - _ _

Load Rack

1) Valves 1, 2, 4, 5, and 6 sealed closed
400 bbi 1 -

2) Valve 3 open

I
5 | i

Draining Phase:

2 1) Valves 1 and 6 open

Production Tank
4

400 bbl
3 - - U
1 -- -'

Diked
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SemeydsyŸ« Proposed Access

\ (435) 781-2501
100 Nor Vemd M. Mimni.Ulah84076

Castle Peak 13-24-9-16 - .. ... - - - - - -

SEC. 24, TSS, R16E, S.L.B.&M. •



Li

390

Proposed Location
Cande Peak 13-24

Legend auss--

Existing Road

Proposed Access
(435) 781 2501

yr 100 Nor4 Vemal Ave Vamel, Utah84078

Castle Peak 13-24-9-16 •-•

SEC. 24, T9S, R16E, S.L.B.&M. "
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Gas Pipeline
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Proposed Location
Castle Peak 13-24
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180 Nortti Vemal Ave saml, Ud 24078

Castle Peak 13-24-9-16 - .
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SEC. 24, T9S, R16E, S.L.B.&M.
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g-ffgt; O Location
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CULTURALRESOURCE INVENTORYOF
NEWFIELDEXPLORATION'S BLOCKPARCEL

INTÓWNSHIP9S, RAhlGE16E, SECTION23 and 24,
DUCHESNE COUNTY, UTAH

By:

Andre' Jendresen
and

Keith Montgomery

Prepared For:

Bureau of Land Management Vernal Field Office

Prepared Under Contract With:

NewfieldExplorationCompany
Rt. 3 Box 3630

Myton,UT84052

Submitted By:

Keith R. Montgomery
MontgomeryArchaeological Consultants, Inc.

P.O. Box 147
Moab, Utah 84532

MOAC Report No. 05-270

September 7, 2005 -

United States Department of Interior (FLPMA)
Permit No. 05-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.



\
NEWFIELD PRODUCTION COMPANY

I
I

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE.COUNTY, UTAH

SW 1/4, SE 1/4, and SW 1/4, Section 9 [9,11,12,13 & 14-9-9-16]; Entire Section 22
(excludingNE 1/4, NE 1/4 & NW 1/4,NW 1/4) [2,3,5 throughl6-9-9-16]; EntireSection 23 (excluding SE 1/4,NW 1/4, SW.1/4, NE 1/4, NE 1/4 & NW 1/4, SE 1/4)[1 through 5, 8,11 through 16-9-916]; Entire Section 24 (excluding SW 1/4, NW 1/4)[1 through 4, 6 through 16-9-9-16] all in Township9 South, Range 16 East

REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by: -

Wade E. Miller
ConsultingPaleontologist

September 28,



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/20/2006 API NO. ASSIGNED: 43-013-33342

WELL NAME: FEDERAL 13-24-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSW 24 090S 160E .Tech Review Initials Date
SURFACE: 0684 FSL 0423 FWL
BOTTOM: 0684 FSL 0423 FWL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.01111 LONGITUDE: -110.0751

UTM SURF EASTINGS:578941 NORTHINGS: 4429189 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-15855 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit:

(No. UTBOOOl92 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit s/ R649-3-3. Exception

(No. MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) .R649-3-11. Directional Drill

COMMENTS:
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IIDERAI

itiNAar i I i3
14-13-g!6 FEDLR41 y i:) y

16 i4 9 t6 FEDER 41
15-13-9 16 i6 :3 9 i6

13-13-9-16
.

T9S R16E TSS R17E

FEDERAI FEDERAL
F ERAL

1-23-9-16 FEDERAL
2-24 9-16

FEbERAI.
I-23 FEDERAL

3-24-9-I6

I
FEDERAL

FEDERAL 7-24 9 16
8 23 9-16

CAril.EPEAR C tsILI PK FEDERAL
FED8-23 I FD 12 24 6-24 9 16 FEDER 41

ITTD FED
' 8-24- 16

2&S

14

FEDERAL
10-24-9-16 FEDERAL

EDERAL 9-24-9-16
9 22 . 24 2 FEDERAI.

FED AL
11-24 ' B A

12A-24-9-16 FEDERAL
11-24-9-16

MONUMENT BUTTE FIELD

FEDERAL FEDERAL FEDERAL
16-23 9-16 13-24-9-16 FEDERAL 15-24 9 16 FEDERAL

14-24 -16 16-24 9-16

ITDERAL
21-25Y •

FEDERAL
I-26 +

OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 24 T.9S R. 16E

FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE

SPACING:R649-3-3/EXCEFFIONLOCATION
WellsS

Of Utah 00 Gas and Maag
x LOCATION ABANDONED
e NEW LOCATION NField Status Unit Status 4 PLUGGED & ABANDONED

ABANDONED EXPLORATORY y PRODUCING GAS
GAS STORAGE e PRODUCING OILAcrIVE NF PP OIL

-g- SHUT-IN GASCOMBINED NF SECONDARY
. SHUT-IN OIL W E

INACTIVE F DING
)s( TEMP. ABANDONED

PROPOSED
PP GAS o TEST WELL

RARINAETED
PP GEOTHERML A WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA WHITNEY
SECONDARY g WATER DISPOSAL DATE: 21-SEFTEMBER-2006
TERMINATED .
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UNITED STATES DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
VERNAL FIELD OFFICE

170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SWSW, Sec 24, T9S, R16E
Well No: Federal 13-24-9-16 Lease No: UTU-15855
API No: 43-013-33342 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker 435-781-4490 435-828-4470
Petroleum Engineer: Michael Lee 435-781-4432 435-828-7875
Petroleum Engineer: James Ashley 435-781-4470 435-828-7874
Petroleum Engineer: Ryan Angus 435-781-4430 435-828-7368
Supervisory Petroleum Technician: Jamie Sparger 435-781-4502 435-828-3913
NRS/Enviro Scientist: Paul Buhler 435-781-4475 435-828-4029
NRS/Enviro Scientist: Karl Wright 435-781-4484
NRS/Enviro Scientist: Holly Villa 435-781-4404
NRS/Enviro Scientist: Melissa Hawk 435-781-4476 435-828-7381
NRS/Enviro Scientist: Chuck MacDonald 435-781-4441
NRS/Enviro Scientist: Jannice Cutler 435-781-3400
NRS/Enviro Scientist: Michael Cutler 435-781-3401
NRS/Enviro Scientist: Anna Figueroa 435-781-3407
NRS/Enviro Scientist: Verlyn Pindell 435-781-3402
NRS/Enviro Scientist: Darren Williams 435-781-4447
NRS/Enviro Scientist: Nathan Packer 435-781-3405

Fax: 435-781-4410

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Ï ocailon ÒonsiructÍcm ortyäÏgÏTt(45 ÏÏoursprior to consiruction oÏÏocationanii
(Notify NRS/Enyko Scieritist) _ _ access roads.
Location Completion - Prior to moving on the drilling rig.
(Notify NRS/Enviro Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleurn Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supervisory Petroleum Technician) cementing all casing strings
BOP & Related Equipment Tests - Twenty-Four (24) hours pnor to initiating pressure tests
(Notify Supervisory Petroleum Technician)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for i

rnore than ninety (90)
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Surface COAs

• If there is an active Gilsonite miningoperationwithin2 miles ofthe well location, operatorshall
notifythe Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction,the operator is to immediately stop
work and contact the Authorized Officer(AO). A determination willbe made by the AO as to what
mitigationmay be necessary for the discovered paleontologic material before construction can
continue.

Specific Surface COAs

• Adhere to Executive Order 5327 of April 15, 1930, stipulations for lands in oil shale withdrawal.

• Lands in this lease have been identified as containingGolden Eagle and Ferruginous Hawk
habitats. Modifications to the Surface Use Plan of Operations may be required in orderto protect
Golden Eagle and Ferruginous Hawk habitats from surface disturbing activities in accordancewith
Section 6 ofthe lease term, Endangered Species Act, and 43 CFR 3101.1-2.

• Timing Limitations: None as per previous field examinationsand existing data.

• This well is being approved in accordance with Washington Instruction Memorandum 2005-247
and Section 390 (Category 3) ofthe Energy Policy Act which establishes statutory categorical
exclusions (CX) under the National Environmental Policy Act (NEPA). Category 3 states that an
oilor gas well can be drilledwithina developed field for which an approved land use plan or any
environmentaldocument prepared pursuant to NEPA analyzed drillingas a reasonably
foreseeable activity,so long as such plan or document was approvedwithin five (5) years prior to
the date of spudding the well. This well is covered under the Final Environmental Impact
Statement and Record of Decision Castle Peak and Eightmile Flat Oiland Gas Exploration Project
Newfíeld Rocky Mountains Inc., signed August 24, 2005. Ifthe well has not been spudded by
August 24, 2010, a new environmental document will have to be prepared prior to the approval of
the APD.

• Allapplicable local, state, and/or federal laws, regulations, and/or statutes will be complied with.

• Right ofway (ROW) will not be required

• Alltrafficrelated to this actionwillbe restricted to approved routes. Cross-country vehicle travel
will not be allowed.

• No vehicle travel, construction or routine maintenance activities shall be performed during periods
when the soil is too wet to adequately support vehicles and/or construction equipment. If such
equipment creates ruts in excess of three inches deep, the soil shall be deemed too wet to
adequately support construction equipment.

• The access road will be crowned and ditched. Flat-bladed roads are not
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• If additionalerosionoccurs during the life ofthis project, more culverts,Iow water crossings,
berms, wing ditches or etc. willbe needed to control the erosion.

• Low-water crossings willbe appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines willbe buried at all major drainage crossings.

• Prevent filland stock piles from entering drainages.

• The reserve pit willbe lined with a 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal site.

• When the reserve pit containsfluids or toxicsubstances, the operatormust ensure animals do not
ingest or become entrapped in pit fluids.

• If paleontologic or cultural materials are uncovered during construction, the operatorshall
immediately stop work that might further disturb or move such materials and contact the
Authorized Officer(AO)within 48 hours. A determination will be made by the AO as to necessary
mitigationfor the discovered paleontologic/culturalmaterial.

• If Uinta Basin hookless cactus or otherspecial status plants are found, construction willcease and
the AO willbe notified to determine the appropriate mitigation.

• The following seed mix (PLS formula) will be used for interim reclamation:

Western Wheatgrass Pascopyrum smithii) 6 Ibs/acre
Galleta Grass Hilaria jamesii) 6 lbs/acre

Rates are set for drillseeding; double the rate if broadcasting.
Reseeding may be required if initial seeding is not successful.

• The operator willbe responsible for treatmentand controlof invasive and noxious weeds.

• The topsoilfrom the reserve pit shallbe stripped and piled separately near the reserve pit. When
the reserve pit is closed, it shall be recontoured and the topsoilrespread, and the area shall be
seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology,topsoil
shall be respread, and the entire location shall be seeded witha seed mix recommended by the
AO (preferably of native origin). Seed applicationwill follow all guidelines in the interim seed mix
bullet statement above. If reclamation seeding shall take place using the broadcast method, the
seed at a minimumwillbe walked into the soil with a dozer immediately after the seeding is
completed.

• The authorized officermay prohibitsurface disturbing activities during severe winter conditions to
minimizewatershed damage. This limitation does not applyto operationand maintenance of
producing
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• The authorizedofficermay prohibitsurface disturbing activities during wet or muddy conditionsto
minimizewatershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA willbe painted Olive Black.

• All boulders with a length or diameter greater than 3 feet, that are found showing at the surface,will
be stockpiledfor use during final reclamation.

• Notify the Authorized Officer48 hours prior to surface disturbing
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DOWNHOLE CONDITIONSOF APPROVAL

SITE SPECIFIC DOWNHOLE CONDITIONSOF APPROVAL

• Production casing cement shallbe brought up and into the surface.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETION/PRODUCINGOPERATINGSTANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Officewithin 24 hours of
spudding.

• Notify Vernal Field OfficeSupervisory Petroleum Enqineerinq Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use untilthe well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE componentsshall be inspected daily and those inspections shallbe recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil&
Gas Order No. 2 to insure good mechanical workingorder. AIIBOPE pressure tests shall be
performed by a test pump with a chart recorder and .NOT_by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfreshhard-banded drillpipe shall be used withincasing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copyofthe analyses submittedto the BLM
Vernal Field Office.

• The operator must report encounters ofallnon oil&gas mineral resources (such as Gilsonite,
tar sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within5 workingdays of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name ofthe person
making the report (along witha telephonenumber) should the BLM need to obtain additional
information.

• A completeset of angular deviation and directional surveys of a directional well willbe
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the
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• Chronologic drillingprogress reports shallbe filed directly with the BLM, Vernal Field Officeon a
weekly basis in sundry, letter format or e-mail to the Petroleum Engineers untilthe well is
completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilizedto determine the bond qualityfor the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shallbe no deviation from the proposed drilling, completion, and/orworkover program as
approved. Safe drillingand operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATINGREQUIREMENT REMINDERS:

• Allwells, whether drilling,producing, suspended, or abandoned, shall be identified in accordance
with 43 CFR 3162.6. There shall be a sign or markerwith the name of the operator, lease serial
number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "MonthlyReport of
Operations"(Oiland Gas Operations Report ((OGOR)) startingwith the month in which operations
commence and continueeach monthuntilthe well is physically plugged and abandoned. This report
shall be filed in duplicate, directly with the Minerals Management Service, P.O. Box 17110, Denver,
Colorado 80217-0110, or call 1-800-525-7922 (303) 231-3650 for reportinginformation.

• Should the well be successfullycompleted for production, the BLMVernal Field officemust be
notified when it is placed in a producing status. Such notification willbe by written communication
and must be received in this office by not later than the fifthbusiness day following the date on which
the well is placed on production. The notification shall provide, as a minimum, the following
informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royaltywillbe
paid).

o The nature of the well's production, (i.e., crude oil,or crude oiland casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and numberon which the well is located; otherwisethe
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, ifapplicable.

o Communitization agreement number, ifapplicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approvalfrom the BLMVernal Field Office.

• Allundesirable events (fires, accidents, blowouts, spills,discharges) as specified in NTL3A willbe
reported to the BLM,Vernal Field Office. Major events, as defined in NTL3A,shall be reported
verbally within 24 hours, followed by a written reportwithin 15 days. "Other than Major Events" will
be reported in writingwithin 15 days. "Minor Events" willbe reported on the Monthly Report of
Operations and Production.

• Whether the well is completedas a dry hole or as a producer, "WellCompletion and Recompletion
Report and Log" (BLM Form 3160-4) shall be submittednot later than 30 days after completionof
the well or after completionof operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and allother surveys or data obtained and compiled
during the drilling,workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completionreport a geologic report including, at a minimum, formation tops, and
a summaryand conclusions. Also include deviation surveys, sample descriptions, strip logs,
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data, drillstem test data, and results of production tests if performed. Samples (cuttings,fluid,
and/or gas) shallbe submittedonlywhen requested by the BLM,Vernal Field Office.

• Alloff-leasestorage, off-lease measurement, or comminglingon-lease or off-lease,shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers willbe provided with a date and time for the initialmeter calibrationand all
future meter proving schedules. A copy of the meter calibrationreports shall be submitted to the
BLMVernal Field Office. Allmeasurement facilities willconformto the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. AIImeasurement points shall
be identified as the point of sale or allocationfor royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submittedto
the BLMVernal Field Office within 30 days of installation or first production, whichever occurs first.
Allsite securityregulationsas specified in Onshore Oil &Gas Order No. 3 shall be adhered to. AII
product lines enteringand leaving hydrocarbon storage tanks willbe effectivelysealed in
accordance with Onshore Oil &Gas Order No. 3.

• Any additionalconstruction,reconstruction,or alterationsof facilities, including roads, gathering
lines, batteries, etc., which willresult in the disturbance of new ground, shallrequirethe filingof a
suitable plan and need prior approvalof the BLMVernal Field Office. Emergency approval may be
obtained orally,but such approvaldoes not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drillingor workover
equipment shall be removedfrom a well to be placed in a suspended status without prior approvalof
the BLM Vernal Field Office. If operations are to be suspended for more than 30 days, prior
approvalof the BLMVernal Field Office shall be obtained and notification given before resumption of
operations.

• Pursuant to Onshore Oil&Gas Order No. 7, this is authorizationfor pit disposal of water produced
from this well for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this officeand in operation prior to the end of this 90-day period. In
order to meet this deadline, an applicationfor the proposed permanent disposal method shall be
submittedalong with any necessary water arialyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized90-day period willbe considered as an incident of Noncompliance and willbe
grounds for issuing a shut-inorder untilan acceptable manner for disposing of said water is provided
and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval,the Field Office
Petroleum Engineers must be notifiedat least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately until they are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of the
well bore, showing location of plugs, amount ofcement in each, and amount of casing left in hole,
and the current status of the surface
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NEWFIELD

ROCKY MOUNTAINS
June 5, 2007

Ms. Diana Mason
State of Utah, Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Exception Locations: Federal 13-24-9-16 &
Federal 14-24-9-16
Duchesne County, Utah
Lease UTU-15855

Dear Ms. Mason:

Pursuant to Rule R649-3-3 of the Oil & Gas Rules and Regulations of the State of Utah, Newfield
Production Company, Inc. hereby requests exception locations for the drilling of the captioned
wells. Rule R649-3-2 requires a well to be located in the center of a forty (40) acre quarter-
quarter section, or a substantially equivalent lot or tract, with a tolerance of two hundred (200)
feet in any direction from the center.

1) Fed 13-24-9-16; (SWSW Sec 24-T9S-Rl6E, UTU-15855). This location is found 39' west of
the drilling window tolerance. The attached plat depicts the proposed drillsite location and the
deviation from the drilling window, in accordance with Rule R649-3-2. The exception location is
requested due to terrain.

2) Fed 14-24-9-16; (SESW Sec 24-T9S-RI6E, UTU-15855). This location is found 97'east of
the drilling window tolerance. The attached plat depicts the proposed drillsite location and the
deviation from the drilling window, in accordance with Rule R649-3-2. The exception location is
requested due to the terrain.

Please note these locations are completely within Federal lease UTU-15855. Location one has
the same interest in the adjacent land, the SESE Sec 23 T9S-Rl6E lease UTU-15855, which falls
within a four hundred sixty foot (460') radius of the proposed location. Lands for the Federal 13-
24-9-16 are owned by Newfield Production Company, Beehive Oil LLC and El Paso E&P
Company, LP. Lands for the Federal 14-24-9-16 are owned by Newfield Production Company,
El Paso E&P Company, LP, Rust to Gold LLC and Journey Properties LLC. We have contacted
these owners and their consent to these locations is attached.

If you have any questions or need additional information please contact me at (303)-382-4449.
Thank you for your assistance in this matter.

Sincerely, RECEIVED
NEWFIELD PRODUCTION COMPANY JUN08 2007

DIV.0FOIL,GAS&MINING
Marie Liley
Land Associate

Newfield Exploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fa× (303)
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Fax to: 303-893-0103
NewfieldProduction Company

Attn: MarieLiley

Exception Location:
Federal 13-24-9-16
UTU-15855, Duchesne County, Utah

Please be advised that Ñ€ €4 // does not havean
objection to the proposed locationof the aforementioned well

Print Name and
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Fax to: 303-893-0103
Newfield Production Company

Attn: Marie Liley

Exception Location:
Federal 13-24-9-16
UTU-15855, Duchesne County, Utah

Please be advised that O ÊMO L.Ý· doesnot havean
objection to theproposed location of the aforementioned w

By: Date:

Print Name and



stateRUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

Division of Oil Gas and Mining
JON M. HUNTSMAN, JR.

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

June 12, 2007

Newfield Production Company
Route 3 Box 3630
Myton, UT 84052

Re: Federal 13-24-9-16 Well, 684' FSL, 423' FWL, SW SW, Sec. 24, T. 9 South, R. 16 East,
Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-33342.

Sincerely,

Gil Hunt
Associate Director

er
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



Operator: Newfield Production Company
Well Name & Number Federal 13-24-9-16

API Number: 43-013-33342
Lease: UTU-15855

Location: SW SW Sec._24_ T. 9 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the division within 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spating pattems) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the ¿peratoris
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
wellis located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: FEDERAL 13-24-9-16

Api No: 43-013-33342 Lease Type: FEDERAL

Section 24 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 11/06/07

Time 3:00 PM

How DRY

Drilling wi/I Commence:

Reported by DELL RAY

Telephone # (435) 828-6110

Date 11/07/07 Signed



STATEOF lirAH
OPERATOR NEWFIELD PRODUCTIONCOMPANY OP€RATORACCT. NO N2698

DMSIOnoFort.. GASANDMNING
ADDREss: RT. 3 BOX3835ENTITYACTIONFORM-FORM6

MYTON,UT 84052

Acr10si cu-HENT NEW APINUMBER WEULamNIE
WELLLOCAImm & 421 EFFECTNE

B -9 4301333600 JONAH N-8-9-17 N W 8 9 17E DU

EySNE

11/1/2007 /WELL9 CmalENit:

M:TioK cantRENT NEW API IEMBER WELLI#41E MELLLOCAlloN Spuu EFFECil

as /k 5' 4301332962 FEDERAL6-24-9-18 SE 24 98 16E DUC SNE| 11I2/ 007

Cul¥tElar E APINilMBER MiiLL-tiE
WEU.LOCABON SPUD EFFECTTum

E

9 4301333341 FEDERAL12A-24-9-16 N SW 2 9S 16E DU SNE

11/6I2e007

// / 7

A 4301 2 FEDERA 3-24-9-16 SMW 4 DUC SNE 11 007 |
--

RME ELT. ON
EFF

WELL3CohOUNFR

ACTioN cmRENT NEW APINUMBER WELLYMME
WELLLOCATKMI BPUD

COŒ ENiifYND ENIETYRO
CO SC W BC CotagTY ERIE inTE

MELL 5 COmimf3

ACTE3N CElŒS (Geo fastacMass en be:k ef nmþ
A eneweldylire-weal(sioismianis)
a- .as.essans enter(am.,erwe..s)

Jenirl Park
-·•-···-•··-·--- ··- RECElVED -

D- well fl00Boni 0Ns$ig HERyli & GOW -dig
E - seerinspiminm cometestasecliang

Production Clerk 11N8t07NOVO8 2007
-

101E usacomiENT socion is aspige miry emte Adders Cmin mee aslected.

DN.0FOIL,GAS&



T
FORM 3160-5 UNITED STATES FORM APPROVED
September2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

Expiæs January 31,2004
BUREAUOF LAND MANAGEMENT 5. Lease Seriil No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-15855
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. Ìf Indian, Alláttee or Tribe Name.

7. If Unit or CA/Agreement,Name and/or

1. T pe of Well
Oil Well Gas Well Other 8 Well Name and No

2. Name of Operator FEDERAL 13-24-9-16
NEWFIELD PRODUCTIONCOMPANY 92PI 11&

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333342
Myton,UT 84052 435646 37¶ 10 FieÌÏanrÎPool or Exploratorv Area

4. LocationofWell (Footage, Sec., T.,R.,M, orSurveyDescription) MONUMENTBUTTE
684 FSL423 FWL l1. Courityor Parish, State

SWSW Section24 T9S R16E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATENATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O FractureTreat Q Reclamation Well Integrity

SubsequentReport Casing Repair O New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13. DescribeProposed or CompletedOperation(clearly state all pertinent details, includingestimated startingdate of any proposedwork and approximateduration thereof. Ifthe
proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and tme verticaldepths ofall pertinent markers and zones. Attach the
Bondunder which the work will be performedor provide the Bond No. on file with BLM/BIA. Requiredsubsequentreports shall be filed within 30 days followingcompletion
of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval,a Form3160-4 shall be filed once testing has been completed.
Final AbandonmentNoticesshall be filed only after all requirements, including reclamation, have been completed, and the operatorhas determinedthat the site is ready for final
inspection.)

On 11/6/07 MIRU NDSI NS #1.Spud well @3:00 pm. Drill310' of 12 1/4" hole withairmist.TIH WI7 Jt's 8 5/8" J-55 24 #csgn.
Set @314.58' KB On 11/8/07 cement with160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17
cf/ sk yeild. Retumed 6 bbis cement to pit. WOC.

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

0011Onslian Drilling Foreman
Sign Dal

/09/2007

Anoroved bv. .. . ... .. . . Title Date
Conditions of approval,if any, are attached. Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitle the aÿÿlicant to conduct operationsthereon.
Tide 18U.S.C.Section 1001and Title 43 U.S.C.Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency of the United
Stat08GDYfalse,fictitiousand fraudulentstatementsor renresentationsas to anv matterwithin its iurisdiction - - o

(Instructions on reverse)

NOVi 4



NEWFIELD PRODOCTION UOMPAÑWEASING & CEMENTREPORT '

8 5/8 CASINGSET AT 314.58

LAST CASING 8 5/8" SET AT 314.58' OPERATOR NewField Production Company
DATUM 12' KB WELL Federal 13-24-9-16
DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEADFLANGE CONTRACTOR& RIG# NDSI NS#1
TD DRILLER 310' LOGGER
HOLE SIZE 12 1/4

LOG OF CASINGSTRING:
PIECES OD ITEM- MAKE- DESCRIPTION WT I FT GRD THREAD CONDT LENGTH

Shoe Joint 40.50'
WHI-92csghead 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8M A 302.73
GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 304.58
TOTALLENGTHOF STRING 304.58 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12
PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 314.58

TOTAL 302.73 7
TOTALCSG. DEL.(WlOTHRDS) 302.73 7 COMPARE
TIMING 1ST STAGE
BEGIN RUN CSG. Spud 11/6/2007 3:00 PM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 11/7/2007 2:00 PM Bbis CMT CIRC TO SURFACE 6
BEGIN CIRC 11/8/2007 11:29 PM RECIPROCATEDPIPE FOR THRU FT STROKE
BEGIN PUMP CMT 11/8/2007 11:42 PM N/A
BEGIN DSPL CMT 11/8/2007 11:54 PM BUMPEDPLUGTO 120 PSI
PLUG DOWN 11/8/2007 12:02 PM
CEMENT USED CEMENTCOMPANY- 8. A.
STAGE # SX CEMENTTYPE &ADDITIVES

1 160 Class "G"w/2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CEN LIZER&SCRATCHER PLACEMENT SHOW MAKE&SPACING
Centralizers - Middle first, topsecond & thirdfor 3

COMPANY REPRESENTATIVE Don Bastian DATE



I)160-5 UNITED STATES FORM APPROVED
(September 2001) DEPARTMENT OF THE INTERIOR Ep as u

4310,0504

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTu-Isss5

6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2. Nameof Operator FEDERAL 13-24-9-16
ËWFÌEL6PROÙUCTION COMPANY 9. API V7:ll

3ä A dÏeši RŠŠîe 3 Box 3630 3b. Phone (include are code) 4301333342
Mytån, UT 84052 435 646 3721 10 Field and Pool or Fxnloratorv Area

4 Lo t I (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

SW egtidû4 T9S Rl6E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE )F SUBMISSION TYPE OF ACTION

O Acidize O Deepen Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Recomplete O Other
Change Plans O Plug & Abandon Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

3. Describe Proposed or Completed Operation(clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe
piopoûal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under whicþ the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
ofthe involved opprations. If the operation results in a multiple completion or recompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been completed.

inal AbandonmenpNotices, shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

Formationgater is produced to a steel storage tank. Ifthe production water meets quality guidelines, it is transported to the
hl fiument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the

r vy ty is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

r¾iófrnèetin quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
9ëd'surfãce disposal facilities.

Accepted by the
U a Division of

a em and Mining

iCORDONLY

I hetéby detti'fÿthátthe foregoing is true and Title
ré $îtèd/ ed)
Mqwliffinz RegulatorySpecialist

ign Date
02/07/2008

Anoroveriby Title Date
dÏtoñs oËapproval,if any, are attached. Approval ofthis notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which wouÍdentitle the applicant to conduct operations thereon.

TitÍe18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States anv false fictitiousand fraudulent statements or representations as to anv matter within its jurisdiction

. .

(Instructions on reveme) RECENEU

FEBi i 2008

D1V.0F01L,GAS&



STATE OF UTAH
- DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTu-is855

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME;

7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drillhorizontal laterals. Use APPLICATION FOR PERMITTO DRILL form for such proposals,

1. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFlELD PRODUCTION COMPANY 4301333342
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD ANDPOOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zrP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL;

FOOTAGESAT SURFACE: 684 FSL 423 FWL COUNTY: DUCHESNE

OTRIOTR.SECTION.TOWNSHIP. RANGE.MERIDIAN: SWSW, 24, T9S, Rl6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATIONO NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASING REPAIR NEWCONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING O PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

02/06/2008 Q CONVERTWELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above mentioned well went on production 2/6/08. See attached daily activity report

NAME (PLEASEPRI Tammi Lee TITLE Production Clerk

SIGNATURE DATE 02/14/2003

(This space for State use only)

ECEIVED
Ed 1 5 2008

M OFOIL,GAS&



Summary Rig Activity Page 1 of 2

Daily Activity Report

. Format For Sundry

FEDERAL 13-24-9-16
12/1/2007To4/29/2008

1/23/2008 Day: 1 Completion

Rigless on 1/22/2008 - Install 5m frac head. NU 6" 5K Cameron BOP. RU H/O truck & pressure
test casing, blind rams, frac head, csg & casing valves to 4500 psi. RU Perforators LLC WLT w/
mast & run CBL under pressure. WLTD @ 5401' & cement top @ 92'. Perforate stage #1, LODC sds
@ 4912-4922' w/ 3-1/8" Slick Guns (19 gram, .49"EH. 120°) w/ 4 spf for total of 40 shots. 110
BWTR. SWIFN.

1/31/2008 Day: 2 Completion

Rigless on 1/30/2008 - RU BJ Services "Ram Head" frac flange. RU BJ & frac LODC sds, stage #1
down casing w/ 19518#'s of 20/40 sand in 315 bbis of Lightning 17 frac fluid. Open well w/ 0 psi
on casing. Perfs broke down @ 3037 psi. Pump 30 gals of Techna Hib chemical. Treated @ ave
pressure of 3001 w/ ave rate of 23.2 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15°/o HCL acid in
flush for next stage. ISIP was 3269. 425 bbis EWTR. RU Lone Wolf WLT, crane & Iubricator. RIH w/
Weatherford 5-1/2" 6K composite flow through frac plug & 18' perf gun. Set plug @ 4850'.
Perforate A1 sds w/ 3-1/8" Slick Guns (23 gram, .43"HE, 90°) w/ 4 spf for total of 72 shots. RU BJ
& frac stage #2 w/ 102,122#'s of 20/40 sand in 772 bbis of Lightning 17 frac fluid. Open well w/
2528 psi on casing. Perfs broke down @ 4108 psi. Pump 30 gals of Techna Hib chemical. Treated @
ave pressure of 2124 w/ ave rate of 23.3 bpm w/ 8 ppg of sand. ISIP was 3269. 1197 bbis EWTR.
RD BJ & WLT. Flow well back. Well flowed for 4 hours & died w/ 280 bbis rec'd. SIFN.

2/1/2008 Day: 3 Completion

Western #4 on 1/31/2008 - Thaw well out. MIRUSU. Open well w/ 150 psi on casing. Bled well
down. RD Cameron BOP's & 5K frac head. Instal 3K production tbg head & Schaefer BOP's. RU 4-
3/4' Chomp bit & bit sub. Tally & pickup off trailer used string of 2-7/8", 6.5#, SEUE, J-55 tbg. 150
jts in tag sand @ 4815'. RU pump, tanks & swivel. Circulate down to plug @ 4850'. Drig out plug.
TIH w/ tbg to tag sand @ 5473'. C/O sand to PBTD @ 5635'. LD 2 jts tbg. SIFN.

2/2/2008 Day: 4 Completion

Western #4 on 2/1/2008 - Thaw well out. Open well w/ vacuum on casing. RU swab & made 17
runs to recover 110 bbis of fluid. IFL was 100'. Last run showed trace of oil w/ no sand. FFL was
1900'. RD swab equip. TIH w/ tbg to tag no new sand. Circulate well clean @ BPTD @ 5635'. TOOH
w/ tbig. LD bit & bit sub. TIH Iost NC, 2 jts SN, 1jt down hole, had to make a trip w/ tbg to retrieve
lost tbg. TIH w/ NC, 2 jts tbg, SN, 1 jt tbg, TA CDI new 45,000# shear, 59 jts tbg. SIFN.

2/5/2008 Day: 5 Completion

Western #4 on 2/4/2008 - Open well w/ vacuum on casing. Continue TIH w/ NC, 2 jts tbg, SN, 1 jt
tbg, TA CDI new 45,000# shear, jts tbg. RD BOP's. Set TA @ 4890' w/ 16,000#'s tension w/ SN @
4924' & EOT @ 4989'. Flush tbg w/ 60 bbis water. Pickup & prime pump. TIH w/ used rods string
("B" grade), 2-1/2" x 1-1/2" x 16' x 19.5' RHAC CDI new pump, 6- 1-1/2" weight rods, 20- 3/4"
guided rods (4 per), 70- 3/4" slick rods, 100- 3/4" guided (4 per) rods, 2', 4' x 3/4" pony rods, 1-
1/2" x 26' polish rod. Space pump. Test tbg to 800 psi w/ hot oiler. Left unit down due to surface
equipiment. RDMOSU.

2/7/2008 Day: 6 Completion

Western #4 on 2/6/2008 - Repair surface equipment. PWOP @ 3:00 pm w/ 102" SL & 5 SPM. Final
report.

http://www.inewfield.com/Denver/SumActRpt.asp?RC=600159872&API=430133334200S01&MinDate=1/...
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http://www.inewfield.com/Denver/SumActRpt.asp?RC=600159872&API=430133334200S01&MinDate=l/...



FORM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
Çcly 1992) (See other in- OMB NO. 1004-0137

UNITED STATES "'"°*'°"'°0 Expires: February28,1995

O reverse side)
DEPARTMENT OF THE INTERIOR 5 LEASEDESIGNATIONANDSERIALNO

BUREAU OF LAND MANAGEMENT U-15855
6 IF INDIAN, ALLOTTEE OR TRlBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG*

NA
la. TYPE OF WORK 7 UNIT AGREEMENT NAME

W
LLL

W L DRY Other CASTLE PEAK
lb. TYPE OF WELL

8 FARM OR LEASE NAME WELLNO
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other FEDERAL 13-24-9-16
2. NAME OF OPERATOR 9 WELL NO

Newfield Exploration Company 43-013-33342
3. ADDRESS AND TELEPHONE NO. 10 FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 MONUMERT BUTTE
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements *) 11 SEC , T , R , M ,

OR BLOCK AND SURVEY
At Surface 684' FSL & 423' FWL (SWSW) OR AREA

At top prod. Interval reported below SEC.24. T9S, R16E

At total depth 14,API NO DATE 1SSUED 12 COUNTY OR PAR1SH 13 STATE
43-013-33342 6/12/07 DUCHESNE UT

15. DATE SPUDDED 16 DATE TD REACHED 17 DATE COMPL (Ready to prod ) 18 ELEVATIONS (DF, RKB, RT GR, ETC )* 19 ELEV CASINGHEAD

11/6/07 11/27/07 2/5/08 5656' GL 5668' KB
20. TOTAL DEPTH, MD & TVD 21 PLUG BACK TD , MD & TVD 22 IF MULTIPLE COMPL , 23 [NTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY' DRILLED BY

5700' 5635' . --> | X
24 PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM. NAME (MD AND TVD)* 25 WAS DIRECTIONAL

GREEN RIVER4780'-4922' SURVEY MADE

NO
26. TYPE ELECTRIC AND OTHER LOGS RUN 21 WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB /FT DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-5/8" - J-55 24# 314.58' 12 1/4 To surface w 160sx of class "G" cement
b-1/2 J-bb ib.b# 66/ 4.2) ' / / /8 300sx of Premlíte & 400sx of 50/50 poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-//8" EU \ (a) IA (a)
4989.97

.
4890.2I

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SgUEEZE, ETC.
INTERVAL g SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

LODC SDS 4912'-4922' .49" 4/40 4912'-4922' Frac w/ 19518#'s of 20/40 sand in 315 bbis of fluir
A1 sds 4780'-4798' .49" 4/72 4780'-4798' rac w/ 102122 #'s Pf 20/40 sand in 772 bbis of flui

33.* PRODUCTION
DATE FIRST PRODUCT10N PRODUCTION METHOD (Flowmg, gas lift, pumpmg--size and type of pump) WELL STATUS(Producingor sliut-in)

| 2/5/08 2 1/2' x 1 1/2") 16' 19.5' RHACpumpw/ SM plunger PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PRODTI FOR OIL--BBLS GAS -MCF WATER--BBL AS-OIL RATIO

TEST PERIOD

10 day ave -> 378 47 386 270
FLOW. TUBING PRESS CASING PRESSURE CALCULATED OIL-BBL GAS--MCF WATER--BBL IL GRAVITY-API (CORR )

24-HOUR RATE

--->

ppegNED
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

Used for Fuel GB 2 6 7
35. LIST OF ATTACHMENTS

36. I hereby certi th . e foregoing and a ac d inform ion is complete and correct as determined from all available ocords

SIGNED / TITLE Production Technician DATE 2/21/2008
Tammi Lee TL

*(See Instructions and Spaces for Additional Data on Reverse Side)
Title 15 U.S.C Section 1001,makes it a crime for any person knowingly and willfully to make to any depaitment or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC' TO •

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3341'
Federal 13-24-9-16 Garden Gulch l 3548'

Garden Gulch 2 3658'
Point 3 Mkr 3898'
X Mkr 4167'
Y-Mkr 4200'
Douglas Creek Mkr 4321'
BiCarbonate Mkr 4553'
B Limestone Mkr 4654'
Castle Peak 5151'
BasalCarbonate 5609'
Wasatch 0
Total Depth (Loggers)



JNEWFIELD

Well Name: Federal 13-24-9-16 Spud Date: 11-8-07

LOCATN3N:S24,T9S,R16E TD:5700'
COUNTYlSTATE: Duchesne CSG: 11-28-07
API: 43-013-33242 POP: 2-4-08

Oil Water Recovered Gas Casing
DATE HRS (bbis) (bbis) Water (bbis) (mcf) Pressure (psi) SPM Comments

2/4/2008 1116 Waiting for final report
2/5/2008 1116
2/6/2008 14 0 22 1094 0 0 53/4
2/7/2008 24 0 94 1000 0 0 61/4
2/8/2008 24 0 1000 0 0 6 1/4 Water was hauled no ticket left
2/9/2008 24 125 0 1000 0 0 61/4

2/10/2008 24 68 0 1000 1 0 6 1/4
2/11/2008 24 25 67 933 4 50 61/4
1412/2008 24 7 43 890 5 55 61/4
2/13/2008 24 33 0 890 0 50 53/4
2/14/2008 24 80 70 820 5 50 53/4
2/15/2008 24 10 60 760 11 50 5 3/4
2/16/2008 24 30 20 740 10 50 6 1/4
2/17/2008 24 20 10 730 11 35 61/4
2/18/2008 24 0 71 659 11 60 53/4
2/19/2008 24 60 3 656 9 30 5 3/4
2/20/2008 656
2/101/2008 656
2/22/2008 656
2/23/2008 656
2/24/2008 656
2/25/2008 656
QU26/2008 656
2/27/2008 656
2/INV2008 656
2/29/2008 656
3/1/2008 656
3/992008 656
3/3/2008 656
3/4/2008 656
3/5/2008 656
3/6/2008 656

458 460 67
249
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ROCKY MOUNTAINS

FEBI 7 2012
DEOFOIL,GAS&My

February 9, 2012

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Federal #13-24-9-16
Monument Butte Field, Lease #UTU-15855
Section 24-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Federal #13-24-9-16 from
a producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sin

Eric Sundberg
Regulatory Lead

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #13-24-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-15855

FEBRUARY 9,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Federal #13-24-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-15855

Well Location: QQ SWSW section 24 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33342

Proposed injection interval: from 3657 to 5635
Proposed maximum injection: rate 500 bpd pressure 2459 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date C /L

Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



FEDERAL 13-24-9-16
Spud Date: 11/6/07
Put on Production: 2/5/08
GL: 5656' KB: 5668' Proposed Inje tion

Wellbore Dia Jam
SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" 1/30/08 4912-4922' Frac LODC sands as foHows
GRADE: 1-55 Cement Top@ 92' - - Frac with 19518#20/40 sand in 315bb1s

Lightning 17 fluid Treat at 3001psi @
WEIGHT: 24# 23 2 BPM ISIP 3269 psi
LENGTH: 7 jts (302 73') Casing Shoe @315 1/30/08 4180-4798' Frac Al sands as follows:
DEPTH LANDED: 314 58, - Frac with 102122#20/40 sand in TI2bbis

Lightning 17 fluid Treat at 2124 psi @
HOLE SIZE: 12-1/4" 23 3 BPM ISIP 3269psi
CEMENT DATA: 160 sxs Class "G" cmt 8/12/09 Pump Change Updated rod & tubing

details

2/6/10 Tubing leak Updated rod and tubin8

detail

PRODUCTIONCASING
CSG SIZE: 5-1/2"

GRADE: 1-55

WEIGHT: 15 5#

LENGTH: 132jts (5661 02')
HOLE SIZE: 7-7/8"

DEPTH LANDED: 5674 27'

CBMENT DATA: 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 92'

TUB|NG
SIZEIGRADE/WT : 2-7/8" / J-55 I 6 5#

NO OF JOINTS: 154jts (4867 6')
TUBING ANCHOR: 4879 6'

NO OF JOINTS 1jts (30 3')
SEATING NIPPLE: 2-7/8" (1 10')
SN LANDED AT: 4912 T KB

NO OF JOINTS: 2 jts (63 9')
TOTALSTRINGLENGTH: EOT@4978'

PERFORATION RECORD
4780-4798' 4 JSPF 72 holes

12-4922 4912-4922' 4JSPF 40holes

NEWFIELD

Federal 13-24-9-16
TD @5700'

684' FSL & 423' FWL
SWSW Section 24-ISS-R16E

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855

JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Federal #13-24-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Federal #13-24-9-16 well, the
proposed injection zone is from Garden Gulch to Basal Carbonate (3657' - 5635'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3339' and the TD is at 5700'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Federal #13-24-9-16 is on file with the Utah Division of Oil,
Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-15855) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 315' KB, and 5-1/2", 15.5#
casing run from surface to 5674' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2459 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Federal #13-24-9-16, for existing perforations
(4780' - 4912') calculates at 0.95 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
2459 psig. We may add additional perforations between 3339' and 5700'. See
Attachments G and G-l.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Federal #13-24-9-16, the proposed injection zone (3657' - 5635') is in the Garden
Gulch to the Basal Carbonate of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The members are composed of porous and permeable lenticular calcareous sandstone and
low porosity carbonates and calcareous shale. The porous and lenticular sandstone varies
in thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside
the Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-9.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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T98, Ri6E, S.L.B.kM. WO MOTIGIONŒMF

266156' (hteosured) N89 58'W - 80.06 (G.LO.) WELLLOCATION, CASTLE PEAK
NBG*58'WGLO, (Bosis of Bearings) SB9'5974"W - 2629.02' (Meas.) \ 13-24-9-16, LOCATED AS SHOWN IN
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T95-R16E SLM USA Newfield Production Company USA
Section 23: E2, NW, E2SW, NWSW UTU-15855 Newfield RMI LLC
Section 24: N2, SW, N2SE, SWSE HBP Bee Hive Oil LLC

Journey Properties LLC
KingOil &Gas of Texas LTD
Six Gold Oil LLC
Stone Energy Corp

2 T9S-R16E SLM USA Newfield Production Company USA
Section 25: N2, NESW, SE UTU-64380 Newfield RMI LLC
Section 26: NWNE, SENE,SWSW HBP Yates Petroleum Corp

3 T9S-R16E SLM USA Newfield Production Company USA
Section 21: S2 UTU-74392 Newfield RMI LLC
Section 22: NENE,S2 HBP ABO Petroleum Corp
Section 23: SWSW MYCOIndustries Inc
Section 24: SESE OXYY-1 Company
Section 26: NENE Yates Petroleum Corp
Section 27: AII
Section 28: AII

Federal 13-24 Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Federal #13-24-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:

Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of abo , 2012.

Notary Public in and for the State of Colorado:

MyCommissionExpires

My Commission Expires:



ATTACHMENTE
FEDERAL 13-24-9-16

Spud Date: 11/6/07
Put on Production: 2/5/08
GL: 5656' KB: 5668' Wellbore Diagrarn

SURFACE ÇASINO FRAC JOB
CSG SIZE: 8-5/8" I/30&8 4912-4922' Frac LODC sands as follows
GRADE: J-55 Cement Top@ 92·

- - Frac with 195I8#20/40 sand in 315bbls
Lightning 17 fluid Treat at 3001psi @WEIGHT: 24# 23 2 BPM ISIP 3269 psi

LENGTH: 7 jts. (302 73') Casing Shoe @315' I/30M8 4780-4798' Frac Al sands as foHows:
DEPTH LANDED: 314 58, Frac with 102122# 20/40 sand in 772bbis

Lightning 17 fluid Treat at 2124 psi @HOLE SIZE: 12-1/4" 23 3 BPM. ISIP 3269psi.
CEMENT DATA: 160 sxs Class "G" cmt 8/12/09 Pump Change Updated rod & tubing

details

2/6/10 Tubing leak Updated rod and tubing

detail

PRODUCTIONÇASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 132jts (5661 02')
HOLE SIZE: 7-7/8"

DEPTH LANDED: 5674 27'

CBMENT DATA: 300 sk Prem Lite Il mixed & 400 sus 50/50 POZ

CEMENT TOP AT: 92'

TUBING
SlZE/GRADE/WT : 2-7/8" /1-55 I 6 5#

NO OF JOINTS: 154jts (4867 6')
TUBING ANCHOR: 4879 6'

NO OF JOINTS: 1jts (30 3')
SEATING NIPPLE 2-7/8"(1 10')
SN LANDED AT: 4912 T KB

NO OF JOINTS: 2 jts (63 9')
TOTAL STRING LENGTH: EOT @4978'

SUCKER RODS
POLISHED ROD 1-1/2" x 22' polished rod

SUCKER RODS: 1- 2' x ¾" pony rods, 2- 16' x ¾" pony rods, 98- ¾" scrapered
rods, 50- ¾" plain rods, 41- ¾" scrapered rods, 6- 1 ½" weight bars

PUMP SIZE: 2-1/2" x 1-1/2" x16'X 20' RHAC

LENGTH: 102"

PUMP SPEED, SPM: 5
i i | i 2 4780-4798'

.
PERFORATION RECORD> 2 .

Anchor @4880'
4780-4798' 4 JSPF 72 holes

SN @4913' i 2 4912-4922' 4912-4922' 4 JSPF 40 holes

EOT@4978'

NEWFIELI) PBTD @5635'

Federa113-24-9-16
TD @5700'

684' FSL & 423' FWL
SWSW Section 24-TSS-Rl6E

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855

ML



ATTACHMENTE-I
FEDERAL 15-23-9-16

Spud Date: I 1/26/07 Initial ProdLiction: BOPD,
Put on Ploduction: 3/14/08 Wellbore Diagram MCFD. BWPD
GL: 5784' KB: 5796

SURFACE CASING FRACJOB

CSG SIZE 8-5/8" 01/07/08 5345-5368 Frne CP2 sands as follows:

GRADE 1-55 73000#20/40 sand in 603 bbis Lightning 17

WEIGHT 24#
frac fluid Treated @avg press of 1939 psi
w/avg rate of23 2 BPM ISlP 2177 psi

LENGTH 7ys (310 15') -
- 03/I1/08 5006-5014 Frac LODC sands as follows:

DEPTH LANDED 32200 KB
40I49#20/40sandin417bblLightning 17
frac fluid Tiealed @avg press of 2660 psi

HOLE SlZE 12-1/4 w/avg rate of26 2 BPM ISlP 3080 psi
03/11/08 4597-4606 Frac C sands as follows:

CEMENT DATA I- 160 sxs Class G cml esi 5 bbis cmt to swf 15394# 20/40 sand in 262 bbis Lightning 17

/ \
frac fluid Treated @avg press of2078 psi
wlavgrateof233BPM ISIP2078 psi

- - 03/11/08 3956-3969 Frac GB6 sands as follows:
79237#20/40 sand in 602 bbls Lightning 17
frac fluid Treated @avg press of 1468 psi
w/argrateof262BPM ISlP1460 psi

PRODUCTION CASING
03/I I/08 3867-3906' Fine GB4 & GB2 sands as follows:

25572#20/40 sand in 325 bbis Lightning 17

CSG SIZE: 5-1/2' frac fluid Treated @avg press of 1710 psi

GRADE 3-55 w/avg rale of25 9 BPM ISIP 1585 psi

WElGHT: 15 5#

LENGTH 136jts (5779 63')
12/30/08 Parted rods Updated r & I details

DEPTH LANDED 5792 88 KB
02/03/1 I Tubing Leak Updated R & T details

HOLE SIZE 7-7/8 '
CEMENT DA lA 300 sxs Prem I ile 11mixed & 400 sas 50'50 POZ

CEMENT TOP 156

TUBING
SIZEIGRADE/WT 2-7/8 / J-55 / 6 5#

NO OF JOINTS 158 jts (4964 4 )
TUBING ANCHOR 4976 4 KB

NO OF JOINTS I jts (31 4 ) -i

SEATING NIPPLE 2-7/8 (I 10 )
SN LANDED AT 5010 6 KB

NO OF JOINTS 2 jts (62 7 )
TOTAL STRING LENGTH EOT@ 5075 KB

SUCKER RODS
PERFORATION RECORD

POLISHED ROD: 1-1/2" x 26' SM polished rods : - 4597-4606 9 o es

SUCKER RODS 1 - 3/4" = 2' pony rods 194 - 3/4 4850 guided lods 6 4597-4606 4 JSPF 36 holes
1 = 150 wcmht lods 3956-3969 .I JSPF 52 holes
PUMPSIZE CDI2-l/2 xI-!2 \14>18 RIlA( 3897-3906 4JSPF 36holes

STROKE LENGTH 102 Anchol @4988'
3867-3873 4 JSPF 24 holes

PUMP SPEED, 5 SPM

5006-5014

EOT @5087

PBTD @5300

1 = CIBP @5300'

5345-5368'

SHOE @5793'

FEDERAL 15-23-9-16 | \ TD @S800'

603' FSL & 2162' FEL

SWISE Section 23-T9S-R16E

Duchesne Co, Utah

API #43-013-33182. Lease # UTU-15855

VC 3/24/1



Federal 16-23-9-16 ATTACHMENTE-
Spud Date: I 1-13-07 Wellboæ Diagram
Put on Production: 2-06-08
GL:5699' KB:57II'

SURFACECASING FRACJOB

CSG SIZE 8-5/8" 2mlm8 4665'-4673' Frac B2 sands as follows:

GRADE J-55 Frac with 14023 #20/40 sand in 307bbis
Lightning 17fluid Treat at an ave

WEIGHT 24# pressure of 2365 psi @23 i BPM ISIP

LENGTH 7 jts (312 75')
Cemen! Iop@ 132 - . 2100 psi

DEPTH LANDED 324 6 2l01M8 4582-4588' Frac B.5 sands as follows:
Frac with 17722# 20/40 sand in 349

HOLE SIZE 12-1/4' bbis Lightning 17 fluid Treat al 2413 psi

CEMENT DATA 160 sxs Class "G cmt Û 23 3 BPM ISIP 2271 psi

\ 241M8 4516'-4525' Frac C sands as follows:
Frac with 53502# 20/40 sand in 479bbis

- - Lightning 17fluid Treat at an ave
pressure 2599psi @23 3 BPM ISlP
2120 psi

210148 3889'-3928' Frac GB6 & GB4 sand as follows:
Frac with 75504# 20/40 sand in 632

PRODUCTION CASING bbis Lightning 17 fluid Treat at an ave
CSG SIZE 5-1/2., pressure of 1555 psi @23 4 BPM ISIP

1625psi
GRADE J-55

2MINS 3831'-3841' Frae GB2 sands as follows:
WEIGHT IS 5# Frac with 24213# 20/40 saixl in 248
LENGTH: 132jls (5686 17') bbis Lightning 17 iluid Treal al an ave

HOLE SIZE: 7-7/8, pressure of 1840 psi @23 2 BPM IS1P
1760psi

DEPTH LANDED 5699 42' 8-12-08 Pump Change Updated rod & Iubing

CEMENT DA1 A 300 slaPiem Lite 11mixed & 400 sxs 50/50 POZ details
CEMENT TOP AT 132 10/8/09 Pump Change Updated rod & Lubing

details

I 1/23/2010 Pump change Updated rod and lubing
deiail

TUBING
SIZEIGRADE/WT 2-7/8"/J-55

NO OF JOINTS 148 jis (4643 0 ) 3889 -3898'

TUBING ANCHOR 4643 0

NO OF JOINTS I jts (31 4')
SEATINGNIPPLE 2-7/8 (I 10') 3920-3928

SN LANDED AT 4677 2 KB

NO OF JOINTS 2 jts (62 8 )
10TAL STRING LENGTII EOT @4741 wll2 KB 4516'4525'

I 4582'-4588
SUCKER RODS

POLlSHED ROD I-l/2" x 26

SUCKER RODS 102- ¾' guided rods 54- ¾ guided lods rods. 20- ¾' guided
rods, 6- I ½ weighi rods

PUMP SIZE 2-1/2 \ I-li2 \ 16 x 20 RIIA( pump w/ SM plungel
Anchol @4643

Sl ROKE LENGTII 86 4665'-4673

PUMP SPEED, SPM 4
SN (284677

EOT @4741· PERFORATIONRECORD
3831'-384] 4JSPF 40holes
3889'-3898 4 JSPF 36 holes
3920'-3928' 4 JSPF 32 holes
4516'-4525' 4 JSPF 36 holes
4582'-4588' 4 JSPF 24 holes
4665'-4673' 4 JSPF 32 holes

NEWFIELD PBTD@S637'

TD @5699'

Federal 16-23-9-16
693' FSL & 857' FEL

SESE Section23-T9S-RI6E
Duchesne Co, Utah

API #43-013-33183: Lease #UTU-15855
ML



Federal 11-24-9-16
Spud Date: 1/28/08
Put on Production: 03/27/08
GL: 5524' KB: 5536' Wellbore Diagram

SURFACECASING FRACJOB

CSG SIZE: 8-5/8" 3-17-08 5502-5513' Frac CP.5 sands as foHows:

GRADE: J-55 Frac with 19765#20/40 sandin 317bbis

WEIGHT: 24g Cement Top@ 98. Lightning 17 fluid Treat with ave
pressure of2298 psi @25 0 BPM

LENGTH: 7 jts (324 53')
ISIP 1934 psi

HOLE SIZE: 12-1/4. 3-17-08 4803-4860' Frac A3 & AI sands as follows:
Frac with 44956# 20/40 sandin 505 bbis

CEMENT DATA: 160 sxs Class "G" cmt Lighining 17 fluid Treat with ave
pmssure of2193psi @24 5 BPM ISIP
2242psi

3-17-08 39054916' Frac GB6 sands as follows:
-

- Frac with 35394#20/40 sandin 401
bbis Lightning 17 fluid Treat with ave
pressure of 1791psi@24 8 BPM ISIP
1896 psi

PRODUCTION CASING
1/11/10 Parted rods Updated rod and tubing

CSG SIZE: 5-1/2" detail
GRADE: J-55

WEIGHT: 15 5#

LENGTH: 134jts. (5713')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 5683 90 '
CEMENT DATA: 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: 98'

TIIßlNG
SIZE/GRADE/WT : 2-7/8" / J-55 I 6 5#

-
3905-3916'

NO OF JOINTS: 167jts (5260 7')

TUBINGANCHOR: 5272 T

NO OF JOINTS: I jts (31 7')

SEATING NIPPLE: 2-7/8" (1 10')

SN LANDED AT: 5307 l' KB

NO OF JOINTS 2 jts (63 0')

PBGA: 3 @S 20' (5371 2')
ISO3-4H I7

NO OF JOINTS: 3 (94 4')

TOTAL STRTNGLENGTH: EOT @5471 O'

SUCKER RODS : 6 = 4gge_4,4g,

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 1-2'x ¾" pony rods, 1-4'x ¾" pony rods,l-6' x ¾" pony rods
1-8' x ¾" pony rod, 98- ¾" guided rods, 87- ¾" guided rods, 20- ¾" guided rods,
6- 1 ½" weightbars
PUMPSIZE:2-Il2"x 1-1/2"x12'xlS' RHAC

STROKE LENGTH: 86"

PUMP SPEED. SPM:5 2 2 Anchor @5273'

PERFORATION RECORD
3905-3916' 4 JSPF 44 holes

SN g 530T 4803-4817' 4 JSPF 56 holes
4850-4860' 4 JSPF 40 holes

EOT@ S471, 5502-5513' 4 JSPF 44 holes

- 5502-5513'

NEWFIELD PBTD @5575'

SHOE @5683 90'

Federal 11-24-9-16
TD @5700'

1852' FSL & 2094' FWL
NESW Section 24-T9S-R16E

Duchesne Co, Utah
API #43-013-33340; Lease UTU-15855

ML



ATTACHMENTE-4
FEDERAL 12A-24-9-16

Spud Date: I1/05/07 Initial Production: BOPD.
Put on Production: 01/26/08 Wellbore Diagram MCFD, BWPD
GL: 5640' KB: 5652'

SUFFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 01/22/2008 4806-4820' Frac Al sands as follows:

GRADE J-55 70235#20/40 sand in 570 bbis Lightning 17
frac fluid Treated@ avg press of 1932psi

WEIGHT 24# Cement Top@ I 12' -
- w/avg rate of23 3 BPM ISIP 2247 psi

LENGTH 7 jis (306 37') 01/22/2008 3897-3938' Frac GB6 sands as follows:
64050#20/40 send in 507 bbi Lightning 17

DEPTH LANDED 318 22 KB frac fluid Treated@ avg press of 1813psi

HOLESIZE I2-l/4. wlavgrateof233BPM ISIPI701 psi

CEMENT DATA I- 160, sxs Class 'G cmt, esi0 bbis em! Io surE

PRODUCTION CASING
CSG SIZE 5-1/2"

GRADE J-55

WEIGHT 15 5#

LENGTH: 147jts (5692 63')
DEPTH LANDED 5705 88' KB

HOLE SIZE: 7-7/8"

CEMENT DAl A 300 sxs Prem Lite 11mixed & 400 sus 50/50 POZ

CEMENTlOP 112

TUBING
SIZE/GRADE/WT 2-7/8"/ J-55 / 6 5#

NO OF JOINTS 152 jis (4778 87')

TUBING ANCHOR 4790 87' KB

NO OF JOINTS I jts (31 42')

SEATING NIPPLE 2-7/8"(! 10')

SN LANDED AT 4825 09' KB

NO OF JOINTS 2 jts (62 86')

TOTAL STRING LENGTH EOT@ 4889 50' KB

PERFORATION RECORD
SUCKER RODS

4806-4820' 4 JSPF 56 holes
POLISHED ROD: 1-1/2" x 22' SM polished rods 3931-3938' 4 JSPF 28 holes

SUCKER ROD5 1-2'. 4'. 8'x 3/4 "pony rods, 99-3/4"guided rods. 67-3/4" 3897-3905' 4 JSPF 32 holes
plain lods 20-3CI guided lods 6-1 ': weight lods 3931-3938
PUMP SIZE CDI 2-1/2 x I-li2 x 14 RIIAC

STROKE LENGTH 86" y y Anchor @4791

PUMP SPEED. 5 SPM

- : 4806-4820'

SN 4825'

EOT @4890'

Igg guime PBTD@S641'

"""'""""""""SHOE @5706'

FEDERAL 12A-24-9-16 y
'

\ TD@5725'

195I' FSL & 482' FWL

NWISW Section 24-T95-RI6E

Duchesne Co, Utah

API #43-013-33341: Lease #UTU-15855

TW



Federal 14-24-9-16
Spud Date: 1/18/08
Put onProduction: 3/25/08
GL: 5704' KB: 5716' Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE:8 5/8" 3-15-08 5547-5567 Frac CPS Sands as follows:

GRADE: J-55 90,237#2&40 sand in 711 bbis of Lightning 17 frac fluid Treated@

WEIGHT: 24# Cement Top @144'
_

ave pressure of 1817w/ averate of23 4 bpm w/ 8 ppg ofsand ISIP
was 2069 Actual Flush: 5082 gal

LENGTH: 323' 3-15-08 5353-5361' Frac stage #2 as follows:
HOLE SIZE: 12 ¼" 14,734# 2&40 sandin 284 bbisofLightning 17 fmc fluid Treated@
CEMENT DATA: To surface with 160sx Class "G" cmt avepressure of2l50 w/ ave rate of23 4 bpm w/ 6 5 ppg ofsand ISIP

was 1989 Actual Flush: 4872 gal
3-15-08 5226·5233' Frae stage #3as foHews:

15,212#2W40 sand in 283 bbis ofLightning 17 frac fluid Treated @
ave pressure of2379w/ ave rate of23 4 bpm w/ 6 5 ppg ofsand ISIP
was 2268 Actual Flush: 4746 gal

3-15-08 4837-4846' Frat stage #4 as follows:

No breakdown or Frac
PRODUCTIONCASING 3-15-08 4576-4591' Frae stage #5 as follows:
CSG SIZE: 5-1/2"

70,586#20/40 sandin 574 bbis ofLightning 17 frac Auid Treated @
GRADE: J-55 avepressure of 2299 w/ ave rateof23 3 bpm w/ 8 ppg ofsand ISlP

WEIGHT:l5 5# was 2299 Actual Flush: 4074 gal

LENGTH: 134jts (5689 43')
3-15-08 3900-3998' Fue stage #6 as follows:

HOLE SIZE: 7-7/8" 121,107# 20/40 sand in 849 bbis of Lightning 17frac fluid Treated @
TOTAL DEFTH: 5745, ave pressure of2299 wl averate of26 bpm w/ 8 ppg ofsand ISIP was

1794 Actual Flush: 3780 gal

CEMENT DATA: 300 su Premlite Il and 400 sx 50/50 Poz 11/10/08 Tubing Leak Updated rod &tubing
CEMENT TOP AT: 144' details

7/27/2010 Pump change Updated rod and tubing
detail

3900-3915'

TUBING
SIZEIGRADE/WT : 2-7/8" / J-55 / 6 5# C 3988-3998'

NO OF JOINTS: 175jts (5495')
: 4576-4591'

TUBING ANCHOR: 5495'

NO OF JOINTS: 1jts (31 4') : 4837-4846' No Breakdown or Frac
SEATING NIPPLE: 2-7/8" (l 10')

SN LANDED AT: 5529 l' KB

NO OF JOINTS: I jt (31 4')

TOTAL STRING LENGTH EOT @5562· T 5226-5233'

SI ICKER ROPS : 5353-5361'

POLISHED ROD: I-l/2" x 26'

SUCKER RODS: 2- 8' x ¾" pony rods, I- 6' x ¾" pony rod, I- 8' x ¾" pony
rod, 99- ¾" guided rods, 80- ¾" sucker rods, 35- ¾" guided rods, 6 - 1 ½"
weight bars

PUMP SIZE: 2-1/2" x I-l/2"x 16' x 20' RHAC pump -- CDI pump w/sm
plunger

STROKE LENGTH: 86" Anchor @5495'

PUMP SPEED, SPM: 5

5547-5567, PERFORATION RECORD

3/15/08 3900-3915' 4 JSPF 60 holes

SN @5529' 3/15108 3957-3970' 4 JSPF 52 holes
3/15108 3988-3998' 4 JSPF 40 holes

EOT @5562' 3/15/08 4576-4591' 4 JSPF 60 holes
3/15/08 4837-4846' 4 JSPF 36 holes (No frac)
3/15/08 5226-5233' 4 JSPF 28 holes
3/15108 5353-5361' 4 JSPF 32 holes

NEWFIELD PBTD@S701. 3/15/08 5547-556T 4JSPF 80holes

TD @5742'
Federa114-24-9-16

617' FSL & 2285' FWL
SE/SW Section 24 -T9S-R16E

Duchesne Co, Utah
API #43-013-33343; Lease UTU-15855 ML



Federal 4-25-9-16
Spud Date: 11/5/2008
Put on Pioduction: 1/9/2009 Wellbore Diagram
GL: 5765' KB: 5777'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 1/5/09 4967-4974' Frac LODC sds as follows:

GRADE J-55
w/24,518#'s of20/40 sandin 362 bbls of Lightning 17 fluid Broke@
3312 psi Treated w/ ave pressure of2480 psi w/ averate of23 0 BPM

WElGHT 24# - ISIP 2829 psi Actual flush: 4452 gals

LENGTH: ? jts (303 58') 1/5/09 4685-4692' Frac B2 sds as follows:

DEPTH LANDED: 313 58' KB
w/ 40,581#'s of20/40 sand in 410 bbis of Lightning 17fluid Broke @
4072 psi Treated wl ave pressure of2150 psi w/ ave rate of22 9 BPM

HOLE SIZE: 12-1/4" ]SIP 2213 psi Actual flush: 4087 gals

CEMENT DATA: 160 sx class 's 1/2/09 3856-3864' Frac GB2 sds as follows:
w/ 42,l07#'s of20/40 sandin 388 bbis ofLightning 17 fluid Broke @
1770 psi Treated wl ave pressure of 1900 psi w/ ave rate of23 0 BPM

- ISIP 1733psi Actual ilush: 3767 gals

02/12/2011 Tubing Leak Rod & tubing updated

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE J-55

WEIGHT 15 5#

LENGTH: 8 jts(600 I 18')

DEPTH LANDED: 5699 87'

HOLE SIZE: 7-7/8"

CEMENT DATA 300 sx primlite and 400 sx 50/50 poz

CEMENT TOP AT: 120'

TUBING
SIZEIGRADE/WT:2-7/8"/1-55

NO OF JOINTS 159jts (4951')

TUBING ANCHOR 4963' KB

NO OF JOINTS: ljl (31 4')
SEATINGNIPPLE:2-7/8"(I 10')

SN LANDED AT 4997' KB

NO OF JOINTS: 2 jts (62 B')

TOTAL STRING LENGTH: EOT @5062'

SUCKER RODS
PERFORATION RECORD
1/5/09 3856-3864' 4 JSPF 32 holes

POLISHED ROD l ½" x 26' 1/5/09 4685-4692' 4 JSPF 28 holes

SUCKER RODS: 98-3/4"guided lods, 74-3/4" guided lods, 20-3/4" guided 1/5/09 4967-4974' 4 JSPF 28 holes

rods, 6-1 ½" sinker bars i 3856-3864'

PUMP SIZE CDI 2 ½" xl ½" x 16' x 20' RHAC lod pump

STROKE LENGTH 178" loss-4m2

PUMP SPEED, SPM 9

I

EOT @5062'

NEWFTELD PBTD @5659'

Federal 4-25-9-16
TD @5740'

554' FNL & 733' FWL

NWINW Section 25-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33555; Lease # UTU-64380
TW 07/05/201



Castle Peak Federal #9-23

Wellbore Diagram

Well History:
3-15-83 Spud Well

4-2-83 Perf: 4,808'-4,821'

4-5-83 Frac A-I zone as follows: Casing Shoe @270'
Totals 26,500 gal, 88,000# 20/40 sd -

Max TP 2,830 @30 BPM
Avg TP 2.500 @30 BPM

GL: 5,663' ISIP 2,080, after 5 min I,990

SURFACECASING

CSG SlZE: 8-5/8 '
WElGHT: 24#

LENGTH: (271 06')

DEPTH LANDED: 270'GL

HOLE SIZE: 13"

CEMENT DATA 210 sxs Class "G" with 2% CaCI and ¼# per se
celloflake

PRODUCTION CASING

CSG SIZE 5-1/2'

GRADE: J-55

WEIGHT: 179

LENGTH 133jts
DEPTH LANDED 5405

HOLE SIZE: 7-7/8"

CEMENT DATA 200 sxs Hifill 275 sxs Thixoliopic

CEMENT TOP AT: 3314

Cement Top @3314

TUBING

SIZE/GRADE/WT : 2-7/8 / 6 5# / J-55

NO OF JOINTS 151jts (4778 19)
TUBING ANCHOR: 4802 19'

NO OF JOINTS: I jts (31 63')

SEATING NIPPLE 2-7/8 (I 10 )
SN LANDED AT 4836 62

NO OF JOINTS I jts (31 62 ) Tubing Anchor @4802

TOTAL STRING LENGTH EOT@ 4860 So Perf's: 4,808'-21'(A-1)

SUCKER RODS SN @4,837'

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 1- 2' x ¾ pony rods, 101- ¾" guided rods, 60- ¾" slick iods, 27-
¾" guided rods, 4- I ½" weight bars J L EOT @4870'
PUMP SIZE RIH w/ 2-1/2" x I-lI4" x 16' RHAC CDl pump

PBTD @5,362'

BWFIEID TD@5,413'

Castle Peak Federal #9-23
2080 FSL 659 FEL
NESE Section 23-T9S-Rl6E
Duchesne Co, Utah
API #43-013-30654; Lease



ATTACHMENTft
Castle Peak Federal #12-24-9-16

Wellbore Diagram

Well History:
9-21-81 Spud Well

GL: 5,663'
10-24-81 Perf: 5,736'-5,835'

Surface Hole Size: 12 1/4"
10-30-82 Frac BGR zone as follows:

Totals 3,000 gal, 2,000# sd
Avg TP 2,300 Hole Size: 7 7/8"
ISIP 1,580, after 5 min 1 450

11-3-81 Perf: 5,324'-5,340', 5,314'-5,319' / \
\ Rods: 207-3/4"

Frac CP-1 zone as follows:
Totals 26,500 gal, 40,000#20/40 sd

9-29-82 Perf: 4,607'-4,609', 4,612'-4,618'

9-30-82 Frac C-SD zone as follows:
8-5/8" Surface CSG @294'

Totals 35,500 gal, 85,000# 20/40 sd

10-5-82 Perf: 3,923'-3,931', 3,941 -UMS'

10-6-82 Frac GB-6 zone as follows: Cement Top @2.870'
Totals 35.500 gal. 85,000# 20/40 sd - -

Recompletion 5-1/2"J-55 CSG (¿h6,019
05/I 1/09 5314-5340 Frac CP 1sands as follows:

80105#20/40 sand in 740 bbis Lightning 17
frac fluid = ISIP 2198

05/11/09 4880-4929' Frac A sands as follows:
2-7/8" 6 5 J-55 TBG@ 5,372'

50237#20/40 sand in 488 bbis Lightning 17
frac fluid 6 bbis of 15% HCL Acid on A sands,
ISIP = 1946

05/11/09 4736-4740' Frne B 1 sands as follows:
16144#20/40 sand in 208 bbis Lightning 17
frac fluid ISIP = 2014

I1/30/1 I Tubing Leak Rods & tubing updaled I ubing Anchor @5295'

TUBING SN @5361'

SlZEIGRADE/WT 2-7/8"IJ-55/6ss PerPs:3,923'-31',3,94l'-48'(GB-6)

NO OF JOINTS 173 jts (5283 ')
TUBING ANCHOR 5295' KB PerPs: 4,607'-09', 4,612'-18'(C-SD)

NO OF JOINTS 2 jts (63 44') Perfs: 4880-4886', 4917-4921, 4925-
SEATINGNIPPLE.2-7/8"(I 10') 4929'(A3 & Al,sands & B1 sands)@
SN LANDED Al 5361 KB 4736-4740

NO OFJOINIS I its (317) Perfs:5,314'-lW,5,324'-40'(CP-I)

TOTAL STRING LENGTH EOT@ 5395 KB
EOT @5395

- CIBP @5,600'

SUCKER RODS PerPs: 5,736'-5,835'(BGR)
POLISHED ROD: I-l/2" x 26' SM polished rods
SUCKER RODS: 1-2', 4' x ¾ pony rods, 104-3/4" guided rods, 94-3/4"
sucker rods, 19-3/4" guided rods 6-1 ½" sinker rods.
PUMP SIZE: CDl 2-l/2" x 1-l/4"x l2x 16"RHAC
STROKE LENGTH: 54"
PUMP SPEED, 4 SPM: PBTD @5,977'

TD @6,257

Castle Peak Fedend #12-24-9-16
794 FWL 2057 FNL
SWNW Section 24-T9S-R16E
Duchesne Co, Utah TW 01/04/2012
API #43-013-30588; Lease



SpudDate.9/7/1993
88ÌCTOn Federal #21-25Y-9-16

Put on Production: 10/28/1993 initial Production: 20 BOPD,

GL: 5692· KB: 5705- Wellbore Diagram 300 MCFD, 45 BWPD

SURFACE CASING
_

FRACJOB

CSG SIZE: 8-5/8" 10/11/93 4632'-4790' Frac zone as follows:

GRADE: K-55 35,000# 16/30 sand in 398 bbis gelled

WEIGHT: 24#
KCL frac fluid Treated@ avg press of
2800 psi wlavg niteof2 5 BPM ISIP

LENGTH: 6 jis (27 I') 2400 psi

HOLE SIZE 12-1/4 10/15/01 4367 -4371 Frac zone as follows:

CEMENT DATA I50 sxs Class G cmt es! 5 bbis cmt to surf 11,340# 16/30 sand in 106 bbis gelled
KCL flac fluid Treated@ avg press of
2600 psi wlavg rateof 154 BPM ISIP
2500 psi

8/18/95 3690 -3929' Frac zone ns follows:
Cemeni Top@ 1800 .-

117,300# 16/30sand in 708 bbis gelled
KCL frac fluid

5/31/98 Shui in Hole in tubing

PRODUCTION CASING 5/25/04 Tubing leak Update rod and tubing

CSG SIZE 5-1/2" details

GRADE K-55

WEIGHT 15 5#

LENGTH 130jts (5622 94')

DEPTH LANDED: 563694'

HOLE SIZE 7-7/8'

CEMENT DATA 215 sxs Thriûy Lile & 294 sxs 50/50 POZ Anchol (ië 3658
CEMENT TOP AT 1800 pei CBL

3690 -3704'

TUBING
SIZE/GRADE/WT 2-7/If / 3-55 / 6 5# 3884'-3895

NO OF JOINTS: 155jts

TUBING ANCHOR 475992'

NO OF JOINTS I jis (32 50 ) 3897 -3903'

SEATING NIPPLE 2-7/8'(I 10')

SN LANDED AT 4795 22'

NO OF JOINTS I jt (28 98') 3919 -3929

TOTAL STRING LENGTH EOT @4825 75'

- 436T-437I'

SUCKER RODS

POLISHED ROD I-l/4" x 16'

SUCKER RODS 1-4' x3/4' pony rod I-1'x 2' pony rod, 1-1 1/2' weight . · 4654'-4658'

bais, 6-1 sciapel tods 21-3/4 sciapel lods 60-3/4 pInin lods. 100-3/4

guided lods

PUMP 5lZE:2-l/2' x I-l/2" x 12 x 15 RHAC

SfROKELENGTH 62

PUMP SPEED, SPM S SPM PERFORATIONREÇQ@
LOGS DLL/ Spectral Density Dual Spaced Neutron, GR, CBL

10/08/93 4790 -4794' I JSPF 8 holes
10/08/93

4654°-4658' I JSPF 4 holes
10/08/93 4632'-4640' I JSPF 6 holes
10/08/93 436T-437l' IJSPF 9holes
08/18/95 3919'-3929' I JSPF 3 holes
08/18/95 3897'-3903' I JSPF 2 holes
08/18/95 3884'-3895' I JSPF 2 holes
08/18/95 3690'-3704' I JSPF 7 holes

SN @4795'

EOT @ 4826'

NEWFlE LO PBTD @5592'
TD @5650'

Balcron Federal #21-25Y-9-16
500' FNL & 1980' FWL
NENW Section 25-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31394; Lease #0-64380

JW
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CASTLE PEAK #'l-28
NEINESECTION 26, T98, Ri6E

DUCHESNECOUNTY,UTAH
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Spud Date: 10/19/1984 Castle Peak 10-23-9-16
Date Completed: 12/1/1984 Initial Production: P&A
P&A: 12/1/1984 Wellbore Diagram
GL: 5704' KB: 5716'

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 3658'-4888' Frac C-sd, Al and A3 sands as fonows:

GRADE: J-55
98,000#20/40 sand in 668 bbls KCL fluid

emem Plug R I
WEIGHT: 24#

LENGTH: 7 jts (285')

DEFTH LANDED: 304 55' KB

HOLE SIZE:13"

CEMENT DATA 210 sxsClass "G" cmt

Cement Pluß #3
Between 8 5/8" and 5 ½" casing
65 sxs

PRÇDUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 17#

LENGTH:

DEPTH LANDED: 5427' KB

HOLE SIZE 7-7/8"

CEMENT DATA: 100 sxsLodense & 300 sxs Gypseal

CEMENT TOP AT: ? per CBL

TUBINÇ

Cement Plug #2
3550'-3750'
25 sxs

cementPlug #1 aso sa PERFORATION RECORD
SUCKERRODS 4450'-4650'

25 sxs 3658'-3685' l JSPF 36 holes
4562'-4568' I JSPF 06 holes
4578'-4584' l ISPF 06 holes
4835'-4840' I JSPF 05 holes
4848'-4850' 1 JSPF 02 holes
4883'-4888' I JSPF 05 holes

NEWFIELD PBTD @5380'

TD @5430'

Castle Peak Federal 10-23-9-16
1914' FSL & 184T FEL
NWSE Section 23-T9S-Rl6E
Duchesne Co, Utah
API #43-013-30875; Lease #U-15855

BDH



Multi-ChemAnalyticals. ATTACHMENTF -

1553EastHighway40
Ulti-Cherrt

Vemal,UT84078 A HALLIBUlllUN SERVICE

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Danen Betis
Well Name: FEDERAL13· 1-9-16 Lab Tech: Gary Peterson
Sample Point: Treater
Sample Date: 12/19/2011 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WM130 Brine Chemistry Consortium (Rice University)

9t??T.I•.Tee soooo i (Na 1120A hlo I I): 200
t???.BT!!".T.1 sig sooooo. pasig o yifat 9
???.I•.Tet??. ?! ..7.

.

geesig 52.20 icarbon te (H 214
???.gressure2 (psig: 14.70 Calcium(Ca) 1228.00 Carbonate (CO3) 0.00

991.cgi_aged(nip/L) 88 Irgn ( e) 2 ytangicAcig 93H ) .Ð
???.in?.as(y) oo gin n 0 I ggg Acid( H ) H ) .Ð
Bl."°i"?dCO2(mg/ 0 00 (P 0 lugggg (I¯)

.00

l*f I.".??? I? ...................

00 Arnnion H 0 00 roming ( .¾

H2S in Water (mg/L): 0.00 Manganese (Mn): 26.20 Silica (SiO2): 0.00

Notes:
P=

.06 nign
(PTB = Pounds per Thousand Barrels)

Calclum Berium Sulfate Iron Iron Gypsum Celestite Hallte 2|nc
Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

MI-----------------
70 14 2.82 457.42 0.97 5.17 0.00 0.00 3.57 69.90 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 2.84 455.32 0.73 4.54 0.00 0.00 3.69 69.91 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 2.91 470.68 0.54 3.82 0.00 0.00 3.83 69.92 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 2.99 487.38 0.40 3.10 0.00 0.00 3.96 69.94 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 3.09 504.52 0.29 2.44 0.00 0.00 4.09 69.94 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 3.20 521.34 0.21 1.90 0.00 0.00 4.22 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 3.33 537.25 0.16 1.48 0.00 0.00 4.34 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 3.46 551.81 0.13 1.19 0.00 0.00 4.45 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 3.61 564.73 0.10 1.00 0.00 0.00 4.54 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 3.75 575.88 0.09 0.88 0.00 0.00 4.63 69.95 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemthydrate Anhydrate Calcium Zine Lead Mg Ca Mg Fe
CaSO4~0.5H2 CeSO4 Fluoride Carbonate Sulfide Silicate Silicate Silicate

EE -----------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Carbonate

Multi-Chem- A HalliburtonService Wednesday, January 04, 2012
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-.. .- ATTACHMENTF multi-cherrt
Vernal, UT84078 A HALLIBURTON SERVICE

These scales have positive scaling potential under final temperatureand pressure: Calcium Carbonate BariumSulfate IronCarbonate

Calcium Carbonate Barium Sulfate

0.8

= c0.6
o2

200
0.4 2

0 . .0 0 . . .0

20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300

Temperature Temperature

Iron Carbonate

o 40
2

20 31

0 0
20 60 100 140 180 220 260 300

Temperature

Multi-Chem - A Halliburton Service Wednesday. January 04, 2012
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MultidhemAnalyticalLaboratmy ATTACHMENTF multi-chenT
1553 East Highway 40
Vernal,UT84078 A HALLIBURTON SERVICE

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betts
Well Name: BELUGAINJECTION Lab Tech: John Keel
Sample Point: Comingled
Sample Date: 1/16/2012 Scaling potential predicted using ScaleSoftPitzer from

Sample ID: WA-205556 Brine Chemistry Consortium (Rice University)

Test Date: 1/1602012 Cadans ngVL Anims nyf.

99199I?!•.d L) 825 18 Iron ( e_): 0 50 utag ic cig gaHyggg)
???.il9.as(y o00 gip n) 0 Isobutyric Acid ((Cl-Ig)29HCOO) 0.00

?s°i"?qco2 ng/l.) 0 00 I.gad ( p): 0 lugrigg (g)
I-izq in 999(y onjg NH ronligg(gr):
H2S in Water (mg/L): 55.00 Manganese (Mn): 0.20 Silica (SiO2):

Notes:
P=2.8

(PTB = Pounds per Thousand Barrels)

alcium Barium Sulfate iron iron Gypsum Celestite Halite Zinc
Cerbonale Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

-E-----------------
70 14 0.79 15.32 1.73 1.29 3.48 0.28 0.81 0.31 0.00 0.00 0.00 0.00 0.00 0.00 11.70 0.21

95 157 0.82 15.56 1.50 1.27 3.26 0.28 0.94 0.32 0.00 0.00 0.00 0.00 0.00 0.00 11.18 0.21
121 300 0.89 16.81 1.32 1.25 3.14 0.28 1.09 0.33 0.00 0.00 0.00 0.00 0.00 0.00 10.77 0.21

146 443 0.99 18.22 1.19 1.22 3.08 0.28 1.24 0.34 0.00 0.00 0.00 0.00 0.00 0.00 10.44 0.21
172 585 1.10 19.64 1.09 1.21 3.08 0.28 1.39 0.35 0.00 0.00 0.00 0.00 0.00 0.00 10.16 0.21

197 728 1.23 20.92 1.03 1.19 3.11 0.28 1.53 0.35 0.00 0.00 0.00 0.00 0.00 0.00 9.94 0.21
223 871 1.36 21.98 1.00 1.18 3.17 0.28 1.65 0.35 0.00 0.00 0.00 0.00 0.00 0.00 9.76 0.21

248 1014 1.50 22.79 0.99 1.18 3.26 0.28 1.77 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.21
274 1157 1.65 23.37 1.00 1.18 3.36 0.28 1.87 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.47 0.21
300 1300 1.79 23.76 1.02 1.18 3.47 0.28 1.96 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.36 0.21

Hemihydrate Anhydrate Calcium Zinc Leed Mg Ca Mg Fe
CaSOOD.SH2 CaSO4 Fluonde Carbonate Sulfide Silicate Silicate Silicate

------------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.98 0.12 0.00 0.00 0.00 0.00 0.00 0.00
95 157 0.00 0.00 0.00 0.00 0.00 0.00 0.33 0.14 13.13 0.12 0.00 0.00 0.00 0.00 0.00 0.00

121 300 0.00 0.00 0.00 0.00 0.00 0.00 0.67 0.21 12.45 0.12 0.00 0.00 0.00 0.00 0.00 0.00

146 443 0.00 0.00 0.00 0.00 0.00 0.00 0.98 0.24 11.87 0.12 0.00 0.00 0.00 0.00 0.00 0.00
172 585 0.00 0.00 0.00 0.00 0.00 0.00 1.25 0.25 11.38 0.12 0.00 0.00 0.00 0.00 0.00 0.00
197 728 0.00 0.00 0.00 0.00 0.00 0.00 1.49 0.26 10.96 0.12 0.00 0.00 0.00 0.00 0.00 0.00
223 871 0.00 0.00 0.00 0.00 0.00 0.00 1.70 0.26 10.61 0.12 0.00 0.00 0.00 0.00 0.00 0.00
248 1014 0.00 0.00 0.00 0.00 0.00 0.00 1.87 0.27 10.30 0.12 0.00 0.00 0.00 0.00 0.00 0.00
274 1157 0.00 0.00 0.00 0.00 0.00 0.00 2.00 0.27 10.04 0.12 0.00 0.00 0.00 0.00 0.00 0.00

300 1300 0.00 0.00 0.00 0.00 0.00 0.00 2.11 0.27 9.80 0.12 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulflde

Multi-Chem- AHalliburtonService Friday,January 20, 2012
shics Commitment Page 1 of 3 Excellence



Multi-ChemAnalyticalamt- ATTACHMENTY multi-chenT
1553 East Highway40
Vernal,UT84078 A HALLIBURTON SERVICE

These scales have positive scaling potential under final temperatureand pressure: CalclumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Zinc Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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Multi-Chem- A HalliburtonService Friday, January 20, 2012
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~°" ATTACHMENTF multi-chenT
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Multl-Chem- A Hallibutton Service Friday, January 20, 2012
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Attachment "G"

Federal #15-22-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4912 4922 4917 3269 1.10 3237
4780 4798 4789 2490 0.95 2459

Minimum 2459

Calculation of Maximum Surface injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



NEWFIELD ATTACHMENTé |
DAILY COMPLETION REPORT

WELL NAME: Federal 13-24-9-16 Report Date: 1/23/2008 Day: 1

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFl#shots Z.one Perfs SPFl#shots

LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/22/2008 SITP: SICP: 0

Install 5m frac head. NU 6" 5K Cameron BOP. RU HIO truck& pressure test casing, blind rams, frac head, csg 8
casing valves to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @5401' & cement to
@92'. Perforate stage #1, LODC sds @4912-4922' w/ 3-1/8" Slick Guns (19 gram, .49"EH. 120 ) w/ 4 spf for total o
40 shots. 110 BWTR. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 110 Starting oil rec to date:
Fluid log/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 110 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $540
Company: NPC NU crew $300
Procedure or Equipment detail: NDSI trucking $800

Perforators LLC $5,613
Drillingcost $305,620

Zubiate Hot Oil $528
Location preparation $300

NPC wellhead $1,500
Benco - anchors $1,200

Admin. Overhead $3,000
NPC Supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $319,701

Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 1/31/2008 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFI#shots Z_one Perfs SPFI#shots

LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/30/2008 SITP: SICP: 0

Day2a.
RU BJ Services "Ram Head" frac flange. RU BJ & frac LODC sds, stage #1 down casing w/ 19518#'s of 20/40 sanc

in 315 bbis of Lightning 17 frac fluid. Open well w/ 0 psi on casing. Perfs broke down @ 3037 psi. Pump 30 gals o
Techna Hib chemical. Treated @ ave pressure of 3001 wl ave rate of 23.2 bpm w/ 6.5 ppg of sand. Spot 12 bbls o
15% HCL acid in flush for next stage. ISIP was 3269. 425 bbis EWTR. See day2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 110 Starting oil rec to date:
Fluid los_t/recovered today: 315 Oil lost/recovered today:
Ending fluid to be recovered: 425 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand Frac
Company: BJ Services

Procedure or Equipment detail: LODC sds down casing Weatherford Services $1,000
1722 gals w/ Techna Hib & to cross link C-D trkg frac water $300

1974 gals of pad NPC fuel gas $500
1511 gals w/ 1-4 ppg of 20/40 sand BJ Services LODC sds $18,970
1067 gals w/ 4-6.5 ppg of 20/40 sand NPC Supervisor $300
504 gals of 15% HCL acid
Flush w/ 4452 gals of slick water

**Flush called @blender to include 2 bbis for pump/line volume**

Max TP: 3317 Max Rate: 23.4 Total fluid pmpd: 315 bbis
Avg TP: 3001 Avg Rate: 23.2 bpm Total Prop pmpd: 19,518#'s

ISIP: 3269 5 min: 10 min: FG: 1.1 DAILY COST: $21,070
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 1/31/2008 Day: 2b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4850'

PERFORATION RECORD
Zone Perfs SPF/#shots Z_one Perfs SPFI#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/30/2008 SITP: SICP: 2528

Day2b.
RU Lone Wolf WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" 6K composite flow through frac plug & 18' per

gun. Set plug @ 4850'. Perforate A1 sds w/ 3-1/8" Slick Guns (23 gram, .43"HE, 90 ) w/ 4 spf for total of 72 shots
RU BJ & frac stage #2 w/ 102,122#'s of 20/40 sand in 772 bbls of Lightning 17 frac fluid. Open well wl 2528 psi or
casing. Perfs broke down @4108 psi. Pump 30 gals of Techna Hib chemical. Treated @ ave pressure of 2124 w
ave rate of 23.3 bpm w/ 8 ppg of sand. ISIP was 3269. 1197 bbis EWTR. RD BJ & WLT. Flow well back. Wel
flowed for hours & died w/ bbls rec'd. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS

Base Fluid used: Lightning 17 Job Type: Sand Frac
Company: BJ Services

Procedure or Equipment detail: A1 sds down casing Weatherford Services

1721596 gals w/ Techna Hib & to cross link C-D trkgfrac water $1,700
7879 gals of pad NPC fuel gas $500

5319 gals wl 1-5 ppg of 20/40 sand BJ Services A1 sds $25,268

10622 gals w/ 5-8 ppg of 20/40 sand Lone Wolf A1 sds $6,310
2329 gals wl 8 ppg of 20/40 sand

Flush wl 4662 gals of slickwater

Max TP: 2421 Max Rate: 23.4 Total fluid pmpd: 772 bbis
Avg TP: 2124 Avg Rate: 23.2 bpm Total Prop pmpd: 102,122#'s

ISIP: 2490 5 min: 10 min: FG: .95 DAILY COST: $35,978
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-l

DAILY COMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/1/2008 Day: 3

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5401'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 5550' BPISand PBTD: 5635'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 1/31/2008 SITP: SICP: 150

Thaw well out. MIRUSU. Open well w/ 150 psi on casing. Bled well down. RD Cameron BOP's & 5K frac head.
Instal 3K production tbg head & Schaefer BOP's. RU 4-3/4' Chomp bit & bit sub. Tally & pickup off trailer used
string of 2-7/8", 6.5#, 8EUE, J-55 tbg. 150 jts in tag sand @ 4815'. RU pump, tanks & swivel. Circulate down to
plug @ 4850'. Drlg out plug. TlH w/ tbg to tag sand @5473'. C/O sand to PBTD @5635'. LD 2 jts tbg. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1197 Starting oil rec to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Western rig $4,271

KB 12.00' 1 1/2" X 22' polished rod Weatherford BOP's $255
180 2 7/8 J-55 tbg (5635') X 3/4" ponies B&L - new J-55 tbg $17,315

TA (2.80' @ KB) 3/4" scrapered rods NDSI wtr trk $500
2 7/8 J-55 tbg (') 3/4" plain rods Unichem Chemical $400
SN (1.10' @ ' KB) 3/4" scrapered rods Zubiate Hot Oil $546
2 7/8 J-55 tbg (') 1 1/2" weight rods Monks pit reclaim $1,800
2 7/8 NC (.45') CDI 2 1/2' X 1 1/2" X 15' NPC sfc equipment $130,000

EOT W/ 12' KB RHAC pump W/ SM plunger MechamLabor/welding $19,500
NDSI wtr disposal $3,000

Nabors power swivel $750
Mtn West Sanitation $400

NPC Supervisor $300
DAILY COST: $179,037

Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-!

DAILY COMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/2/2008 Day: 4

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5635'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BP/Sand PBTD: 5635'

PERFORATION RECORD
Zone Perfs SPF/#shots Z_one Perfs SPFl#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/1/2008 SITP: SICP: 0

Thaw well out. Open well wl vacuum on casing. RU swab & made 17 runs to recover 110 bbis of fluid. IFL was
100'. Last run showed trace of oil wl no sand. FFL was 1900'. RD swab equip. TlH w/ tbg to tag no new sand.
Circulate well clean @ BPTD @5635'. TOOH w/ tbg. LD bit & bit sub. TlH lost NC, 2 jts SN, 1jt down hole, had to
make a tripw/ tbg to retrieve lost tbg. TlH w/ NC, 2 jts tbg, SN, 1 jt tbg, TA CDI new 45,000# shear, 59 jts tbg.
SlFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: 81 Oil lost/recovered today:
Ending fluid to be recovered: 1116 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL COSTS
Western rig $4,469

KB 12.00' i 1/2" X 22' polished rod Weatherford BOP's $255

180 2 7/8 J-55 tbg (5635') X 3/4" ponies CDI SN & TA $600
TA (2.80' @ KB) 3/4" scrapered rodS NPC trkg choke, toilet,swvl $900
2 7/8 J-55 tbg (') 3/4" plain rods $400
SN (1.10' @ ' KB) 3/4" scrapered rods Zubiate Hot Oil $508
2 7/8 J-55 tbg (') 1 1/2" weight rods NPC location cleanup $400
2 7/8 NC (.45') CDI 2 1/2'X 1 1/2"X 15' NPC Supervisor $300

EOT W/ 12' KB RHAC pump W/ SM plunger

DAILY COST: $7,832
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-I

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/5/2008 Day: 5

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5635'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 4989' BPISand PBTD: 5635'

PERFORATION RECORD
Perfs SPFl#shots Zone Perfs SPF/#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/4/2008 SITP: SICP: 0

Open well w/ vacuum on casing. Continue TlH w/ NC, 2 ts tbg, SN, 1 it tb , TA CDI new 45,000# shear, jts tbg.
RD BOP's. Set TA @ 4890' w/ 16,000#'s tension w/ SN 4924' & EOT 4989'. Flush tbg w/ 60 bbis water.
Pickup & prime pump. TlH w/ used rods strin ("B" grade), 1/2" x 1-1/2" x ' x 19.5' RHAC CDI new pump, 6- 1-
1/2" weight rods, 20- 3/4" guided rods (4 ,

70- 3/4" slick rods, 100- 3/4" guided (4 per) rods, 2', 4' x 3/4" pony
rods, 1-1/2" x 26' polish rod. Space pump. t tbg to 800 psi wl hot oiler. Left unit down due to surface equipment.
RDMOSU.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1116 Starting oil rec to date:
Fluid lost/recovered today: 15 Oil lost/recovered today:
Ending fluid to be recovered: 1101 cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Western rig $2,810

KB 12.00' 1 1/2" X 22' polished rod new Weatherford BOP's $255
154 2 7/8 J-55 tbg 4878.21' 2', 4' X 3/4" ponies used CDI rod pump $1,450

TA (2.80' @ KB) 4890.21' 100- 3/4" scrapered rodsused NPC trkg tbg, rods, trash $900
1 2 7/8 J-55 tbg (31.50') 70- 3/4" plain rods used NPC frac tnks(3x8dys) $960

SN (1.10') 4924.51' 20- 3/4" scrapered rods used Zubiate Hot Oil $500
2 2 7/8 J-55 tbg (63.91') 6- 1 1/2" weight rods used NPC frac head $500

2 7/8 NC (.45') 2 1/2' X 1 1/2" X 16' X 19.5' NPC Supervisor $300
EOT WI 12' KB 4989.97' RHAC pump W/ SM plunger NPC swab tnk (3dys) $120

CDI pump wl 176" SL rds ("B" grade) $16,000
D&MHot Oil $230

DAILY COST: $24,025
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-l

DAILYCOMPLETION REPORT
WELL NAME: Federal 13-24-9-16 Report Date: 2/7/2008 Day: 6

Operation: Completion Rig: Western #4

WELL STATUS
Surf Csg: 8-5/8' @ 324' Prod Csg: 5-1/2" @ 5674' Csg PBTD: 5635'
Tbg: Size: 2-7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 4989' BP/Sand PBTD: 5635'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

A1 sds 4780-4798' 4/72
LODC sds 4912-4922' 4/40

CHRONOLOGICAL OPERATIONS
Date Work Performed: 2/5/2008 SITP: SICP: 0

Repair surface equipment. PWOP @3:00 pm w/ 102" SL & 5 SPM. Final report.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1 Starting oil rec to date:
Fluid lostIrecovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 1101 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS

KB 12.00' 1 1/2" X 22' polished rod new

154 2 7/8 J-55 tbg 4878.21' 2', 4' X 3/4" ponies used

TA (2.80' @ KB) 4890.21' 100- 3/4" scrapered rodsused

1 2 7/8 J-55 tbg (31.50') 70- 3/4" plain rods used

SN (1.10') 4924.51' 20- 3/4" scrapered rods used

2 2 7/8 J-55 tbg (63.91') 6- 1 1/2" weight rods used

2 7/8 NC (.45') 2 1/2' X 1 1/2" X 16' X 19.5' NPC Supervisor $300
EOT WI 12' KB 4989.97' RHAC pump Wl SM plunger

CDI pump w/ 176" SL

DAILYCOST: $300
Completion Supervisor: Ron Shuck TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4730'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 171' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 43 sx Class "G" cement down 5 ½" casing to 365'

The approximate cost to plug and abandon this well is $42,000.

Federal



ATTACHMENT\
FEDERAL 13-24-9-16

Spud Date: 11/6/07
Put on Production: 2/5/08
GL: 5656' KB: 5668• 3roposed P.LA

Mellbore Dia yam
SURFACECASING
CSG SIZE: 8-5/8"

GRADE: J-55 Coment Top@ 92' - -

Pump 43 sx Class "G" Cement down 5-1/2" casing to365'
GHT 274j

s (302 73') Casing Shoe @315'
DEPTH LANDED: 314.58'

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 exs Class "G" cmt

PRODUCTIONCASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15 5#

LENGTH: 132jts (5661 02')
120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

HOLE SIZE: 7-7/8" (1202'-1322')

DEPTH LANDED: 5674.27'

CHMENT DATA: 300 sk Prem Lite II mixed & 400 sxs 50/50 POZ

CBMENT TOP AT: 92'

- 171' balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2525'-2696')

100' (12 sx) Class G Cement plu8 on top of CIBP

CIBP @4730'
I i | 2 4780-4798'

I = = 1 4912-4922'

NEWFIELD PBTD @5635'

Federal 13-24-9-16
TD @5700'

684' FSL & 423' FWL
SWSW Section 24-T98-R16E

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855

JL



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR o o 00 o

BUREAU OF LAND MANAGEMENT 5. Lease Seria!No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-IS855

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPU
1. Type of Well

Oil Well O Gas Well Ü Other 8. Well Name and No.

2. Name of Operator FEDERAL 13-24-9-16

NEWFIELD PRODUCTION COMPANY DAPI Mll a
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333342

Myton, UT 84052 435 646 3721 10. Field and Pool, or Exploratory Area

4. LocationofWell (Footage, Sec., T., R., M, or Survey Description) GREATER MB UNIT
684 FSL 423 FWL \ l. County or Parish, State

SWSW Section 24 T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production (Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to Injector O Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones. Attach the

Bond under which the work wiH be performed or provide the Bond No, on file with BLM/BlA. Required subsequent reports shall be filed within 30 days following completion

ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

Newfield Production proposes to convert the above mentioned well from producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

IS SPACE FOR FED

STechnicianOFFICE

USE

Approved bv Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false, fictitious and fraudulent statements or reoresentations a,s tp yv matter within its jurisdiction

(Instructions on page



4770 S. 5600 W.
P.O. BOX 704005 ShejiialttakegrilmneMEDI Deseret NewsWEST VALLEY CITY. (JTAH 84170
FED.TAX l.D.#87-02l7663

PROOF OF PUBL T CUSTOMER'S COPY

CUSTOMER NAME ANDA ACCOUNT NÜMBER ÚATE

DIV OF OIL-GAS & MINING, 9001402352 2/28/2012

1594 W NORTH TEMP #1210
P.O. BOX 14580l
SALT LAKE CITY, UT 84114 PUBLICNOTlŒ

BEFORETHEÐIVISIONOF OIL, GASANDMINING
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STATEOF UTAH
ACCOUNT NAME NOTICEOFAGENCYACTION

CAUSENO.UIC-387
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Federal 13-18-9-16 well located in SW/4 SW/4, Section
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Fatferni 7.9f).9-1A well Inrnied la SW/4 NEf4, Section20,
T p 35 ange 16 East

UIC 387 Federal 11-2 9-16 well located in NEf4 SW/4, 5ection 20,

CAPTION Towmhip 9 South,Range 16 East
API 43-013-33105

Federal 15 22-9-16 well located in 5W/4 SE/4, section22,
Towmhip 9 8 6R7onge16 East
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AFFlDAVIT OF PUBLICATION

AS NEWSPAPER AGENCY COMPANY. LLC dba MEDIAONE OF UTAHLEGAL BOOKER, l CERTlFY THAT THE ATTACHED ADVERTlSEMENT OF
PUBLIC NOTICE BEFORE THE DlVISlON OF OlL, GAS AND MIN1NG DEPARTMENT OF NATURAL RESOURCES STATE OF UTAH NOTlCE OF
AGENCY ACTION CAUSE NO. UIC-387 IN THE MATTER FOR DIV OF OIL-GAS & MINING, WAS PUBLISHED BY THE NEWSPAPER AGENCY
COMPANY. LLC dba MEDIAONE OF UTAH, AGENT FOR THE SALT LAKE TR1BUNEAND DESERET NEWS, DAlLY NEWSPAPERSPRINTED IN THE
ENGLISH LANGUAGE WITH GENERAL CIRCULATION IN UTAH,AND PUBLISHED IN SALT LAKE CITY, SALT LAKE COUNTY IN THE STATE OF UTAH,
NOTlCE IS ALSO POSTED ON UTAEILEGALS COM ON THE SAME DAY ASTHE FIRST NEWSPAPER PUBLICATlON DATE AND REMAINS ON
UTAHLEGALS.COMlNDEFINATELY.

Start 02/27/20 12 End 02/27/20 12 i VIRGjN!ACRAFT
PUBLISHEDON . Notary Pubhe. State of Utah

Commission # 581469
My Commission Expires

SIGNATURE ,
Janttyy 12, 20)4

2/28/2012

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATION"
PLEASE PAY FROM BILLING
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-387

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 16, 18, 20, 22,
AND 24, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells located in Duchesne County, Utah, for conversion to
Class II injection wells:

Greater Monument Butte Unit:
Castle Peak State 43-16 well located in NE/4 SE/4, Section 16, Township 9 South, Range 16East
API 43-013-30594

West Point Federal 4A-18-9-16 well located in NW/4 NW/4, Section 18, Township 9 South, Range 16 East
API 43-013-33463

Federal 13-18-9-16 well located in SW/4 SW/4, Section 18, Township 9 South, Range 16 East
API 43-013-32999

Federal 7-20-9-16 well located in SW/4 NE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33106

Federal 11-20-9-16 well located in NE/4 SW/4, Section 20, Township 9 South, Range 16 East
API 43-013-32598

Federal 15-20-9-16 well located in SW/4 SE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33105

Federal 15-22-9-16 well located in SWl4 SE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33167

Federal 9-24-9-16 well located in NE/4 SE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33338

Federal 13-24-9-16 well located in SW/4 SW/4, Section 24, Township 9 South, Range 16 East
API



The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 21st day of February, 2012.

STATE OF UTAH
IL, GAS & MINING

Brad Hill
Permitting



Newfield Production Company

CASTLE PEAK STATE 43-16, WEST POINT FEDERAL 4A-18-9-16,
FEDERAL 13-18-9-16, FEDERAL 7-20-9-16, FEDERAL 11-20-9-16,

FEDERAL 15-20-9-16, FEDERAL 15-22-9-16,
FEDERAL 9-24-9-16, FEDERAL 13-24-9-16

Cause No. UIC-387

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning
1001 17th Street, Suite 2000 PO Box 317
Denver, CO 80202 Duchesne, UT 84021-0317

Uintah Basin Standard Bruce Suchomel
268 South 200 East US EPA Region 8
Roosevelt, UT 84066 MS 8P-W-GW
via e-mail legals@ubstandard.com 1595 Wynkoop Street

Denver, CO 80202-1129
Salt Lake Tribune
PO Box 45838 SITLA
Salt Lake City, UT 84145 675 E 500 S Ste 500
via e-mail naclegal@mediaoneutah.com Salt Lake City, UT 84102-2818

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

February 21, 2012

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action -- Newfield Production Company Cause No. UIC-387

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov on, GAS &



From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: <jsweet@utah.gov>

Date: 2/23/2012 12:02 PM
Subject: Legal Notice

it willbe published Feb. 28, 2012.
Thank you.



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

February 21, 2012

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-387

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov OIL, GAS &



From: "Stowe, Ken" <kstowe@mediaoneutah.com>

To: <jsweet@utah.gov>

Date: 2/23/2012 12:36 PM
Subject: Proof for Public Notice
Attachments: OrderConf.pdf

AD#770992
Run SL Trib &Des News 2/27/12
Cost $250.28
Please advise of any changes or reply with OK to publish
Thank You



Remit to:P.O. Box 704005me§alttaketiribuneMEDIN
_

Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000770992-01

Client DIVOF OIL-GAS & MINING Payor Customer DIVOF OIL-GAS & MINING Ad Content Proof Actual Size
PUBLICNOTICEClient Phone 801-538-5340 Payor Phone 801-538-5340

*
BEFORETHEDIVISIONOF OIL, GAS ANDMINING

DEPARTMENTOF NATURALRESOURŒ5
STATEOF UTAH

Account# 9001402352 Payor Account 9001402352 NOTEŒOEF A ION

IN THEMATTEROF THE APPLICATIONOF NEWFIELDPRODUC-

Address 1594 WNORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO) T C E PR2OVA F CERTAIN

SALT LAKECITY, UT 84114 USA SALT LAKECITY, UT 84114 (WNSHIP S RANGE EAST, DUCMSNE COLNTY,

THE STATE OF UTAN TO ALL PERSONS INIERESTEDIN THE
ABOVEENTITLEDMATTER.
Notîce is hereby given that the Division of Oil, Gas od Min-Ordered By Acct. EXOC mg (de 'Division") is onnencing m informal adjudicotiveFax 801-359-3940 proceeding to coraider the application of Newfleid Prodsc-

EMail earlenerussell@utah.gov Jean kstowe y r mwstra p voi er cae II try
Cims 11injection wells:
Greater MommentButteUnit.
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API 4341 3-30594
Payment Amt $0.00 West Post Federal 4A-18-9-16 well located in NWþ

Tear Sheets Proofs Affidavits (faspggig*ggTowtship 9 South,Range 16 East

Federal 13-18-9-16 well Iccated in SW/4 SW/4, SectionAmount Due $250.28 0 0 1 18, Township9 Secth, Range 16 East
API 4341 3-32999

Federal 7-20-9-16 well looted in SW/4 NE/4, Sectice 20,Payment Method PO Number UIC 387 Township 9 South,Range 1ð Emt
API43413-33106

Confirmation Notes: r i - weiLecEstedin NE/4 SW/4, Section 20,

API 4341 3-32598Text: Jean Federal 15-20-9-1ð well located imSW/4 SE/4, Section 20,
Township 9 South, Range l ð East
API 43-0 13-33105

Ad Type Ad Size Color y
r 26ý2gg"*LeggmSW/4 SE/4, Section 22,

Legal Liner 2.0 X 73 Li <NONE> SeÍaiv'ÀÑi'ð'wen looted m NEþ SER,secuem24,
Township 9 South, Range 16 East
API J3-01 3-33338
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Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices $ fe ¡Îlbe condocted m accordacce with Utah
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teleits.
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

March 20, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 13-24-9-16, Section 24, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah, API Well #43-013-33342

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 3,732 feet in the
Federal 13-24-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

J n Rogers
Associate Director

JR/MLIUjs
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County uTAN
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Does\ChronFile\UIC

1594West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 . facsimile (801) 359-3940• TTY (801) 538-7458 •
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 13-24-9-16

Location: 24/9S/16E API: 43-013-33342

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 315 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,674 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 2,634 feet. A 2 7/8
inch tubing with a packer will be set at 4,730 feet. Higher perforations will be opened at a later
date. A mechanical integrity test will be run on the well prior to injection. There are 8 producing
wells, 2 P/A wells, and 2 shut-in wells (one of which is the proposed injection well) in the AOR.
Most of the wells have evidence of adequate casing and cement for the proposed injection
interval. However, the Federal 9-23-9-16 well (API# 43-013-30654), appears to have inadequate
cement for the proposed injection interval. Its CBL (4/1/1983) indicates a cement top at about
3,676 feet. To protect this wellbore Newfield will not perforate the Federal 13-24-9-16 well
above 3,732 feet (see Ground Water Protection).

Revision (8/10/2012): Injection approval for the Federal 13-24-9-16 well was issued on 6/5/2012
with a permitted injection interval of 3,732-5,635 feet. The Federal 21-25Y-9-16 well (API# 43-
013-31394), located in the AOR approximately 0.4 mile southeast of the Federal 13-24 well,
exhibits a good cement top at about 4,415 feet. There appear to be several hundred feet of "lite"
cement above that depth. At the time of this revision (8/10/2012), the Federal 21-25Y well is
being evaluated for conversion to an injection well. In order to confirm the integrity of "lite"
cement in this well, a Radioactive Tracer Survey (RATS) will be required as a condition of
conversion for the Federal 21-25Y well.

Ground Water Protection: As interpreted from Technical Publication No. 92, the base of
moderately saline water is at a depth of approximately 1900 feet. The requested injection interval
is between 3,657 feet and 5,635 feet in the Green River Formation. However, as described in the
previous paragraph, the top of good cement bond is at about 3,676 feet in the Federal



Federal 13-24-9-16
page 2

well, located in the AOR, approximately 1/3 mile north-northwest of Federal 13-24-9-16 well.
This cement top correlates to a depth of approximately 3,632 feet in the Federal 13-24-9-16 well.
For this reason, it is recommended that the top of the injection interval be permitted no higher
than a depth of 3,732 feet in the Federal 13-24-9-16 well. Information submitted by Newfield
indicates that the fracture gradient for the 13-24-9-16 well is 0.95 psilft., which was the lowest
reported fracture gradient for the injection zone. The resulting minimum fracture pressure for the
proposed injection interval is 2,459 psig. The requested maximum pressure is 2,459 psig. We
intend to permit this well at a maximum pressure of 2,000 psig. The anticipated average
injection pressure is 1100 psig. Injection at this pressure should not initiate any new fractures or
propagate existing fractures in the adjacent confining intervals. Any ground water present should
be adequately protected.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date 2/24/2012 (revised



RECEIVED: May. 25, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-15855 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-24-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0684 FSL 0423 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 05/09/2012. On 05/10/2012 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 1300 psig during the

test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /25 /2012

June 04, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 05/09/2012. On 05/10/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 05/15/2012 the casing was pressured up to 1030 Date: June 04, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 1300 psig during the sy: e

test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/25/2012

RECEIVED: May. 25,



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date i gi þ// Time am

Test Conducted by: M0trx
Others Present:

Well: - -- Field: ty),,,g &

Well Location: \3-g4 - \£ API No:9 30\3311AÊ

Ti_me_ Casinq Pressure

0 min ig'JO psig

5 )pg psig

10 jg() psig

15 gg psig

20 (3() psig

25 \pg psig

30 min ÌÔ3Ó Psi9

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: jyp psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000



RECEIVED: May. 25, 2012

Sundry Number: 26047 API Well Number: 43013333420000Sundry Number: 26047 API Well Number: 43013333420000
Summary Rig Activity Page 1 of 4

Daily Activity Report

Format For Sundry

FEDERAL 13-24-9-16
3/1/2012 To 7/30/2012

5/3/2012 Day: 1 Conversion

NC #2 on 5/3/2012 - MIRUSU, L/D Rods On Float, R/D Wellhead, R/U BOPS, Tag Fill, POOH
W/- Tbg, Breaking & Dopeing Collars - Move From The Pomco Federal 1-18-9-17 To Th Lone
Tree Federal 13-24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit,
Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To
3,000 Psi, H/Oiler Pmp 35 Bbis Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D
1- 2' x 3/4" Pony Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony
Sub, 2- 8' x 3/4" Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40-

3/4" Guided Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bb\s
Wtr On TOH, Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp
Screen Was covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS,
Release TA, P/U & TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts
Tbg, POOH W/- 40- Jts Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30
To 9:00 PM C/Trvl. - Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-
24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Pmp, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler
Pmp 35 Bbls Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony
Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4"
Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided
Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbls Wtr On TOH,
Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was
covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U &
TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts
Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. -

Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-24-9-16, MIRUSU, R/U
H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40
Bbls Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler Pmp 35 Bbls Wtr, Tbg
Vol Is Only 29 Bbis, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony Sub (On Top Of
Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4" Pony Subs, 98-

3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided Rods, 6- 1 1/2" x
25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis Wtr On TOH, Bttm 20 Rods &
Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was covered In Scale, X
- Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U & TIH W/- 20- Jts Tbg,
Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts Tbg, Breaking &
Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $8,731

5/4/2012 Day: 2 Conversion

NC #2 on 5/4/2012 - Finish Breaking & Dopeing, Perf Zones, P/U N-80 Tbg W/- Pkr & Pig -

5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing Collars,
R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @ 4509' -

4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Pig & Pkr, 145- Jts Tbg (N-80), Set
Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing
Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @
4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-

http://www.inewfld.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDa...
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80), Set Pig @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30
PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking &
Dopeing Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C-
Sands @ 4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145-
Jts Tbg (N-80), Set Pig @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM,
8:00 To 8:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $18,366

5/7/2012 Day: 3 Conversion

NC #2 on 5/7/2012 - Frac Well, Flow Back, L/D N-80 Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM
OWU, Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24
Min, Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH
W/- 23- Jts Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes,
Frac GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg
Clean, Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty,
R/U H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole,
SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU,
Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min,
Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/-
23- Jts Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac
GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean,
Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U
H/Oiler To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI,
CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, Set
Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min, Release
Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/- 23- Jts
Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac GB-2
Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean, Latch
Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U H/Oiler
To Tbg, Pmp 40 Bbls Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI, CSDFN
@ 7:00 PM, 7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $59,425

5/8/2012 Day: 4 Conversion

NC #2 on 5/8/2012 - TIH W/- Tbg & Pkr, Pressure Test Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00
AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN, 118- Jts Tbg
(J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For A Pad, Drop Stnd Vlve, Try To Pressure Up,
No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On Tbg, No Test,
R/U Sandline, Fish Stnd VIve, Drop Another Stnd Vlve, Try To Pressure Up Again, No Test, RIH
W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure Up Again, No Test,
POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was Not In The SN, Replace SN, Start To TIH W/-
Tbg, Found Stnd Vlve Stuck In The 4th Jt Above SN, Jt Was Crimped, L/D Jt, P/U Another Jt
Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg, No Test, RIH W/-
Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vlve Again, Pressure Up To 3,000 Psi,
Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM
C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN,
118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbls Wtr For A Pad, Drop Stnd VIve, Try To
Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On
Tbg, No Test, R/U Sandline, Fish Stnd Vive, Drop Another Stnd Vlve, Try To Pressure Up
Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure
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Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vive Was Not In The SN, Replace
SN, Start To TIH W/- Tbg, Found Stnd VIve Stuck In The 4th Jt Above SN, Jt Was Crimped,
L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To Pressure Up On Tbg,
No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vlve Again,
Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/-
Weatherford Arrowset Pkr, SN, 118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbls Wtr For
A Pad, Drop Stnd Vlve, Try To Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve,
Re-try To Pressure Up On Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vlve,
Try To Pressure Up Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/-
Sandline, Try To Pressure Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was
Not In The SN, Replace SN, Start To TIH W/- Tbg, Found Stnd Vlve Stuck In The 4th Jt Above
SN, Jt Was Crimped, L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To
Pressure Up On Tbg, No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On
Stnd Vlve Again, Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM,
7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $68,409

5/9/2012 Day: 5 Conversion

NC #2 on 5/9/2012 - Get Final Test On Tbg, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U H/Oiler To Tbg, Pressure
Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish Stnd Vive, R/D Sandline,
R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr
Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500
Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled
Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready
For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U
H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish
Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp
70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To
Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold
For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test,
R/D NC #2, Well Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off
200 Psi Over Night, R/U H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good
Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree,
R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U
Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off
150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold
Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready For MIT.
Daily Cost: $0
Cumulative Cost: $161,154

5/23/2012 Day: 6 Conversion

Rigless on 5/23/2012 - Conduct initial MIT - On 05/10/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 05/15/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 1300 psig during the test.
There was not a State representative available to witness the test. - On 05/10/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 05/15/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
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was 1300 psig during the test. There was not a State representative available to witness the
test. - On 05/10/2012 Chris Jensen with the State of Utah DOGM was contacted concerning
the initial MIT on the above listed well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1300 psig during the test. There was not a State representative
available to witness the test. Finalizeci
Daily Cost: $0
Cumulative Cost: $192,974

Pertinent Files: Go to File List
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RECEIVED: May. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-15855 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-24-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0684 FSL 0423 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  New Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had new perforations added during a
conversion. Attached are the schematic and Daily Activity report. The

following perforations were added in the Green River Formation: C
4509-4512' 3 JSPF 9 holes GB2 3808-3811' 3 JSPF 9 holes

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /6 /2013

May 20, 2013

Sundry Number: 37624 API Well Number: 43013333420000Sundry Number: 37624 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: New Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had new perforations added during a Accepted by the
conversion. Attached are the schematic and Daily Activity report. The utah Division of

following perforations were added in the Green River Formation: C oil, Gas and Mining
4509-4512' 3 JSPF 9 holes GB2 3808-3811' 3 JSPF 9 holes Date: May 20, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/6/2013

RECEIVED: May. 06,
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Spud Date: 11/6/07 FEDERAL 13-24-9-16
Put on Production: 2/5/08

GL: 5656' KB: 5668' Injection Wellbore
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/30/08 4911-4922' Frac LODC sands as foHows
GRADE: J-55 Cement Top@ 92•

. . Frac with 19518# 20/40 sand in 315bbis
Lightning 17fluid. Treatat300\psi@

WEIGHT:24# 23.2 BPM. ISIP 3269 psi.
LENGTH: 7 jts (302.73') Casing Shoe @315• 1/30/08 4780-4798' Frac AI sandsas follows:

Frac with 102122# 20/40 sand in 772bb1sDEPTH LANDED: 314.58
Lightning 17 fluid. Treat at 2124 psi @

HOLE SIZE: 12-1/4" 23.3 BPM ISIP 3269psi
CEMENT DATA: 160 sxs Class "G" cmt 8/12/09 Pump Change. Updatediod & tubing

details.

2/6/10 Tubing leak. Updated rod and tubing
detail.

05/07/12 4509-4512' Fme C sands as follows: Frac with
PRODUCTION CASING [1769#20/40sandin lš4bbisLightning

17fluid
CSG SIZE: 5-1/2"

05/07/12 3808-3811' Frae GB2 sands as follows:
GRADE: J-55 Frac with 19313#20/40 sand in 262 bbis
WEIGHT: 15.5# Lightning 17 fluid

LENGTH: 132jts. (5661.02') 05/09/l2 Convert to Injection Wex

HOLE SIZE: 7-7/89= 05/15/12 Conversion MIT Finalized - updatetbg
detail

DEFTH LANDED: 5674.27

CEMENT DATA: 300 sk Prem. Lite II mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 92'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 118jts (372T)

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 3739' KB

PACKER @:3743 4'

TOTAL STRING LENGTH: EOT @3746.45'

Packer @3743'
EOT@3746'

3808-3811

4509-4512'

4780-4798'
PERFORATION RECORD

4780-4798' 4 JSPF 72 holes
4912-4922'

4912-4922' 4 JSPF 40 holes
05/04/12 4509-4512' 3 JSPF 9 holes
05/04/12 3808-3811' 3JSPF 9holes

MWIE PBTD @5635'

Federal13-24-9-16 / I \
684' FSL & 423' FWL

SWSW Section 24-T9S-Rl6E TD@ 5700'

Duchesne Co, Utah
API #43-013-33342; Lease #UTU-15855
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Daily Activity Report

Format For Sundry

FEDERAL 13-24-9-16
3/1/2012 To 7/30/2012

5/3/2012 Day: 1 Conversion

NC #2 on 5/3/2012 - MIRUSU, L/D Rods On Float, R/D Wellhead, R/U BOPS, Tag Fill, POOH
W/- Tbg, Breaking & Dopeing Collars - Move From The Pomco Federal 1-18-9-17 To Th Lone
Tree Federal 13-24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbts Wtr, R/D Pmp Unit,
Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40 Bbis Wtr, Reseat Pmp, Try To Pressure Test Tbg To
3,000 Psi, H/Oiler Pmp 35 Bbls Wtr, Tbg Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D
1- 2' x 3/4" Pony Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony
Sub, 2- 8' x 3/4" Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40-
3/4" Guided Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis
Wtr On TOH, Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp
Screen Was covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS,
Release TA, P/U & TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts
Tbg, POOH W/- 40- Jts Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30
To 9:00 PM C/Trvl. - Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-
24-9-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbis Wtr, R/D Pmp Unit, Unseat Pmp, R/U
H/Oiler To Tbg, Pmp 40 Bbis Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler
Pmp 35 Bbis Wtr, Tbg Vol Is Only 29 Bbis, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony
Sub (On Top Of Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4"
Pony Subs, 98- 3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided
Rods, 6- 1 1/2" x 25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis Wtr On TOH,
Bttm 20 Rods & Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was
covered In Scale, X - Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U &
TIH W/- 20- Jts Tbg, Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts
Tbg, Breaking & Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. -

Move From The Pomco Federal 1-18-9-17 To Th Lone Tree Federal 13-24-9-16, MIRUSU, R/U
H/Oiler To Csg, Pmp 60 Bbis Wtr, R/D Pmp Unit, Unseat Pmp, R/U H/Oiler To Tbg, Pmp 40
Bbis Wtr, Reseat Pmp, Try To Pressure Test Tbg To 3,000 Psi, H/Oiler Pmp 35 Bbis Wtr, Tbg
Vol Is Only 29 Bbls, Suspected Hole In The Tbg, L/D 1- 2' x 3/4" Pony Sub (On Top Of
Polished Rod), 1 1/2" x 26' Polished Rod, 1- 4' x 3/4" Pony Sub, 2- 8' x 3/4" Pony Subs, 98-
3/4" Guided Rods, 49 -3/4" Plain Rods (15 Are E Grade), 40- 3/4" Guided Rods, 6- 1 1/2" x
25' Wt Bars (3 Are E Grade), Rod Pmp, Flush Rods W/- 30 Bbis Wtr On TOH, Bttm 20 Rods &
Wt Bars Had Scale On Them, Pull Rod Was Pencil Thin & Pmp Screen Was covered In Scale, X
- Over For Tbg, R/D Wellhead, R/U Weatherford BOPS, Release TA, P/U & TIH W/- 20- Jts Tbg,
Tag Fill @5572', No New Fill On PBTD, L/D 20- Jts Tbg, POOH W/- 40- Jts Tbg, Breaking &
Dopeing Every Collar, SWI, CSDFN @ 8:30 PM, 8:30 To 9:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $8,731

5/4/2012 Day: 2 Conversion

NC #2 on 5/4/2012 - Finish Breaking & Dopeing, Perf Zones, P/U N-80 Tbg W/- Pkr & PIg -

5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing Collars,
R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @ 4509' -

4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-80), Set
PIg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking & Dopeing
Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C- Sands @
4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145- Jts Tbg (N-

http://www.inewfld.com/denver/SumActRpt.asp?RC=159872&API=4301333342&MinDate...
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80), Set PIg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM, 8:00 To 8:30
PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, POOH W/- 78 Jts Tbg Breaking &
Dopeing Collars, R/U The Perforators Wireline, RIH & Shoot C-Sands & GB-2 Zones, Shoot C-
Sands @ 4509' - 4512', GB-2 @ 3808' - 3811', R/D Wireline, P/U & TIH W/- Plg & Pkr, 145-
Jts Tbg (N-80), Set Plg @ 4575', POOH W/- 3- Jts Tbg, Let Hang, SWI, CSDFN @ 8:00 PM,
8:00 To 8:30 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $18,366

5/7/2012 Day: 3 Conversion

NC #2 on 5/7/2012 - Frac Well, Flow Back, L/D N-80 Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM
OWU, Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24
Min, Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Pig Clean, Latch Onto & Release PIg, POOH
W/- 23- Jts Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes,
Frac GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg
Clean, Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty,
R/U H/Oiler To Tbg, Pmp 40 Bbis Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole,
SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU,
Set Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min,
Release Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release PIg, POOH W/-
23- Jts Tbg, Set Pig @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac
GB-2 Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean,
Latch Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U
H/Oiler To Tbg, Pmp 40 Bbis Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI,
CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, Set
Pkr, R/U Baker Hughes, Frac C-Sands Zone, Flow Bac Flow Back For Approx. 24 Min, Release
Pkr, TIH W/- 3- Jts Tbg, Circ Top Of Plg Clean, Latch Onto & Release Plg, POOH W/- 23- Jts
Tbg, Set Plg @ 3849', POOH W/- 2- Jts Tbg, Set Pkr @ 3776', R/U Baker Hughes, Frac GB-2
Zone, Flow Back For Approx. 30 Min, Release Pkr, TIH W/- 2 Jts Tbg, Circ. Plg Clean, Latch
Onto Plg, Release & Start To POOH & L/D N-80 Tbg, Tbg Started To Come Dirty, R/U H/Oiler
To Tbg, Pmp 40 Bbis Wtr, Proceed To L/D N-80 Tbg, Left 34 Jts Tbg In The Hole, SWI, CSDFN
@ 7:00 PM, 7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $59,425

5/8/2012 Day: 4 Conversion

NC #2 on 5/8/2012 - TIH W/- Tbg & Pkr, Pressure Test Tbg - 5:30 Tp 6:00 AM C/Trvl, 6:00
AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN, 118- Jts Tbg
(J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For A Pad, Drop Stnd Vlve, Try To Pressure Up,
No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On Tbg, No Test,
R/U Sandline, Fish Stnd Vlve, Drop Another Stnd VIve, Try To Pressure Up Again, No Test, RIH
W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure Up Again, No Test,
POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was Not In The SN, Replace SN, Start To TIH W/-
Tbg, Found Stnd Vlve Stuck In The 4th Jt Above SN, Jt Was Crimped, L/D Jt, P/U Another Jt
Tbg, TIH W/- Tbg, Drop Another Stnd VIve, Try To Pressure Up On Tbg, No Test, RIH W/-
Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vlve Again, Pressure Up To 3,000 Psi,
Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM C/Trvl. - 5:30 Tp 6:00 AM
C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/- Weatherford Arrowset Pkr, SN,
118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For A Pad, Drop Stnd Vlve, Try To
Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve, Re-try To Pressure Up On
Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd VIve, Try To Pressure Up
Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/- Sandline, Try To Pressure
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Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd Vlve Was Not In The SN, Replace
SN, Start To TIH W/- Tbg, Found Stnd Vive Stuck In The 4th Jt Above SN, Jt Was Crimped,
L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd VIve, Try To Pressure Up On Tbg,
No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On Stnd Vive Again,
Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM, 7:00 To 7:30 PM
C/Trvl. - 5:30 Tp 6:00 AM C/Trvl, 6:00 AM OWU, L/D 34- Jts N-80 Tbg, P/U & TIH W/-
Weatherford Arrowset Pkr, SN, 118- Jts Tbg (J-55), R/U H/Oiler To Tbg, Pmp 10 Bbis Wtr For
A Pad, Drop Stnd Vlve, Try To Pressure Up, No Test, R/U Sandline, RIH Try To Seat Stnd Vlve,
Re-try To Pressure Up On Tbg, No Test, R/U Sandline, Fish Stnd Vlve, Drop Another Stnd Vive,
Try To Pressure Up Again, No Test, RIH W/- Sandline, Try To Seat Stnd Vlve, POOH W/-
Sandline, Try To Pressure Up Again, No Test, POOH W/- 118- Jts Tbg, SN, Pkr, Stnd VIve Was
Not In The SN, Replace SN, Start To TIH W/- Tbg, Found Stnd VIve Stuck In The 4th Jt Above
SN, Jt Was Crimped, L/D Jt, P/U Another Jt Tbg, TIH W/- Tbg, Drop Another Stnd Vlve, Try To
Pressure Up On Tbg, No Test, RIH W/- Sandline To Seat Stnd Vlve, Try To Pressure Up On
Stnd Vlve Again, Pressure Up To 3,000 Psi, Let Hold Over Night, SWI, CSDFN @ 7:00 PM,
7:00 To 7:30 PM C/Trvl.
Daily Cost: $0
Cumulative Cost: $68,409

5/9/2012 Day: 5 Conversion

NC #2 on 5/9/2012 - Get Final Test On Tbg, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U H/Oiler To Tbg, Pressure
Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline,
R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp 70 Bbis Fresh Wtr & Pkr
Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500
Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled
Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready
For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off 200 Psi Over Night, R/U
H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good Test, R/U Sandline, Fish
Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree, R/U H/Oiler To Csg Pmp
70 Bbis Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U Injection Tree, R/U H/Oiler To
Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off 150 Psi, Bump Back Up, Hold
For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold Pressure For 1 Hr Solid, Good Test,
R/D NC #2, Well Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Pressure Bled Off
200 Psi Over Night, R/U H/Oiler To Tbg, Pressure Back Up To 3,000 Psi, Hold For 1 Hr, Good
Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Wetaherford BOPS, R/U Injection Tree,
R/U H/Oiler To Csg Pmp 70 Bbls Fresh Wtr & Pkr Fluid, R/D Injection Tree, Set Pkr, R/U
Injection Tree, R/U H/Oiler To Csg, Fill & Test To 1,500 Psi, Hold For 30 Min, Pressure Bled Off
150 Psi, Bump Back Up, Hold For 30 Min, Pressure Bled Off 75 Psi, Bump Back Up, Hold
Pressure For 1 Hr Solid, Good Test, R/D NC #2, Well Ready For MIT.
Daily Cost: $0
Cumulative Cost: $161,154

5/23/2012 Day: 6 Conversion

Rigless on 5/23/2012 - Conduct initial MIT - On 05/10/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 05/15/2012
the casing was pressured up to 1030 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 1300 psig during the test.
There was not a State representative available to witness the test. - On 05/10/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 05/15/2012 the casing was pressured up to 1030 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
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Was 1300 psig during the test. There was not a State representative available to witness the
test. - On 05/10/2012 Chris Jensen with the State of Utah DOGMwas contacted concerning
the ínitial MIT on the abovelisted well. On 05/15/2012 the casing was pressured up to 1030
psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1300 psig during the test. There was not a State representative
available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $192,974

Pertinent FIIes. Go to FIIe List
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-15855 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 13-24-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0684 FSL 0423 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /8 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 3:30 PM on
05/08/2013.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 5 /8 /2013

May 23, 2013

Sundry Number: 37736 API Well Number: 43013333420000Sundry Number: 37736 API Well Number: 43013333420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-15855

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 13-24-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013333420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0684 FSL 0423 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 24 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5 l8 /2 0 1 3
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 3:30 PM on Accepted by the
05/08/20 13. utah Division of

Oil, Gas and Mining

Date: May 23, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 5/8/2013

RECEIVED: May. 08,



Spud Date: 11/6/07 FEDERAL 13-24-9-16
Put on Production:2/5/08

GL: 5656' KB: 5668' Injection Wellbore
Diagram

SURFACE CASING FPAC .iOR

CSG SIZE: 8-SÆ" II30MB 4912-4922' Fnie LODC sands as feHows

GRADE J-55 ComentTop@92' . Frac with 19518#20/40sand m 3 ISbbis
Lightning 17fluid Treat at 300lpsi @

WEIGHT:24# 23 2 BPM ISIP 3269 psi

LENGTH 7Jts(302 73') Casing Shoe@315 1/30MB 4780-4798' 1¾ac Al sands as follows:

DEPTH LANDED:314 58, - - Frac with 102122#20/40 sand in 772bbis
Lighinmg 17fluid Treat at 2124 psi @

HOLE SIZE: 12-l/4" 23 3 BPM ISIP 3269psi

CEMENTDATA 160 sxs Class "G" cmt 8/12/09 Pump Change Updated rod & tubing
details

2/6/10 Tubing leak Updatedrod and tubing

detail
05/07/12 45094512' Frac C sands as follows: Frac with

PRODUCTION CASING I1769#20/40 sand in 154 bbis Lightning

CSG SIZE: 5-1/2"
17 fluid

05/07/12 3808-3811' Frac GB2 sands as follows:
GRADE:1-55 Frac with 19313#20/40 sand in 262 bbis

WEIGHT 155# Lighinmg 17fluid

LENGTH: 132jts (5661 02')
05/09/12 Convert to Injection Well

HOLE SIZE 7-7/8" 05/15/12 Conversion MIT Finalized-update Ibg

DEFTH LANDED:5674 27,
detail

CEMENTDATA: 300 sk Prem Lite II mixed& 400 sxs 50/50POZ

CEMENTTOP AT:92'

TUBING
SIZEIGRADE/WT 2-7/8" /1-55 / 6 5#

NO OFJOlNTS I18;Is (372T)

SEATINGNIPPLE;2-7/8" (I 10')

SN LANDEDAT: 3739' KB

PACKER@:3743 4'

TOTAL STRINGLENGTH: EOT @374645'

- 4509-4512'

4780-4798' PERFORATION REÇORD
4780-4798' 4 JSPF 72 holes

4912-4922' 4912-4922' 4 JSPF 40 holes
05/04/12 4509-4512' 3JSPF 9holes
05/04/12 3808-3811' 3]SPF 9holes

NEWFIELD PBTD @5635'

Federal 13-24-9-16 / \
684' FSL & 423' FWL

SWSW Section 24-T9S-R16E TD @5700

Duchesne Co, Utah
API #43-0 I3-33342; Lease #UTU-15855

LCN



ist 3 State of Utah
DEPARTMENT OF NATURAL RESOURCES

.-/ MICHAEL R. STYLER

GARY R.HERBERT
ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-387

Operator: Newfield Production Company

Well: Federal 13-24-9-16

Location: Section 24, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33342

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on March 20, 2012.

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,732' - 5,635')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval

Approved by:

th ument Butte Unit

Ao
c a i tor

Date

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton UTAH

Duchesne Coun" DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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